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BROCKTE PELL. 


SINGLE CARBON DOUBLE 

16 — 92- HOURS. 


UNION COURT, OLD ‘BROAD SIREET, LONDON, 


Works and Wharf: CHARLTION, 
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SILVER MEDAL, INTERNATIONAL ELECTRIC 


EXHIBITION,. 1882; - 


| | ii I } t < = 
pecially Insulated 
| t Leads 7 | 
¢ à 
Le 
= 


| PERCHA, PURE AND VULCANISED RUBBER, suitable for inside or outside use, Town : Lighting’ 
or General Distribution. Only the Highest Conductivity Wire used. Contractors to H.M. Postmaster-General, 


Cables to any: size for Overhead, Underground, or Péri use, 


Glectrical Wire and Gable Wlakers, — 


Street Iron Works. : 
Springfield Lane Cable Works... : 


4 ONDON : 10, HATTON GARDEN, EC: 


ELLIOTT BROTHERS, 
“10 & 102, ST. MARTIN’S LANE, LONDON, Wi 6. 


(HSTABLISHED 1900) 


--BLBGTRIGAL ENGINEERS AND. MANUFACTURERS OF ALL. KINDS | 
RERCTRICAL TESTING AND 'TRLEGRAPH INSTRUMENTS. 


‘Sole in England for Sir William Thomson's Electric Instrumenis. 


Avard Paris Bxhibition 4889. Only “Grand Prix” to aly English Electrical 


a wrot IRON 


| AND FITTINGS. 
AS 


| TUBE-WORKS. GREAT-BRIDGE 


LONDON OP EICE QUEEN VICTORIA Sve 


‘International Inventions Exhibition, 1885, GOLD MEDAL for Machinery. SILVER MEDAL for À | 


Munufhoturers: by patent processes of every kind of insulated Blestris Light: ‘Wire and Cable in GUTT A 


| SUBMARINE MINING APPARATUS, &o. CONTRACTORS TO H.M. GOVERNMENT. 


the Indian Government and the Colonies, and the principal Railway, Telephone and Electric Light Companies, La à | 
Special Anti-Induction Telephone Cables up to 200 wires, from or at short 


SALFORD, MANCHESTER. | ===. | 
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Oil Refiners, “oct 7 
36, SOUTHWARK STREET, 


LONDON. 
Worms —EWER STREET, 


TELEPHONE No. 474. 


| 

} | 


| 


| 


ONLY OIL used last three Ny by the largest [JA] 
Electric Installations in London. 
Samples sent on application. 


SUCCESS GUARANTEED. TRIAL soucrren. 
Price 2s. 9d. per Gallon. 


ce 
Electricians, and is also suitable for | M 


SHAFTING, ENGINES, 4 
For use on Dynamos and 
AND GENERAL PURPOSES. 2927 High-Speed Engines. 


UNITED ASBESTOS 
AN Goods are made. st our 


FINE ASBESTOS PAPER, for D & ' Works, near London, and are 
PIONEERS OF THE ASBESTOS TRADE. xssesros ruses & cuit, Leads. ofthe best possible description. 
The ONLY COMPANY troughs for leads, “SALAMANDER Brand. 


+ in the World owning ASBESTOS MILLBOARD STRIPS, for ditto. l'epôts: NEWCASTLE-ON-TYNE, Quay Side; 


LIMITED 


cs Cr FINE ASBESTOS THREAD, for covering wires. MANCHESTER, 84, Deansgate; LIVERPOOL, 
SAN, iS - and working rking Asbestos ASBESTOS COVERED WIRES. 47 and 49, South John Street ; GOW, 60, 
mm < ù Mi in both IT Y West Howard Street ; CARDIF ount Stuart 
nes in DO AL PATENT SALAMANDER LUBRICANT, for Dynamos, &¢. Square; BRISTOL, Provident Buildings, Cla e 


tag ae CANADA. 3647 PACKING, NON-CONDUCTING COVERING for Boilers,&c. Street; ST. PETERSBURG, Gostinoe Dvor. 


FREDERICK SMITH CO. 


CALEDONIA WORKS, HALIFAX. 


Contractors to Her Majesty's Government & Railway Companies — 


BEST REFINED TELEPHONE 
PATENT GALVANISED TELEGRAPH WIRE. 


100 lb. COILS, HIGH CONDUCTIVITY. 


SPECIALITY :—TELEGRAPH WIRE, TO ALL SPECIFICATIONS. 


COPPER WIRE, hard drawn, high conduetivity long lengths. COPPER WIRE and TAPE for 
Lightning Conductors, &c. co R WIRE, all sizes for covering. STRAND WIRE all À. us 
GALVANISED HARD STEEL STRAND for Mechanical Telephones. : 


F. WIGGINS & SONS, "none LONDON, M | CG 
MICA MERCHANTS, [Telephone No. 2248. 
NEW AND CHEAP PATENT LAW. 
PATENT OFFICE. Wn. M. FOXCROFT 


Manufacturers of Mica Goods for Philosophical and ALL purposes. 
VERNMENT. 
i PATENT AGENT} | 1 ‘HA. G ARDNER, (Successor to the late W. Foxcroft, also F. Lucas), 


FLEET srreer, and Telephone Case Manufacturer, 
ik ON DON. 36, PEROIVAL STREET AND 9, SMITH STREET, 


| _ Pamphlet of Costs Gratis. 
Ty | Uninty-tive Years’ special practice with | Lock and Block, Single Needle, Bell, Sounder, Perforator, 
Photometer, Telephone Cases, Battery Boxes, : 
Provisional Protection (9 months) — 
lil 24 48. Full years PRIZE MEDALS, LONDON, 18; PARIS, 181. 901 
5184 
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ELEOTRIO LIGHT. 


COMPANY, LIMITED. 
Offices:—27, Martin’s Lane, Cannon Street, London E ©. 


TELEPHONE No. 1,784 WORKS :—NORTH WOOLWICH. 
Manufacturers of 
SUBMARINE CABLES, 
Patent Metallic Braiding, 


| Silk Covered Wire, 
| FLEXIBLE CORDS, 


gs ELECTRIO LIGHT CABLES. 


DEA EE. A’S 


ARC LIGHT 


ACKNOWLEDGED BY USERS 


SUPERIOR TO ALL OTHERS. 


LARGE STOCK IN LONDON. PRICES AND FROM 


THE SOLE AGENTS: CAT HCART AND PETO, 


573, HATTON GARDEN, E.C., and VULCAN ‘WORKS, ISLINGTON, N., LONDON. 


3930 


SPECIALLY ADAPTED FOR 


ELECTRIG LIGHT INSTALLATIONS 


AND FOR ANY WORK WHERE UNIFORMITY OF SPEED IS DESIRABLE. 


GOLD MEDALS 
EDINBURGH, 1886; LIVERPOOL, 1886. 
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Tax PLANET ELECTRICAL ENGINEERING Co, in. 


4, VICTORIA ~~ WESTMINSTER. 


ALTERNATING 


Prof, SILYANUS THOMPSON says: This is the Electrical Engineer's Lamp.” 


LIMITED, 


66, VICTORIA STREET, LONDON, S.W. 


Works 
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DYNAMOS 
For Incandescent or Arc 
Light, 


HALIFAX, 


| 


LIMITED. 


| 


= 


= 


Electro-Plating, 
Transmission Of Power, 
&e. 


| 


| 


7 


J.D. F. & 


41 & 42, PARLIAMENT STREET, LONDON, SW. 


À 


Complete System of Concentric Wiring 
for Interiors Andrews’s Patent Joints, 
Switches, Fuses and Fittings. Lists and 
Trade Terms on application. 


# MOSELEY’S 
PATENT 


POCKET ELECTROMETER. 


A Perfect Ammeter (from 
1-10th to 1,000 amperes), 
Wireman’s Detector and 

fee) Pole Indicator, as well 

\ as a thoroughly practical 
- Volt and Ohmmeter, &c.- 
See “Electrician,” March 
44th, 1890. 


PRICE, Post Free, 2s, Od 


(l'érided io 5 amps., 5 volts, and 5 ohms, 


(LE 


DIRECT FROM THE MAKER, 


WW. MOSELEY, 82, Rd, Peckham, London 


ARTHUR B. GILL & Co., 


Glectric Light and General Engineers, 
4, BOMBAY STREET, BERMONDSEY, LONDON, S.E, 


Sole Makers of GILL’S PATENT MAIN SWITCHES, which are practically 
everlasting. No sparking on the actual contact pieces. These switches improve 
with using. Makers of the “GILL” DYNAMO AND MOTOR, which are un- 
equalled for cheapness and efficiency. SUPPLIERS OF ALL ELECTRICAL 
REQUISITES. LIBERAL ‘TRADE TERMS, 

Telephone No. 4882, Telegraphic Address: 


“ TORQUE.” 2949 


CARBON S. 
_ H. & F. CHAMBERLAIN, 


Manufacturers of Pure Carbon Points, Tubes, Filters, 


Cells and Battery Plates of every description. 
Wo RES: BARNSLEY. 


Telegraphic Address:—“ CARBON BARNSLEY.” 3398 


ELECTRIC 


Insulated Wire and Cables 
of every description for 
Electrical Instruments, 
Dynamo Machines, Electric 
Bells, Telephones, Electric 
Lighting, &c., &c.. 


UNITED ELECTRIC WIRE Co, 


14a, Clerkenwell Green. London, E.C. 


~ 


STANHOPE 


TELEPHON 


| 


GUARANTEED. 


£1 10s. t £6 


PER INSTRUMENT. 
3269 


CLLLLL ES 


‘THOMAS BARRACLOUGH & CO. Ltd, 


Makers Le all the most Improved Machinery for Electric Wire and 
and Covering, Lapping, Taping, Braiding, &e., 
ALSO FOR 
STRANDING AND MAKING CA EBs ELSES OF EVERY SIZE AND DESCRIPTION. 


Globe Works, Rochdale Road, Manchester, - 


EX. THORP E, 
MAKER OF EVERY CLASS OF 
Sevew, Germinal and Turned Parts, 
Also any Description of 
ELECTRICAL OR MECHANICAL AUTOMATIC MACHINES. 


SOLE MANUFACTURER OF THE ENGLISH REMINGTON TYPE WRITER. 


All High-Class Machine Work, Tarning, Boring, Screw ate &c. 
Wheels Cut to 12-inch die in Iron, Steel, or Brass 


OPEN TO TAKE AGENCY FOR ANY MECHANICAL OR ELECTRIC MAGHINE. 
Works: 34, Eagle St., Red Lion Square. 


“ECLIPSE” ELECTRICAL 
| gel CASE WORKS, 


6, PHŒNIX PLACE, 
GOLDBATH FIELDS, LONDON, W.0, 


MANUFACTURERS OF 


Avery description of Cases 


BY MAOHINERY 


FOR 
= a And Electrical Instrument Makers. 
| MAKERSOF 


THE SOHANCHIEFF PORTABLE BATTERY CASES. 
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SWITCHES, CUT-OUTS, CEILING ROSES, 


PORCELAIN OR SLATE. 


FANCY OR PLAIN. 
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FOR PRICES. 


WOODHOUSE RAWSON UNITED, LIMITED, 


LONDON, MANCHESTER, BRADFORD & KIDSGROVE. 


Telegrams: ‘WOODHOUSE, LONDON.” Telephone No. 1978. 


| 
| = 
| | | AY | j ' | 
N 
N À 
| N < NS 
| à Dn 
| | #4 CD 
pie CR 
% E 
>’. VA 
| AT (CS AG, 
| 4 NY +" 4 
| > SS À / a, NC" 
| | / NS | 
| = N7 y 
4 | ‘ VA 
WILE y | 
| 
~ \ | i | 
J = N 
EN 
= Ms, | 
q 
| | | À i, | 
| | D Ms ANH | = Mi 
; | 
} 
| 


viii THE TELEGRAPHIC JOURNAL AND ELECTRICAL REVIEW. (September 26, 1890, 


BEST RE 


OVERHEAD TELEPHONE 


PHOSPHOR BRONZE 
CASTINGS, 
Phosphor Brome 
for Springs, Ropes, Screws, 
Rods, Sheets, at, Bushes, 


~ Wire of Great Tensile Strength | 
and High Conductivity for Telephone 


BEWARE OF SPURIOUS IMITATIONS, FALSE REPRESENTATIONS. AND INFRINGEMENTS OF OUR PATENT RIGHTS. | 


FUEL ECONOMISER 
BOILERS. 


E. GREEN & SON, Ltd. 


14, ST. ANN’S SQUARE, 
MANCHESTER. | 


| Patent Silicium | 
| a 
| Bronze and Silicium Copper 
| Wearing. pars Lins à th 
of Machinery SOLE PROPRIETORS: Electrical purposes. 
| | oy Of the British and Colcnial Patents, O y à 
a THE PHOSPHOR BRONZE CO, 2 ê 
| Q 87, Sumner Street, Southwark, London, 8.E. + 
| | 
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DORMAN & SMITH, 


Manufacturers to 


ELECTRICAL ENGINEERS, 
| all the principal Contractors. All 


BRAZENOSE ST. 


MANCHESTER, 


England. 


INDEX ro 


The names of Advertisers, whose announcements are ordered for a series, are entered under any one Heading in this Index free of charge 
but if repeated under other headings, Gal. per week is charged for each additional entry. 


Accumalatorcs. 
Crompton-Howell Elec. Storage Co. 
Drake & Gorham ... ots 
J. Stiff & Sons (Boxes only) ‘ie 

Arc Lamps. 

H. Holmes & Co. eee eee 


Sup. 11 
Johnson & Phillips 
F. M. Newton & Co. … Sup. 19 
Planet Elec. Engineering Co. ... 5 


J. & W. Roper ves 


Simplex oes sco, 
Statter & Co. oa 
asbestos.—Bell’s Asbestos Co. 16, 17 
United Asbestos Co. 


Auctioneers and Valuers (Mechanical). 
Wheatley Kirk, Price & Goulty Sup. 11 
Batteries. 
G.P. & Tel. Wks. Co. 
J ohnson & P LE eee 
0. 


Telegraph Mfg. oes Sup. 6 
Battery Jars.—J. Bourne & Son... 13 
J. Stiff & Sons... oni 


Bells 


heppard, Allarton & Madeley ... 


Boilers.— & Co. 9 
Ewen & Co. . ses: 16 


ks. 
Berly’ 8 Electrical Directory Sup. 14 


Cabinet Work.—Eclipse Works ... 6 
. Foxcroft... ‘ose 
Castings.—J & J. Hughes ... 
Phosphor Bronze Co. a à 8 
Chemicals. 


Dynamos.—Andrews & Preece Sup. 7 
. Austin ... 7 
Bolling & Lowe Sup. 1 


Gülcher Electric Light & P. Co. 12 
J. H. Holmes & Co. os Oe LL 


Johnson & Phillips ... dine 
Laurence, Scott & Co. 

F. M. Newton & Co. 10 


C. A. Parsons & Co. 
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North British Rubber Co. - : ... 15 
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R. Bolton & Co. ... 13 
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Charlesworth, Hall & Co. . Sup. 16 
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Elliott Bros. 2 
General Elec. P. & Traction Co... 
W. T. Goolden & Co. pe Sup. 
India-rubber & Telegraph Works Co. 20 
Johnson & Philli 
Laing, Wharton & Down Con. high 
Laurence, Scott & Co. ... 
Paterson & Cooper 
Rashleigh Phipps & Dawson ... 10 
C. A. Parsons & Co. 


Poole & White ... 
Ernest Scott & Co. ...  … 15 
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Genl. Elec. Co., Ld. (G. Binswanger.) Sup. 10 


PAGE 
Sharp & Ken ee Sup. 13 
M. Holroyd Smith .. … Sup. 20 
Swinburne & Co. ... 

Telegraph Mfg. Co. . Sup: 6 
Western Electric Goagiay Sup. 20 


Westinghouse Electric Co. 
Woodhouse & Rawson United 7 & ll 

Electric Light. 

= Brush Electrical Engineering Co. 10 
Bernstein Electric Lamp Co. ... 12 
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Electric Light Carbons. 
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Faraday & Son 10 
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Rashleigh Phipps & Dawson... 19 


B. Verity & Sons ... 


Walsall Electrical Co.  … 


Woodhouse & Rawson... 7 & 11 
- Engines for Electric Light. 
W. H. Bailey & Co. ove (14 
- Browett, Lindley &- Co: Sup. 3 
Davey, Paxman & Co... 
Greenwood and Batley _... 
Griffin Gas Engine... Sup. 8 
Marshall, Sons & Co. 
John Musgrave & Sons ... Sup. 2 
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Robey & Co. 16 


: Stockport Gas Engine eee eee ne 
Willans & Robinson coe Sup. 19 
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Fibre.—David Moseley & Sons 
Fire Insurance. 
Phœnix Fire Office eee 
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E. Green & Son … wii 
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Brush Electrical Engineering Co. 10 
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Woodhouse & Rawson United Ten 
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Fowler, Lancaster & Co. 
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Hartmann & Braun ee 
International Electric a. Sup. 7 
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W. Moseley ... ose 
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Electricians.—Cont. 
J. Orme & Co. es oo Sup. 4 
Price, Talbot & Co. coe Sup. 2 
Telegraph Mfg Co. = Sup. 6 
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Walsall Electrical Company 
Woodhouse & Rawson United ... 11 
F. Züpke Bup. 16 
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Joseph Aird (Wrought Iron and Steel), 2 
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W. Wood &Co. _ ... 
Porous Cells.—J. Stiff & ens sis 


Pulleys, Shafting, &c. 
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School of Telegraphy  … 
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Screws.— Davis & Timmins oes eee 18 
Switches. 

Appleton, Burbey & Williamson Sup. 18 

Faraday & Son eee eee eee 10 
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The Paiste Switch... sue 

Walsall Electrical Co. 
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Telephones.—Baughan & Co. ee 
Consol. Tel. a &M.Co. Sup. 8 
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Universal Co. 
Tools.—Chas. Churchill & Co. Sup. 7 
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Turbines.—F. Nell eee eee | ose 
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ROY 
| 


FARADAY 


ELECTRIC LIGHT FITTINGS. 
| Edinburgh Exhibition—su no. 67 BERNERS STREET, 


Works: 9 & 10, NEWMAN MEWS. 


INTERLOCKING THE LOCK AND BLOCK. 


f Trade the necessit À the “ Lock” and “ Block” systems b connection Instro 
interdependent working. is great improvement, together with Supplemen Auto 
nd Brongn iat into use on protection of ous Patents granted or to them, 


Mesers. SAXBY & FARMER, under 
SAxBY + FARMER, Railway Signal Contractors Canterbury Road, KILBURN, LONDON, N. he 
Work of every description, Electrical and Mechanical, 


DAVEY, PAXMAN & Co., Engineers, COLCHESTER, 


Devote special attention to 
STFAM —T AND BOILERS REQUIRED FOR ELECTRIC LIGHT INSTALLATIONS 


$ 28, ° 233 
08 die à 
chea m CRETE Da Ft o Gold Medals and One Siver Me 
in the Prise Ute, and par their Steam Engines and Boilers. 


DAYEY, PAXMAN & CO. Engineers, COLCHE — 
Lowpon Orricx: 189, QUEEN VICTORIA STREET, E.C. 


THE BRUSH ELECTRICAL ENGINEERING 


LIMITED, 


Offices :—-112, Belvedere Road, LAMBETH, S.E. Works:—Victoria Works, LAMBETH, LONDON. 
“FALCON” ENGINE AND CAR WORKS, LOUGHBOROUGH, LEICESTERSHIRE. 


VERTICAL STEAM ENGINES 


FOR 


# ELECTRIC * LIGHTING » 


; The Brush Electrical Engineering Company are now manufacturing at their “Falcon” Works Vertical 


Steam Engines DESIGNED TO MEET THE SPECIAL REQUIREMENTS OF ELECTRIC LIGHTING. 
SINGLE CYLINDER, TWIN & COMPOUND ENGINES. 


DPFRÇCIEL TERMS TO THE TRADE. 


| Telephone No. 3975. Telegrams: “DETECTOR, LONDON. » 


SHOW Rooms: 58. BERNERS STREET, LONDON, W. 


The Best and most Artistic Show of Fittings in London. 


ELECTRIC LIGHT ENGINEERS AND CONTRACTORS. 


COMPLETE INSTALLATIONS, OR WIRING ONLY, CARRIED OUT PROMPTLY. ALL WORK GUARANTEED. TRADE SUPPLIED. 


NEW PATENT CEILING ROSE, 
ee by all the Fire Offices and Supply Companies, 1s. 1d. net. “The most Perfect Ceiling Rose in the market.” 
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RAILWAY ACCIDENTS FOR THE 
YEAR 1889. 


THE Board of Trade ‘Report. on the above subject for 


the past year shows the total number killed in the work- 


ing of railways to have been 1,076, and the number 


“injured, 4,836, Of these 183 persons killed and 1,829 


pergons injured were passengers, but only 88 were 
killed and 1,076 injured in consequence of accidents to, 
or collisions between, trains. The deaths of the re- 


‘maining 95 passengers, and the injuries to 813, were 


due to a variety of other causes, and especially to want 
of caution on the part of the individuals themselves, 
The casualties for the year have been greatly 
heightened by the Armagh accident, which, it will be 
remembered, resulted in the death of 80 and injury to 


262 children and others. Deducting this 80 killed, we 


have a result of 8 passengers who lost their lives from 


" causes beyond their own control during the period, ak 


compared with 11 for the previous year, and 25 for 


1887. Making a like reduction with respect to the 
injured, the regult is not, however, so favourable, for it 


leaves us with a comparison of 744 injured for 1889, as 
against 594 for 1888, and 538 for 1887. One is naturally 
inclined to make exceptions of heavy casualties such as 
the Armagh collision, the Tay Bridge disaster, &c., 


although, in point of fact, it is not quite a logical way of 


handling the results dealt with and considered year by 


year. Casting aside the exception, and looking simply 


at the year’s result, we find that although there has been 
an increase of passenger journeys over those of 1888 
to the extent of 2,683,909, the proportion of killed 
and i injured to the number carried, exclusive in either 
case of season ticket holders, is brought down to 
figures very closely approximating to those of the 
Tay Bridge year. The result, on the whole, is not 
congratulatory, and we can only express a hope that 


future returns may not be marred by more of those 
heavy disasters, which cause a thrill to pass through 


the nation, for some years to come. ~ | 
In reviewing the report, we have chiefly to deal with 


those portions : electrical apparatus a 


part, or where, had it been in use, it might or en 


of service in averting disaster. 


Collisions between engines and trains following one 
another on the same line of rails, excépting at janc- 


| tions, stations, or sidings, have, during the year, been 
productive of but one case, resulting in inj ury to 13 


passengers and 1 servant. This was due to a ‘signal- 


man omitting to signal for’ permission to‘ admit ‘a 
‘ passenger train into a section in which was standing 


another train at the time. - heavy fog prevailed, but 
that in no way authorised the signalman sending the 
train into the section against the electrical signals. ‘In — 


_ this case, had the outdoor signals ‘been interlocked | 
with the electrical signals, the probability is that the 


train would have been held at the stop signal, and the 
collision avoided. 

Collisions at junctions amount to four. 88 pas- 
sengers and 6 servants were injured. The most serious 
of these was that on the Lancashire and Yorkshire, on 
the 7th December ; and that on the London, Chatham 
and Dover, on the-14th November. All of these acci- 


dents are said to be the result of want of care or 


judgment on the part of drivers or signalmen, and it 
would appear that the only way of avoiding them is to 
insist upon the preservation of a given space between all 


| moving trains, or by making it obligatory upon every — 
driver to bring his train to a dead stop before entering 


a junction. With the heavy traffic which now has to 


‘be dealt’ with at ‘many important junctions, and the 
" necessity of bringing forward trains for connection as 


readily as possible, we quite see and appreciate the 
difficulties which beset the question ; but still, we feel 
that improvements are ‘yet to be made, probably by 
extending the distance of distant signals, so as to give 


earlier intimation to drivers whee they are required to 


stop. 

Collisions within fixed signals at stations or sidings 
resulted in enquiries into 25 cases, in which seven 
passengers and one servant were killed, and 143 pas- 


sengers and 20 servants injured. Nine of these were 
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mainly due to mistakes in block working, arising from 


forgetfulness or want of care, three to mistakes of | 


pointgmen, 11 mainly to want of care of engine drivers, 
one to foggy weather, two to want of proper inter- 
locking, two to want of brake nies. and two to want 
- of block working. 


. The want of block apparatus will, no doubt, now be 
 supplied—if not under the recommendation of the 
inspecting officer, it will under the recent powers con- 


_ ferred upon the Board of Trade. 

There were two collisions between engines and trains 
. meeting : from opposite directions, by which 24 pas- 
sengers were injured. One was due to the engine 
‘ driver running against the signal, and the other to the 


. mistake of a signal porter. 


The foregoing are the main points which affect, or 


! are affected, by the electrical branch of the railway 


_- service. The time has now come when the employ- 

‘ ment of a block system, together with that of an inter- 
locking system for points and signals is about to be - 
. enforced. In a short time all passenger lines will be 
: thus equipped. It is not many years since pioneers — 
Slowly 


were fighting for the introduction of either. 
the antipathies of the old school have been worn away ; 
in many instances-by arguments of so forcible a cha- 
racter as to no longer admit of obstruction. To the 
‘larger, more important, and more experienced com- 
. panies of England and Scotland, the demands of the 
. Board: of: Trade: under. their recent powers means, 
. perhaps, little more than a confirmation of what they 
have done—as showing they were wise in, of their 
_ own will, doing that which, had they left it undone, 


. must now have been performed under the orders of an 
_Act-of Parliament. 


Yet we cannot help thinking— 
indeed, it is not a question of doubt with us at all—that 
what is now being done is, although a very important 


part, still only a part of what has to be done to render ~ | 


-railway working more secure. It has been our province 


more than once to point out that railway train working 


is dependent upon a double action—first, that of the 
electric signals, and then that of the line signals. The 


. driver is governed by the latter. : The signalman who 


works them is governed by the electrical signals. 
With but few exceptions, the one is completely dis- 


associated from the other. The devices adopted are 


made as evident as possible, but still they have to be 
interpreted. The signalman has to obtain the electric 
signal, and to convey it by his mechanical: signals to 
the engine driver. 

It is quite possible to lock the one with the other. 
It has been done, and is in daily use. It would pro- 
bably have been too great a revolution to have asked 
for its application to all block signals ; but as there can 
be no question of its great advantage, it is to be some- 
what regretted that an extended use of it has not been 


advocated, especially upon busy parts of the various 


systems. Doubtless the time will come for its adoption. 


. Although originally greatly opposed, the block has now 
become as much a part and portion of our railway 
.system as the rails upon which the traffic is carried. 
- We feel that it cannot be a great while before the pro- 


priety of coupling together those two important 


adjuncts which now form the controlling agent for the 
regulation of the traffic makes itself as apparent and ag 
necessary to the managemeut of the different meee’ 


companies as did the earlier adoption of the block. 


Where this is done, we shall look for a considerable 
reduction in railway casualties. 


M. RECHNIEWSKI, in a paper read 
before ‘the International Society ‘of 
deals with the heating 
of dynamos, and thinks that the “ maximum tempe- 
rature which can safely be admitted for the armature 
is about 70°, say about 40° to 50° above the temperature 


. Heating of 
Dynamos. 


Of the surrounding air. At this point insulating 


material stands well, and the effect of ‘increased 


resistance of the copper is little noticeable.” We are 


déaling with the same subject on another page, and it 
will be observed that, as regards the maximum tempe- 
rature permissible, M. Rechniewski’s views and our 


practically coincide. 


In proceeding to consider the ei 
M. Rechniewski points out that the 


Output of Dyamos. 


rise of temperature due to hysteresis is similar in 
: machines in which the armatures have the same peri- 
| pheral velocity, provided all the linear dimensions are 
proportionally increased or diminished. He concludes: 


that a machine having its linear dimensions increased 


-n times, will give an output n° times that of the 


smaller one if it is to attain in continuous running the | 
same temperature. The means of eliminating Foucault 
currents, fully described in “A Synthetic Study of 
Dynamo Machines ” some tithe since, also come in for 


“a share of the aathor” 8 attention. | 


THs general feeling with reference 
to the fight between the electric tram- 
way and the telephone companies, as 


Electric Tramways 
and Telephones, 


to ‘hich party is to arrange matters so that the tele- 


phone circuits are to remain undisturbed by possible 
leakage from the electric tramways is, that the tele- 
phone companies must give way. These companies 
practically claim, as first comers, the solé'use of the 


earth, and argue that the disturbance to which their cir- 


cuits a liable from strong currents should be obviated 


by the tramway companies insulating their lines in 


such a way that there should be no leakage. In a 
recent decision by Chancellor Gibson, with reference 


to a dispute in Knoxville, America, the Chancellor 


argued that, “If the contention that no company using 
a strong current, can lawfally use the earth for a réturn 


current without the telephohe company’s leave, be | 
correct, then no electric company can ever ‘use the 
underground on which Knoxville is built without the 
consent of the telephone company. It makes no differ- 


ence what grand discoveries and inventions in the use 
of electricity may be made. Coal, wood, gas, steam 


_ and animal power may all be superseded by electrical 


devices, machines may be invented: to heat and light 
‘all of our homes, do all of our cooking, propel all of 
our vehicles and machinery, and all or a large part of 
‘this electricity may be drawn from the earth, or it may 
be drawn from the air, and yet Knoxville and her 
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people are to be denied all of these wonderful benefits 
for all the ages to come, if they, either through the 


‘earth or through the air, in any way cripple or injure 
the feeble current of the telephone company, unless 


the telephone company gives or sells its consent.” _ 


PROVIDED there were no means of 
curing. the evil effects of the tramway 
currents, the contention of the tele- 
phone company would appear a good one, as the value 
of their system to the citizens may be just as great 
as that of an electrie tramway, and, under such 


‘The Right of. 
Monopoly. 


circumstances, the Chancellor's remarks would be 
hardly to the point. 
whether a monopoly was really granted to the 
‘company, it being unforeseen at the time that any 


Again, the question may be, 


other industry would spring up that would interfere with 
the existing system of telephones; if the monopoly 
‘were granted, then no matter how hardly it may press 


‘upon new comers this monopoly can hardly be repu- 


diated without breach of contract, and though it should 


not be allowed to stay all further progress, it ought to 
-be recognised by some compensation being given. The 
-mere fact that it would cost the tramway company 
more than the telephone company to cure the evil is — 


hardly a conclusive argument for forcing the telephone 
company to give way, though no doubt the latter is 
carrying.out a dog-in-the-manger set by taking up 
the course it is. 


Duplication of 


Telephone ‘Wires. phone -companies have to do is to 


. duplicate their wires may appear a 
very plain one, and it would be so if local 


working only were the order of the day; but 


when the working has to be over trunk lines on to 
other systems, it either means duplicating the trunk 


- lines and the circuits of the other systems also, or else 
working with induction coil repeaters at the ends of 


the trunk, which is not conducive to good speaking. 


AS regards electric light circuits, 
considerable trouble, we believe, has 
been experienced by the Postal Autho- 


The Post Office 
and Electrical 
Disturbances, 


rities from the action of the Ferranti mains of the 
‘London Electric Supply Corporation. In the event of 


this disturbance. not being gured by the Corporation, 


is it to call upon the — to ss their 


‘Wires ? 
| WE should have thought the time 
ot Are Las, had gone by for electrical journals to 


describe any particular arc lamp as 
giving more light per horse-power than another. Yet 
we find an esteemed American contemporary seriously 
assuring its readers that, with respect to one design of 
lamp, such is said to be the case. As a matter of fact, 
for the same current and difference of potentials there 
is produced with similar carbons the same amount of 
light; and while makers may endeavour to delude 
the public in the manner referred to, technical journals 
ought to be careful that they do not appear to lend 
themselves to the deception. Regarding. the makers, 
we never. knew one yet who did not claim that his 
lamp, as compared with others, took least power and 
gave the steadiest light. 


THE argument that all the tele- 


Mitis Metal for 


Field Magnets. | Cantor lectures on “The Electro-mag- 


net” teem with practical hints. Speak- 
ing of Mitis metal, which is a kind of cast wrought 
iron rendered fluid by the addition of a small per- 
centage of aluminium, Dr. Thompson. states that he 


has found this metal far superior to ordinary cast iron, 


and not much inferior to wrought iron. It is well 


known that the field magnets of dynamos and motors 
_ are made to certain forms, mainly to avoid expensive 


forgings on the one hand, or inferior results with cast 
iron on the other. In most cases a compromise is made 
by using good wrought iron for the straight cores, and 
cast iron for the pole pieces, the ‘latter involving diffi- 
cult work if’ forged out of wrought iron. Mitis metal 
it appears, if easily produced, would bring about 
material deviations from existing types of field mag- 
nets, especially for the cheaper class of dynamos and 
motors. Indeed, a reasonably small difference in per- 


‘meability may. be compensated for by some advan- 
tageous design which could not hitherto be adopted in — 
the case of wrought iron, owing to structural diffi- - 


culties. Further research in this direction might lead 


to important results from a commercial point of view. 


metre’ IT is anticipated that Electric Trac- 
discussion during the forthcoming meetings of the 
several American Street Railway. Associations. Until 
three years ago these societies not only occupied them- 


selves exclusively with matters conéérning horses, 


stables, manure and horse cars, but when the eubject 
of electric haulage.was mooted the introducers of the 
novel “fad” were looked upon with suspicion and 
scepticism. Times have changed with astonishing 
rapidity. Many of the advocates of the horse have 
been converted to modérn ideas, others have dropped 
avowed opposition and are now watching events. None 
can upset the remarkable fact that out of 8,652 miles 
of tramways in the United States, 1,753 miles, or nearly 
20 per cent., are now worked with electric cars: We 
expect, therefore, to hear of many practical results 
from practical men who view the present situation 


entirely from the financial point of view : thus we may . 


contrast the utterances of the old-fashioned tramway 
man with those of the modern electrical engineer, and 
draw useful 7 


A TELEGRAM from Florence under 
the date of September 23rd, announces 
that a fatal accident occurred on the 
electric tramway between that city and Fiesole. The 
cars ran off the track, five persons being killed on the 
spot and 20 others injured. On being informed of the 
occurrence, the King and Queen and the Prince. of 
Naples at once gave up the idea of attending the races, 
as had been their intention, and visited the injured. 
Such a fatality reflects seriously upon the tramway 
authorities, and there must have been either ineffi- 
cient driving, badly constructed permanent way, or 
failure of brakes, in all of which cases the blame will 
be attached to the electric system by the timid public. 


Fatal Electric 
Tram Accident. 


This is all the more to be regretted since electric 


traction has been in a fair way of _— public favour 


in Italy. 


PROFESSOR SILVANUS THOMPSON'S 


tion will form an important tépic of 


| 

= | 

| 

| 

| 

A 
| 

- 5 
2 

| 

be, 
| 

F 

| 

ta 

% 
4 à 
i 
| 
| 
| 
| 
| 

HA 
3 4 
4 
4 
> 


856 


THE TELEGRAPHIC JOURNAL AND 


ELECTRICAL REVIEW. 


[SEPTEMBER 26, 1890. 


A SYNTHETIC STUDY OF DYNAMO 
‘MACHINES. 


(Continued from page 207.) 


IX.—THE HEATING OF MACHINES (continued). 


As stated in our last article, the temperature attained 


by the best class of machines, when working in the 
normal atmosphere for which they are designed, seldom 


__ exceeds 75° C. On land it is generally under this, and 


the rise of temperature allowed from the start is most 
frequently from 30° to 40° C., which is, of course, 


_ included in the 75° C. mentioned above, or whatever 
may be the maximum attained. The evil of over- 
heating is not perceived at once, or.it may be for a long 


time after a machine has been set to work. The dete- 


rioration of the insulating material is gradual, and 


consists in its eventually “ perishing” or becoming 
“rotten” with the continuous heatings to which it is 


‘subjected. ‘When this condition is reached, it has — 
‘lost all its original tenacity and toughness, and has 


become extremely brittle. The paper, calico or. fibre 


-has become of a dark colour, and the cotton covering of | 
the wire has a semi-charred appearance. Although the 
high or higher, in fact, . 


insulation resistance may be as 
than it was originally, the armature is more liable to 
break down when in this state. It is, therefore, of the 
greatest importance to prevent overheating, if it is 
desired to combine long life with high efficiency. 


Work in ergsper cubic centimetre. 


| 


5000 


1£.000 
Induction per square centimetre. 


Fia. 150. 


We have said that there are three sources of waste— 


first, the energy spent in the conductors due to their 
‘having some resistance; secondly, the energy. expended 
in continually changing the direction of the magnetism 


in the rotating core ; and, thirdly, the energy of feeble 
parasitic currents generated in both conductors and 
core. The energy dissipated in the armature due to the 
first cause can be calculated from the resistance of the 


‘winding from brush to brash and the total current 


flowing. The loss from the third cause cannot be very 


-readily calculated, but may be rendered almostnegligible 
by adopting the precautions insisted on in Section VII., 


dealing with parasitic currents. The points necessary 


to be observed in construction, so that these might be 


eliminated as much as possible, were then clearly stated ; 
briefly, the core has to be supported so that no part of 
the supports is subject to inductive action, the core has 


to be laminated in planes perpendicular to the direction 


of induction, and parallel to the direction of motion, 
and the conductors have to be divided and grouped in 
certain ways in the winding. If these rules are care- 
fully attended to, the loss due to parasitic currents be- 


now be obtained. 


comes unimportant; not so, however, is the second 
source of loss, which we are about to consider. 

In carrying a piece of iron through a cycle of mag- 
netisation, there is expended in the operation a definite 
amount of energy depending on the induction and on 
the character of the iron. Starting with a piece of iron 
magnetised in one direction, a cycle defines the opera- 
tion by which the induction is reduced to zero, re- 
versed and brought up to the same strength in the 
opposite dirction, again reduced to zero, and finally 
brought up to its first degree of induction. Imagining 


for a moment that every molecule of iron is a small 


magnet,.it will be readily perceived that, since the axial 
direction of the molecules is governed by the direction 
of induction, in one complete cycle each molecule must 
rotate once with reference to the mass of which it forms 
a unit. In producing this rotation involved by the 
magnetic cycle, work is performed either in over- 


- coming a kind of frictional resistance, as has been 


hitherto assumed, or in overcoming the magnetic forces 
which the molecular magnets exert upon each other, as 
has been suggested recently by Prof. Ewing. The energy 


expended in carrying annealed soft iron wire through 


cycles such as described, has been carefully determined 
by this experimenter, a curve showing the results being 
given in fig. 150. The induction per square centimetre 


-is-plotted as abscissæ, and the energy in ergs required 


to carry a cubic centimetre of soft iron through a com- 
plete cycle at different inductions is measured by ordi- 
nates. The resulting curve, A, B, shows that the energy 
increases at a somewhat greater rate than the induc- 
tion. The use of the curve, C, D, will be seen hereafter. 

In applying these results to the case of a revolving 
armature core, it has been assumed that, in causing the 
molecules to rotate, there is performed the same amount 
of work as given above, although in the former case 
the molecular rotation is caused by varying the 


‘intensity of magnetisation, carrying it through zero 


and reversing its direction, while, in the case of the 


armature, it is produced by change in direction without 
change in intensity. 


The assumption seems a fair one, 
though it, must be remembered that the energy required 
is reduced somewhat in the presence of vibration, and 
that consequently the work, in a moving armature core, 
thight be expected to be under the amount here given. 
Again, Ewing’s experiments were performed by making 
the changes very slowly, and, in dealing with arma- 


tures, the farther assumption has to be made that the 


work done per cycle is the same, whether the changes 
are slow or rapid. Some idea of the power wasted 
in reversing the magnetism of the armature may 
Taking a direct current two- 
pole 300-light machine having a ring core, say, of 
33 centimetres diameter, with an internal opening 
of 23 centimetres and a length of 28 centimetres, the 
same amount of soft iron contained in such a core is, 
allowing for insulation between the plates, 11,000 cubic 
centimetres. The induction is, say, 17,000, and from 


the curve we get the ergs expended per cycle per cubic — 


centimetre as 11,800. The speed of the armature being 


900 revolutions per minute, this gives us 11,000 x = 


x 11,800 ergs per second = 195° watts. There would 


probably be expended in heating the armature coils of 


such a machine 780 watts, the heat generated in mag- 


netising and demagnetising the iron core constituting, 


therefore, about 20 per cent. of the total heat generated 
in the armature. In alternating current machines, 
where the number of cycles per second is rather more 


than six times as many, it will be seen that the work 
expended on changing the direction of the magnetism 


becomes of great importance relatively to the other 


‘sources of waste. 


In this article, we have seen that the amount of heat 
generated in the armature can be calculated with a fair 
degree of accuracy. In our. next article, we have to 
determine the amount of cooling surface it is necessary 


to allow in order that the heat generated may be gotrid — 


‘of without exceeding the specified limit of temperature. 
(To be continued.) 
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TELEPHONE INDUCTION COILS. | 


IN a recent number of the Electrical Engineer (New 
York), a system of telephony devised by Mr. 
T. D. Lockwood is described. ‘The employment of 
closed circuit induction coils in telephony involves 
certain considerations which do not appear at first 
sight. It is, of course, comparatively easy to operate 
electric light transformers by means of reversals 


of the primary current, because, since the secondary 
currents to be evolved need have no special form, 


character, or quality, these reversals may readily be 
produced by using an alternating dynamo as a source 
and by sending its currents unrectified through’ the 
primary helix. But no such procedure is possible in 
telephony, for the voice currents developed in the 
secondary circuit of the induction coil, which ars to 


traverse the line and reproduce speech at the distant 


station, must, so to speak, be an electrical copy of the 
variations of the sound waves initiating them, and also 
of the sound waves they are to reproduce. Up to the 
present time, however, it has not been found practic- 


_ able to produce reversals in the primary circuit of 


transmitting telephone induction coils, and in all such 
instruments which have gone into use the change 
which the operation of the transmitter effects in the 
primary circuit is not a reversal of current, and hence 
cannot result in a reversal of magnetism with its 
inherently-consequent zero moment. It is not even a 
succession of absolute cessations and emissions of cur- 


rent, as in the make and break of the Ruhmkorff induc- - 


tion coils. The change which is effected by such 
operation is the variation of current strength, tending 
to produce a variation of magnetic intensity in the core, 
which, if produced, results in corresponding magneto- 
electric currents in the secondary helix and line; but 
the magnetism of an iron ring core once magnetised 
does not greatly vary when simple changes only are 
made in the strength of the magnetising current. Thus, 
while it tends to advantage to employ induction coils 
having closed magnetic circuit cores, such a procedure 
demands also a practical method of producing reversals 
in the primary circuit of the induction coil, and it is to 


accomplish ‘the latter object that Mr. Lockwood has 


designed the system we are about to describe. 
The method employed is illustrated diagrammatically 


_ in the fig. : Here:B is a multiple-contact microphone, 


which is placed in the circuit of a battery, b, in which 
also is serially included the primary conductor, g, of 
the induction coil, 6. This circuit may be termed the 
“local circuit.” The secondary conductor, h, of this 
coil has the same number of convolutions, and is of the 
same size wire, and both are, as usual, wound upon a 
cylindrical core, ¢, of iron wires. . 


_ The induction coil, A, has a continuous core, /, of soft 
iron, and constituting a closed magnetic circuit. This 
has a.primary conductor, 7, the same size and length as 
that employed in the two helices of the first coil, which 
is joined up in circuit with the secondary conductor, h, 
of induction coil, 0, and the closed circuit so constituted 
may be termed the “ intermediate circuit.” Thus alter- 
nating currents generated in conductor, h, inductively 
by changes of current in conductor, g, will be of like 
character with such changes, and will of necessity cir- 
culate in and through the primary conductor, :, of in- 
duction coil, A. The resistance of the conductors, g 
and h and :, is low, being but a fraction of an ohm. 

The secondary conductor, k, of coil A, is of fine wire, 
for the purpose of securing a great many convolutions, 
it being required not only to transfer electrical energy 
from the reversals circulating in i to the secondary con- 


ductor, 4, but to raise the potential., The secondary, 4, 
of the induction coil, A, is connected with the wires ot 
the main telephone circuit, Z, leading to the distant 
station and telephone receiver. In actual practice Mr. 
Lockwood winds the primary coil in alternate sections, 
spaces being left between each for similar sections of 
the secondary winding. The advantage of this method 
of winding is that the magnetisation is thereby dis- 
tributed uniformly, and is enabled, to act equally upon 
all parts of the core. pas 

It will be observed that the function of the first in- 
duction coil is to develop alternating currents in the 
intermediate circuit without raising the potential of 
such currents. If the potential in this circuit were to 
be raised, it would be necessary to multiply the convo- 
lutions of both the helices included in it, with a conse- 
quent increase in cost, in resistance, and in waste of 
energy. Farthermore, it is of great importance to keep 
down the resistance of this intermediate circuit, for the 
reason that in telephony self-induction is a potent 
factor in opposing the proper operation of the current, 
and the self-induction of any circuit of which coils or 
helices form a part is mainly dependent upon the 
number of their convolutions. . Hence, there is special 
utility in employing a few convolutions of thick wire 
instead of a greater number of convolutions of thinner 
wire in the intermediate circuit. ene ee 

‘We witnessed some experiments a few years ago with 


coils constructed, like transformers, to be used for 


translation purposes from a single wire to a double wire 
system, but the speaking results were extremely poor, 
though the ringing of the call bells (on the magneto 
principle) was all that could be desired. .On the other 
hand, it was found that when ordinary induction coils 
were used as translators, the speaking. was excellent, 
but the magneto bells would not ue ‘Mr. Lockwood's 
method seems well adapted to make both speaking and 
ringing good, but thé use of two induction coils would 
appear likely to involve a loss of power, and. it seems 
open to doubt whether any directly beneficial‘ result is 
practically found to result from the new arrangement. 
We observe that the Electrical Engineer is silent with 
reference to the practical working of this method, 
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ON THE SPECIFIC RESISTANCE OF COPPER. 
By T. C. FITzPATRICK. | | 
(Read in Section A, September 9th, 1890, in conjunction with the 
report of the Committee on Electrical Standards.) 
Aut the values given in tables for the specific resistance of the 
metals are directly or indirectly obtained from the values given 
by Matthiessen in his series of papers published in the “ Transac- 
tions of the Royal Society ” for the years 1860—1864, and in the 
reports of the British Association for the same years. | 
n the “Transactions ” # for the year 1860 is a paper by Mat- 
thiessen on the conductivity of pure copper and on the effects 
of impurities. No alloy of copper has as high a conductivity 
as the pure metal. His results are expressed in terms of the 
conductivity of a hard-drawn silver wire (100 at 0°). He gives 
re following values for samples of copper carefully prepared by 
mse 


93:00 at 18°6° 
2) 93°46 ,, 20°2° 
(3) 9302 ,, 
(4) 92°76 ,, 19:3° 

92-99 ,, 17:5° 


Numbers are given showing the effect on the conductivity of 
small quantities of oxide, and he states that he found it necessary 
to pass hydrogen through the molten metal for some time for 
entire reduction. In the “ Transactions ” for 1862 Dr. Matthiessen 
has a paper on the influence of temperature on the conductivity of 
metals. He again expresses his results in terms of a hard-drawn 

On page 8 will be found the results of his experiments on copper : 
the lowest temperature at which measurements were made was 
12° or 16°; he there shows how the results for pure copper mea- 
sured at 18° may be reduced to 0° C.; but no measurement was 
actually made at 0° for any of the metals experimented with. 


* «Phil. Trans.,” 1860, p. 85. 


Giving a mean value 
of 93°08 at 18‘9° 
as the conductivity 
of pure copper. 
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He expresses the influence of temperature on a hard-drawn 
copper wire; the mean result of a number of determinations by the 


equation | | 
; À = 100 — ‘38701 ¢ + ‘0009009 #” 


where 100 is the conductivity of copper at 0° C., so that a hard- 
drawn silver and copper wire have the same conductivity at 0° C. 
The values obtained by comparison with a hard-drawn silver 
wire are then largely the source of the tables of specific resist- 
ances; but at the end of his appendix to the report of the Elec- 
trical Standards Committee for 1864, Matthiessen gives values for 
hard-drawn silver and copper wires in terms of the new B.A. unit; 
expressed as the resistance of a wire one metre long, weighing 


one gramme. 
These values are :— 


Copper ‘1469 
sive … ‘1682 


The same table of values is given in the Philosophical Magazine 
for 1865, where also is given a table of specific resistances for 
wires 1 metre long and 1 millimetre diameter expressed in terms 
of the B.A. units, calculated from the value of the known con- 
ducting power of the gold-silver alloy in terms of hard-drawn 
silver, and also in terms of the B.A. unit. | 

Thè values thus obtained do not agree at all well with the re- 
sults calculated for the resistances of the gramme metre by the 
sal, gravities of the elements furnished by tables. | 

us | 
Silver... ‘00088 ‘02008 
Copper ... ... ‘02090 ... ‘02104 


He states that he omitted to determine the specific gravity ot 
the copper used in his experiments ; he probably would not have 
obtained any very adequate results, and the weight of copper he 
used varied from 1°5 to 4 grammes. 

The accuracy of Matthiessen’s results seems to depend, there- 
fore, on the accuracy of his determination of the resistance in 
terms of the B.A. unit of a hard-drawn silver wire ; in considering, 
therefore, the question of the À to sms of samples of copper of 
higher conductivities than Matthiessen obtained, it may be sug- 

ted that the cause of the difference is not explained by the fact 
t Matthiessen did not prepare pure copper, but by the error in 
the value of the standard with which the comparison was made. 

I have, therefore, made a series of experiments on the resist- 
ance of pure silver wires; and, as a general result, have obtained 
a value identical with that of Matthiessen; the difference is not 


due, therefore, to an error in the standard employed, as far as my 
experiments go. 


atthiessen does not give anywhere the details of his measure- 
ments of the specific resistances of the metals in terms of the 
B.A. unit; in the B.A. report he simply mentions that an approxi- 
mate table is snbjoined, not even stating the fact that the values 
are for a hype aire of 0° C. I conclude, therefore, that these 
values are calculated out from the former, of which an account is 
given in the same B.A. report, and which were performed at a 
temperature of 20° C. 

I have, therefore, on this account, as well as for other reasons 
stated later, made my measurements at the temperature of the 
air, and.believe that as his values were reduced by a temperature- 
coefficient to values at 0° C.; I shall, by using the same tempera- 
ture -coefficient, and raising his value to near that for 20° C., 
obtain results directly comparable with Matthiessen’s direct 
measurements. 

For the measurement of the resistance of the specimens of wire 
a Wheatstone’s bridge arrangement was employed, two of the 
arms of the bridge were formed by a 10 and 1 standard B.A. unit, 
namely (66 and a); these were so nearly 10 to 1, that they were 
taken to be in that ratio. ee | | 

The third arm was one-third of a B.A. unit, and in the fourth 
arm was the wire to be measured, this was stretched on a flat 
board, and soldered at the ends to copper plates, to which connecting 
wires were also soldered ; the length of wire used was generally a 
little less than two metres, and the wires were, approximately, 
No. 18 B.W.G. The board had scales screwed to it at the two 
ends ; the board and wire were placed in a long bath made of zinc, 
and filled with paraffin ; wires which were left in the bath for some 
days, and, in more than one case, several weeks, were not found to 
have been at all acted on by the oil. 

One end of the wire, P:, @, was connected by a binding screw 
through an adjustable resistance, r, (4 metre of copper wire) to 
the mercury cup, @, in which was one of the legs of the one-third 
coil, and also to a reversing key in the battery circuit. 

The 3rd and the 10 were connected up together through an 
adjustable resistance, P,, m,, one leg of each of the coils 10 and 1 


_ were in the same mercury cup, L; and the other end of the 1 B.A. 


unit was connected with the other end of the wire, P., @. 

A single Leclanché cell was connected up with the reversing 
key and the fourth point of this key was connected with the 
mercury cup, L, into which the legs of 10 and 1 dipped. In this 
circuit there was also a touch key. The | bhopége res circuit was 
always made, and thus there was no thermo-electric effect on 
meeting the galvanometer circuit. To each of the mercury cups, 
Qu Pi, My, Mg, were connected with separate binding screws two 
thick wires, one of which was welded to the copper plate at the 
bottom of the mercury cup. . Each of these latter wires were con- 
nected with two way-keys; those in P, and Q,, to the key, k,,; 
those in m, to the key, x, ; those in m, to the key, Ko. 

The base points of the keys, K, and K:, were connected with a 
delicate reflecting galvanometer, that employed for the com- 


— of the standards on the Fleming bridge. The base of the 
ey, k,, was connected with the third point on the key K,, and the 
third point, on the key, x,, was connected to the base point of a 
fourth key, k, the two other points on this key being connected 
with riders, with which contact can be made with two points on 
the wire, P., Q,; the riders had straight edges, and thus their posi- 
tions on the scales could be easily determined. In performing an 


experiment, the keys, kK, and K,, were so connected that the mercury 


cups, and so the ends of the coils, 10 and 1, were in circuit wi 
the galvanometer. The resistance, R, P,,M,, was then varied till, on 


making the battery circuit, no deflection resulted. The ends of 


the 10 and 1 were then at the same potential, and as the other 
ends of these coils were connected with the same pole of the 
battery, there was the same fall of potential on the two lines. 

The keys, K, and K,, were then reversed, and by the keys, k, and k,, 
one end of $rd coil and one point on the wire, P,, @, were con- 
nected through the galvanometer, and afterwards the two other 
ends. The riders were adjusted till there was no deflection of 
the galvanometer. The length of wire between the two riders 
had a resistance of ,,th that of the ird B.A. unit coil. 


By means of the series of keys it was easy to repeat the obser- 
vations and to connect the ends of ird coil with the wire. The 
resistance, R, did not often change during the experiments, as the 
room was at a constant temperature, any change in 8 only caused 
a shifting of the position of the riders. In each experiment, after 
all the adjustments, the bath was well stirred and everything left 
for half-an-hour. It was generally found that the riders did not 
me qu any adjustment. The battery was reversed and all the. 
col À 


The latter never caused any effeet;-sometimes the | 


reversal of the battery caused a shifting of ‘the two riders a milli- 
mètre or two in the same direction. 

Another reading was taken three or four hours after. The 
coils ird, 10, and 1, were in water baths, and their 
temperature remained the same for hours together. The 
temperature of the paraffine bath, of course, was not s0 
constant, it was kept well stirred in, and a thermometer reading 
to ‘2° C. never showed any difference in the temperature at the 
different ends of the bath when the readings were taken. The 
thermometer employed was Kew corrected; and the corrections 
given were verified by recent comparison with a platinum ther- 
mometer by Mr. Griffiths. 

Since the two standard coils employed were accurately in the 
ratio of .10 to 1, the accuracy of the resistance measurement 
depended entirely on the value of the 1/3 B.A. unit. This was first 
made as nearly as possible 1/3, but it was found that for the size 
of the wires measured (18 B.W.G.) this was too high a resistance, 
it had, therefore, to be reduced. For the determination of its 
value there was cut out in a block of paraffin wax a large central 
mercury cup and outside this a circular channel; thick copper 
plates were cut to fit them, and both were well amalgamated. 
By means of this cup arrangement the three B.A. units (H, G, and 
flat) were connected up in multiple arc, and by means of stout 
copper rods the multiple arc arrangement was connected with the 
mercury cups with the Fleming’s pe + and so compared with 
the 1/3 B.A. unit, the temperature of the 1/3 being given. The 
following observations were taken :— 


July 12th, 1889 :—1/3, (18:4°) + 986°6 (b.w.d.) =M.A. + 24:6 (b.w.d.) 
July 22nd, 1889 :—1/3, (17°4°) + 986 (b.w.d.)= B.A. + 24°1 (b.w.d.) 
Aug. 26th, 1890 :—1/3, (16°8°) + 986:1 (b.w.d.) =M.A. + 239 (b.w.d.) 


The value of a bridge wire division (b.w.d.) is ‘0000498 B.A. 
units at 15°, and the wire has a temperature coefficient of ‘00143. 

It is evident from these series of values that the 1/3 has not 
changed in resistance during the period of the experiments. 

This comparison, however, introduced a possible error as the 
temperature of the bridge wire at the time of experiment was not 
accurately known, and this is important when nearly the whole of 
the bridge wire is employed. To eliminate this possible error the 
1/3 was compared with four B.A. units in multiple arc. In this 
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case a large number of bridge wire divisions had to be subtracted . 
from the value of the 1/3, and the whole number of bridge wire | 


divisions entering into the calculation for the values of the 1/3 was 


qd reduced. The four coils in multiple arc were (F, G, H, and 


Aug. 25th, 1890 :—1/8, 16:8° + 157 (b.w.d.) M.A. 4852-05 (b.w.d.) : 


Aug. 26th, 1890 :—1/3, 16°8° + 157°5 (b.w.d.) = B.A. + 851-9 (b.w.d.) 


All the four -coils were at the same temperature (16°8). These 
values are taken from the B.A. Report, 1888. he 


‘These give for the two multiple arc arrangements the values | 
The connec pros bad a resistance of ‘00042, : 
0 


‘33330 and ‘24998, 
and these gave for the value the 1/8 at 16'8° ‘28537. The 
temperature coefficient for the coil is ‘0001 per 1° C.  : 

To measure the lengths of the wires two microscopes with scales 
and verniers reading to ‘1 of a millimetre were set up and firmly 
clamped in position ; the distance between them was determined 


by means of the beam compass and the aid of a third microscope ; 


the distance between this and the other two being directly r 


off on the beam compass for set positions of the verniers. The | 
_ wires were cut with a fine fret saw at the points Sogresponting to. 


the position of the riders in the resistance measurements. Before 
tes ea the wires were carefully cleaned with methylated spirits, 
the ce employed was the one used by Mr. Glazebrook for our 


determination of the specific resistance of mercury, the weights 


were balanced against one another, and in all cases double weigh- 
ings were taken. | 


purpose distilled water was boiled and cooled rapidly, the coil of 


wire immersed and the beaker and its contents placed. under the 
ump, which was connected up witha water 


receiver of an air 
ump, this was running for. two or three hours till all air 
ubbles had disappeared, the weight of the wire in water was 


determined, and a second reading taken some hours later; as the. - 


weight of wire used was from 16 to 20 grammes, fairly accurate 
values for the specific gravity of the several wires ought to have 
been obtained, and thus the value for each wire in terms of the 


faces of a cube of the material was found. 


B.A. unit for the resistance to conduction between the opposite 


Resistance of Various Specimens of Wire. 


Wire. Date. weighs 1 gramme at | gravity 
Hard drwn| Annealed [Hard drwn| Annealed 
I. | July 22,’°89| … | 1549 | 9-86 eas 1743 
Nov. 6, 789 |  … 1550 | 8-87 ne 1745 
‘II. | July 22,°89| … | 1545 | 8:88 a 
Dec. 2, ’89 1546 8:89 1742 
Ill. | Dec. 8,89 | … | 1713 | 887 1922 
IV. | July 10,89 | 1578 see 8°89 1776 
Aug. 1, ’89 1578 me - 8°89 1776 
IV!. | Nov. 1, ’89 1511 8'885 1724 
V. | July 31,89 | 1673 | .... |. 889 | 1770 
Oct. 30, 89 | 1572 asi 889 | 1770 
Vi. | July 20,89 | 1526 | 8:89 1712 
Aug. 2,’89 | … 1526 | 8-89 # 1713 
Aug. |... 1527 8:89 1716 
VI. | Aug. 10,’89| 1546 si 894 | 1730 
Oct. 18, ’89 1549 és 8914 1732 
July 10,’90 | 1549 we oe 1731 
| July 14, °90 1548 eee not ob :rvd wee | 
VI'. | Aug. 8, ’89 1508 8 94 
Oct. 11, 89 1509 8‘9t | 1688 
VII. | Nov.:4,’89 | 1548 8-946 | 1724 
July 15,°90 | 1543 | … 
VIII. | Oct. 23,89 | 1700 | … | 895 | 1903 
Oct. 28, ’89 1702 
IX. | Aug. 5,°90 | 1672 | … | 890 | 1766 | 
Ang. 18, 90; 1572 8:90 1766 | 
X. | Aug. 5,90 | 1573 891 | 1767 
Aug. 26,90! 1869 | ... 892 | 1781 
XI. | Aug. 27,790; 1869 | … | 893 | 1750 |... 
Matthiessen’s value 1e- 
duced to using bis | 1571 net given Jenkin & 
patrick 


e “yr gravity of most of the wires was measured, for this | 


had been measured hard drawn on July 1 


The first object of these experiments was to test directly in 
comparison with the B.A. standards samples of copper wire of . 
high conductivities, with the view of pomeeting hem with 
Matthiessen’s standard. Application was th 
firms for high conductivity copper wires, for which my thanks are 
due to those who sent samples. : | 


A table of results is subjoined, the results for all the specimens _. 
variation in resistance 


tested are given, and they show the var of high | 

conductivity wires.. | 
IV. and IV’. are the same copper, but IV. is hard drawn, IV, is 

annealed; they were measured just as.they were sent. the 


4 process.” 
How this copper was treated after electro-deposition Ido not know, | 
I am inclined to think from my own experience that this difference. 
in density is due rather to the condition of the copper, than to its — 
relative purity. Matthiessen found that very s 
impurities reduced the conductivity 20 or 30 per cent. and a 
sufficient amount of impurities to cause this decrease in density 
ig 8°94 to 8°90, must make a larger increase in the resistarice of 
The Tenipecsines coefficient is stated to be different for various 
specimens of metal, according to their | ter ; Matthiessen himself 
seems to have been of this opinion, but the mere difference in- 
density of the metal might be expected to effect the alteration of 
conductivity with the same change in à 
I bave not been able to find any e ments on this 
ensi varying the process wing, and the temperature 
af wires: t be found to be different. 
Cor Loge Rhone V.’ with VI. and VI.’ it is seen that with this 
increase of ty there is a distinct diminution in the effect of 
7 IV. = IV.’ = -00677 
DIR 0067 | 
VI. = VI’ = ‘004 | | 
I thought it might be possible that VI.’ was not completel 
80, ter à comparison, two ens of VI., whic 
-and 14th, 1890, were 
annealed ; for this purpose a flat copper vessel was made of about 
2 cm. height and 18 in diameter, with a closely fitting lid; the 
wire was packed in this between sheet asbestos, which had been 
previously heated up; the vessel was filled up with. lampblack, 
the vessel was heated over a big bunsen burner and gradually. 
cooled, the process yok about 24 hours, the wire was 
found not to be oxidised at'all after the process was over. 


Wire. Hard-drawn Annealed. Differenee. 
1549) 1510 | 00630" 
_ 1548 1509 


. 0089 


The difference Matthiessen obtained was ‘0038. 

The above method of annealing was found very effective. 
Silver wires, which on annealing decrease 10 per cent. in resis- 
tance, gave the same value in a second annealing as they did on 
the first occasion. | 

Wire VII. was a wire sent me by Mr. H: A. bi age and had to: 
be drawn down be fore it could be measured; ano piece of the 
same wire drawn down on a different occasion, gave the same 
value ; this wire has the lowest resistance of any I have obtained ; 


_it has, too, the highest specific gravity; Mr. Taylor says of it, 


‘ That it has a higher temperature coefficient than that given by 
Matthiessen.” | 


VIII. was a sample of wire obtained from Germany, and said to 
be electrolytically prepared ; its high resistance is, I think, due to 


the presence of oxide, and I fused some of it up in hydrogen, and. 


when measured partially annealed it gave the. value ‘1566 at 18° 
for the wire 1 metre weighing one gramme. - Fiat à 
IX., X. and XI. are wires of my own preparation. Pure copper 
Was pe electrolytically by Messrs. Sutton, of Norwich, and 
supplied me in thin sheet, and this was fused down in porcelain 
tubes of 18 centimetres in length and 1 centimetre in diameter ; 
the tube was fitted up in a small furnace made of sheet iron and 
lined with ganister ; this was heated readily by a blast flame led in 
at the bottom ; some difficulty was experienced in obtaining the 
copper in a solid cylinder ; in the early experiments hydrogen was 
into the tube whilst the copper was being fused and was 
made to bubble or the molten copper; on breaking the tube, 
the copper was found to be full of small holes; the copper had 
absorbed the hydrogen at the high 65 mya and given it off 
again on cooling ; on another occasion the copper was fused down 
in hydrogen and the tube was connected with a water pump and 
exha , and the copper allowed to cool in a vacuum ; this gave 
a more continuous cylinder. It was found best to fuse the copper 
under borax, it having been viata d reduced; a good cylinder 
of the metal was thus obtain | 25 PE 
I was unfortunately not able to draw down the copper for 
myself; this was very kindly done for me by Messrs. Smith, of 
Halifax, and Messrs. Johnson and Matthey. ‘The porcelain tubes 
had been prepared of such a size that the cylinder of copper could 
be drawn without further heating ; the copper, therefore, was not 
fused after it left my hands. | 
Two sheets of the electrolytically prepared copper were used 


ore made to several. 


quantities of. 


| 
manufacturers ; the same is true of V. and V.’, VL and VI... . | 
Er: Fe It will be noticed that VI. and VI.', which are of considerably . 
: less resistance than the other wires, are of higher specific gravity ; 
firm that sent them thus of nd | 
‘ ally we come across copper as as or high enoug : 
5 called the highest (in conductivity) we can uce.. This copper | | 
| 
| 
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_ déwn on different days, and one was sent to Messrs. Smith to be 


drawn, and the other to Messrs. Johnson and Matthey. 

Wires IX. were drawn by Messrs. Smith, wires X. by Messrs. 
Johnson and Matthey. | 

Wire XI. was drawn by Messrs. Johnson and Matthey from a 
sample of copper which I prepared by electrolysis, trom a pure 
solution of co 2 vg argh the copper was deposited on a plate 
of r < which had its surface rubbed over with graphite ; 
by. this means the deposited copper was easily st off the 
plate, the other ay was of platinum, after a time the solution 
was changed ; the deposition was very slow, as it was thought 
that there would be less liklihood of copper sulphate getting in 
between the layers of oe. | | 

The deposit was boiled with dilute sulphuric aëid and then in 
ui and was afterwards fused down as above dercribed. 


Wires IX. were measured as received, this accounts for the 


close agreement between the two determinations. Wires X. and 
XI. I had to draw down further to measure them on my bridge. 

- Wires X. (2.) and XI. were drawn down with great care and 
not so much as X. (1.) 


Below is a table of the measurements made for the determina- 
tion of their specific resistances. 3 


Length of 
Value vo wire for | Length | Resistance of 
Wire. rh. Temp ites determina- | cut and | gramme per 


tion of re- |weighed. metre. 
j sistance. 


IX. (1.) | -28647 |17-9°| 20-888 | 1921 | 192:5 | 1574 | 18:3° 
(2.) |: “28541 |17-4°| 20-158 | 192°4 | 190°45] 1569 | 17-5° 


X. (1) | . 28550 182) 19708 | 189°3 | 1888 | 1577 | 186° 


» (2) | ‘28586 |168°| 20-252 | 192:39 | 192-84| 1561 | 171° 
XI. 28585 |16°7° 20-262 | 19211 | 192:51| 1563 | 17-2° 


These values reduced to a common temperature of 18° are :— 


IX. (2 Mean value 
X. (1 °1573 *1571 
X. (2 RS. B.A. units. 
XI. *1569 


“Thus ‘1571 B.A. units is the resistance of a metre of hard- 


drawn copper wire at 18° weighing 1 gramme. . 

Matthiessen in the B.A. Report * gives as the resistance of a 
gramme metre at 0° ‘1469 B.A. units. 

I have calculated from this the value at 18°, using the tempera- 
ture coefficient that he gives in his paper on the influence of 


temperature on the conducting power of metals. I have taken no 


account of the terms in ¢? as they practically cancel one another. 


R. (at 18°) 18° = B°. (1 + -0098701 t) 
18° = “1571, 


This is the same value that I have obtained as the mean of my 
own-observations,. | | 
_ Allmy observations were taken at the temperature of the room,and 
in the table above, the values for the different wires are given at the 
observed temperature, and then all reduced to a common tempera- 
ture of 18°C. Most observations of this character are taken at 
the temperature of 0° C., but on the whole it seemed more satis- 
factory to work at the temperature of the room. In the com- 
parison of the B.A. units I have found that with a difference of 
temperature between coils which are connected by thick pieces of 
copper there is always conduction of heat, and it is impossible to 

accurately what is the real temperature of the coils. 

My observations were made in the B.A. room at the Cavendish 
Laboratory, which has a north aspect, and often the temperature 
does not alter more than a few tenths of a degree, whilst the tem- 
perature of the coil baths often remains perfectly steady for several 
consecutive days. I cannot find any observations of Matthiessen’s 
at 0° C; certainly his: observations on copper were made at 18°, 
and, consequently, if the value given by him at 0° C. has been 
obtained by the use of a re ture coefficient, my value might 
be expected to agree with his at 18°, the temperature of "his 
observation, supposing the samples of copper of the same character. 

Matthiessen’s results are given in terms of a gramme per metre, 
also for wires of metre length and 1 mm. in diameter. 

. Ina paper in the Philosophical Magazine, Matthiessen gives us 
the value for hard-drawn copper in these terms as, 


‘02104 B.A. 


From his value for the Gramme metre, using the sp. gravity 
8°95 given by tables, the same quantity was calculated but gave 
the result ‘0209 ; in a note added, he states that had he used the 
sp. gravity 8°91, his results would have been more nearly alike ; 
bes a sp. gravity 8°90, I find, would give an almost identical 
value. 

This would show then that Matthiessen’s own table calcu- 
lated for values obtained by comparisen with hard-drawn silver 
is accurate; I have tested silver wires, but have not had time to 


* B.A. Report, 1864, or Phil. Mag. 


draw up the results in tabular form ; and I obtained an almost 


identical value for hard-drawn.silver wire, as supplied me from 


Messrs. Johnson. and Matthey, as is given by i for the 
resistance of a gramme per metre.. SEE 
It will be observed that wires IX. have the specific gravity 8°90, 


and give a value.in terms of B.A. units for a cubic centimetre of 


with Matthiessen’s value ; this value is not 


given directly by Matthiessen, but is calculated from his results by 
ie ing Jenkin and given in his table in his book “ Electricity 
and Magnetism,” it is 1,652. I have calculated it from Matthies- 


sen’s value given in the Philosophical Magazine, and get the 
number 1,653. Using the same temperature coefficient as before, 
re À resistance of a cubic centimetre of hard-drawn copper is 
1766°6. 

On comparing the values for wires IX., X. and XI. in these 
terms, the results do not agree so well together as when expressed 
in terms of the gramme metre ; there is a corresponding difference 
in the values of the specific gravities, these latter have been very 
carefully determined, repeated with the results given. 

Wires, therefore, of the same resistance expressed for grammes 
per metre may give a very different result, when expressed as 
cubic centimetre; attention has been drawn to this fact in the 
discussion on the Elmore copper in the Electrician*. M. Roux, 
of Paris, in a letter gives the following table for high an ak 
wire, from a paper of M. Hospitalier in L’Electricien, 1887 ; 
paper I have, unfortunately, not been able to see. | 


Conductivity equal volume 102°4 106°7 110°8 
Conductivity equal weight 101:7 101-2 101°6 

What is 100 in the conductivity units is not expressed. M. 
Roux thinks that the former is the more rational method of ex- 
pressing the result, i.e., for one of equal volume. 

Matthiessen expressed all his results in terms of equal weight, 
justifying it by the gers accuracy obtainable when working 
with small weights of wires. Small errors in the value of the 
specific gravity are easily made, and cause a similar error in the 
result for equal volumes of different wires; unless working with 


long — of thick wire the weight of the wire is small, and the 


weight of the water displaced cannot be determined within ‘5 to 1 

i mme, and that only with care : this error in ‘5 of a gramme 
means only an accuracy of 1 in 500. The values given in my table 
are probably correct to 1 in 1,500 or 1 in 2,000, as the weight of 
water displaced was in all cases over 2 grammes. Results, there- 


fore, for resistances of wires of equal weight are the most trust- . 


worthy and, I think, also the ‘most satisfactory if used to express 

the resistance of a material and not of any given wire. 

X. ay (2) are of copper, drawn 
wn y X. (1) was beginning ray, and another speci- 

men of the same re ty drawn down still further had on this ac- 

count to be rejected; this has affected the resistance value ex- 

pressed in both ways. Thus ; 


X. D 1000: 


but much more so when expressed for equal volumes. In both 
the copper is of the same quality. 

It will be noticed that with increase of specific gravity there 
is a decrease of resistance, even when the results are expressed 
for wires of equal weight; the resistance diminishes, therefore, 
more rapidly than the density increases. Wires, therefore, of the 
same quality may, in consequence of a difference in drawing, have 
a different density, and so the results expressed in terms of equal 
volume will differ considerably ; while those for equal weight are 
the same, or | 80. 

The values obtained for IX., X. and XI. are so nearly identical, 
that it is not unfair to conclude that they are samples of pure 
copper ; their value is identical with that obtained by Matthiessen 
at, I believe, the same temperature. The — difference 
obtained at0°C. between Matthiessen’s value and samples of copper 
tested now at that temperature, is probably due to the fact that 
Matthiessen’s value was not determined at 9°, but reduced in 
value for that temperature from observations, as stated above, at 
about 20° C. 

The higher conductivity or less resistance for the two samples 
given in the table is due not to increased purity in the prepara- 


- tion of the copper, but in the difference in the process of prepara- 


tion, whereby a sample of greater density is obtained than results 
from the working up of small quantities of copper in the labora- 


ry. 
A sample of copper has been prepared by chemical means 


with the the help of my friend, Mr. Skinner, but has not yet 


been measured. 
_ The discussion on this paper and others will be given in a later 
issue. 


NOTES ON THE VULCANISATION AND DECAY OF 
INDIA-RUBBER. 


By Wicziam THomson, F.R.S.Ed., F.C.S. 
(Read before Section B., September 10th, 1890.) 


UNDER ordinary conditions India-rubber for vulcanising is usually 
mixed with sulphur and heated to a high temperature, when 
chemical combination takes place between the sulphur and the 


* Electrician, December 7th, 1888. 
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rubber, producing a much more valuable compound for ordinary 
purposes than unvulcanised rubber, the former remaining plastic 
at very low temperatures and firm at high temperatures, whilst 
the latter becomes hard and quite soft respectively at those tem- 


ratures. 

In making cloth for waterproof garments another method is em- 
ployed for vulcanising the rubber, viz., by wetting its surface 
' with a mixture of somewhere about 5 to 10 parts of chloride of 
sulphur dissolved in 100 parts of bi-sulphide of carbon and then 
-heating the fabric gently to evaporate away the excess of these 
substances : the rubber-covered cloth cannot be heated to a high 
temperature like the rubber alone, because the heat would be 
liable to injure the cotton, silk or wool of the fabric, or destroy or 
injure the colours. _ 

The bi-sulphide of carbon softens and penetrates the fine layer 
of rubber, carrying with it the chloride of sulphur dissolved in it, 
and it is generally supposed that the chloride of sulphur breaks 
up, the sulphur combining with the rubber, producing vulcanisa- 
tion, and the chlorine combining with the hydrogen producing 
hydrochloric acid, which ie liberated. This reaction is clearly not 
the correct one, and it is probable that the reverse is more in ac- 
cordance with the facts, viz., that the chlorine of the sulphur 
chloride combines with the rubber, producing vulcanisation, 
leaving the sulphur in the free state, or. only partially in com- 
bination with the rubber, because in rubber vulcanised by the 
cold process [ have found free sulphur to be present. 

From a piece of rubber-covered cloth I separated the rubber 
and submitted it to analysis by mixing it thoroughly in small 
pieces with pute sodium carbonate and igniting, then dissolving 


the whole in water and adding to it peroxide of hydrogen pre- — 


viously treated with excess of barium chloride (to separate sul- 
phuric acid or sulphates). The peroxide ensures the convertion 
of the lower oxides of sulphur into sulphuric acid, whilst the 
excess of barium chlorides precipitates the sulphuric acid in the 
solution which is then weighed as barium sulphate. . 

Another portion of the made up solution was neutralised and 
the chlorine present titrated. The rubber, previous to ignition 
as above described, had been well boiled in water and dried to 
re any hydrochloric acid which might be present, but only 
a faint trace of chlorine compound could be thus separated from 
the rubber. 

The total sulphur present in the rubber amounted to 2°60, and 
the total chlorine to 6°31 per cent. 

The yellow-coloured sulphur proto-chloride is best adapted for 
vulcanising, because it does not act too strongly upon the rubber, 


whilst the dark coloured chloride of sulphur containing, as it does, a 


large quantity of the higher chlorides of sulphur, is liable to render 
the rubber quite hard by vulcanising it too much. The theory gene- 
_ rally adopted to explain this is, that these higher chlorides break 
up easily, liberating their sulphur which thus combines in greater 
quantity with the rubber, but my experiments and analyses prove 
that it is chiefly the chlorine and not the sulphur of the chloride 
of sulphur which produces the vulcanisation. 

A rubber substitute, much used at present, is produced by acting 


on vegetable oils such as rape, linseed, &c., with a mixture of | 


chloride of sulphur and bisulphide of carbon; the: oil becomes 
converted into a solid substance resembling India-rubber to some 
extent, but being much more brittle. This body is now used in 


large quantity for mixing with India-rubber for the purpose of | 


cheapening its production. On analyses of some samples of this 
_ material I have invariably found that it contained a much greater 
proportion of chlorine than of sulphur, and this process, there- 
fore, is a vulcanisation by chlorine rather than by sulphur. 
_ Recently I analysed three samples of rubber substitute, the one 
termed “special,” another “‘ spongy ” India-rubber substitute, the 
third being similar to the first in appearance. The first con- 
tained of sulphur 3:4 and of chlorine 7‘6 per cent.; the second 
contained of sulphur 4°56 and of chlorine 8°22, and the third 2°67 
of sulphur and 7:90 of chlorine per cent. 

These rubber substitutes contain considerable quantities of 


oily matters soluble in ether which I have also found to be chlo- 


rine and sulphur compounds of the oils. The first yielded 20:0 
per cent., the second 14°3, and the third 11°5 per cent. of these 
thick oily matters soluble in ether. This oily substance from the 
first sample contained 2:6 per cent. of sulphur and 6:1 per cent. of 
chlorine, whilst that from the second contained 2°97 and 6°87 per 
cent. of sulphur and chlorine respectively. 
Some rubber manufacturers regard this oily matter as injurious 
to the rubber, and reject any substitute which contains any con- 
siderable proportion of it. - I have found, however, by experiment, 
that this oily compound, instead of acting injuriously on India- 
rubber, actually acts as a preservative of it. Some rubber threads 
were smeared with this oily extract, some with ordinary (unvul- 
canised) rape oil, and some left untreated ; these were put into an 
incubator at 150° Fahrenheit for a few days, when it was found 
that the oil-treated rubber was quite soft and rotten, whilst the 


other two had remained sound. After a few days, more the 


original rubber thread had become quite rotten, whilst the threads 
onto gg with the oily part of the vulcanised oil remained quite 
sound. 

The first and second samples of rubber substituted were 
examined for soluble chlorides or hydrochloric acid, by boiling in 


water, the first gave 0°18 per cent of chlorine soluble in water,and . 


the second 0:05 per cent. ' 

_ It has been known for some time that copper salts exert a most 
injurious influence on India-rubber ; copper salts are sometimes 
used in dyeing cloth which are afterwards employed for water- 
proofing with India-rubber, and it seems quite astonishing what a 


* heated to the temperature of boiling water 


small quantity of copper is required to harden and destroy the 
rubber; and the destructive effect of copper is further enhanced 
if the cloth contains oily matters in which the copper can dissolve. 
As an example, here is a piece of cloth alleged to have damaged 
the thin coating of Indiarubber on it. I found it to contain 
copper, and with a view of demonstrating this point I took one 
piece in its original condition ; to the end of this I pasted gee 

piece of the cloth from which the oily and greasy matters had 
been removed by ether, and to the end of this, again, I pasted 
another piece of the same cloth from which I had removed both 
oily and greasy matters and copper; theag three pieces joined into 


one were then coated in the usual way with Indiarubber, and then 


hung in an incubator at 150° Fahr. ; in the course of a few days 


the rubber on the original cloth had become soft, and it then 


hardened and became rotten and useless ; the second piec@ from 
which the greasy matters had been removed then became quite 
hard and rotten, whilst the Bye from which both greasy matters 
and copper had been removed has remained in a perfectly elastic 
and good condition. 

Prof. Dewar observed, accidentally, that metallic copper when 
in contact with the 
rubber, exerted a destructive effect upon it. With a view of find- 
ing whether this was due to the copper per se, or to its power of 
conducting heat more rapidly to the rubber, I laid a sheet of 
rubber on a plate of glass and on it placed four clean discs, one of 
copper, one of platinum, one of zinc, and one of silver ; after a few 
days in an incubator at 150° F., the rubber under the copper had 
become quite hard, that under the platinum had become slightly 
affected and hardened at different parts, whilst the rubber under 


the silver and under the zinc were quite sound and elastic. This 
would infer that the et metallic copper had exerted a great oxi- 


dising effect on the rubber, the platinum had exerted a slight effect, 


whilst the zinc and silver respectively had had no injurious 


influence on it. A still more curious result was this, that the 
rubber thus hardened by the copper contained no appreciable 


trace of copper, the copper therefore presumably sets up-the oxi- 


dising action in the rubber without itself permeating it. I have 


pleasure in acknowledging the assistance rendered to me in these 


experiments by my assistant, Mr. Frederick Lewis. 


A NEW DIRECT READING PHOTOMETER MEASURING 


FROM UNITY TO INFINITY. : 


By FREDERICK H. VARLEY, M.LE.E., F.R.A.S. 
(Read before Section A, September 10th, 1890.) 


Tue object I had in view in designing this apparatus was to meet : 
a want that has been felt by electrical engineers and others 
interested in the measurement of light, namely, a convenient form 
of apparatus as handy to manage as the usual set of measuring - 
instruments which are provided, so as to take its position along 
_ with the voltmeter, the ammeter and the wattmeter. : 


Incandescent lamps are now made of such generally uniform 


construction that if we can, with facility, measure the light pro- 
duced, we can readily deduce, for all practical purposes, the, 
' amount of current delivered, and thereby determine the general 


efficient working of the installation. Or, conversely, if we know 
the current in watts passing through a glow lamp, we can deter- 


mine the suitability of the filament for the purpose required, | 


provided we can readily obtain photometric measurements. The 
conditions imposed are, that. the instrument should be portable, 
have a range from one candle-power to that of the electric arc, 
that the light to be measured, and that of the standard, should 
be exactly at the same distance from the screen. x 

This instrument consists of two discs, each pierced by’ two semi- 
ring-shaped windows or apertures. These openings extend to the 
half circle (180°) ; both are of the same width, 1 inch broad. The 
openings in the two discs are placed in reverse positions to one 
another, so that if one half-ring is opened to its full extent (180°), 


* the other half-ring is entirely closed; or, if the discs are shifted 


to an intermediate position, both apertures will be opened to an 
equal extent—namely, 90°. ° 


If, in this position, the discs are rotated, it is obvious that an 


equal amount of light can pe through both rings, but if the light 
to be measured is as 1 to 17 C.P., then the angu 

two apertures must bear a proportionate ratio in order that the 
two shadows shall be of equal density ; and accordingly, one aper- 
ture will be open to the extent of 10° for the brighter light, whilst 
that of the standard light is opened 170°. Instead of dividing the 
circle into the conventional 360°, I divide the half circle into 2,000 
parts, this giving a range from 1 to 1,999, or 2,000 in round 
numbers. By still farther shifting the discs, this aperture may 
be entirely closed and read up to infinity. The divisions of the 
half circle are numbered from left to right and right to left, show- 
ing at once the fraction values of the angular extent of the 
opening or arc, and thereby giving the values of the light. 


In order to make the discs turn one upon the other, I have de- - 


vised a modification of the Furgusson x; that is to say, the 
discs are carried by independent shafts, one of which is hollow 
to allow the central axis to turn within it; at the end farthest 
from the discs a cog wheel is fixed to each axis. By means of a 
sliding link the two wheels can be brought into gear with the axis 
also provided with cog wheels, each being the same diameter, but 
one is cut with 100 teeth, whilst the other has 99 teeth. 

upon rotating the discs, each revolution of the gearing wheels 
pe nr the discs, and so changes the proportion o 
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one decreasing whilst the other increases, and vice versa; this we . 


can do until the two shadows are of equal density, or approxi- 
mately so, when the final adjustment can be given by d. 
Behind the windows two hollow cones are placed which have their 
axes directed to a point common to both, but at some distance 
in front of the discs where the two shadows fall upon the screen. 
A second or back screen is then placed at the mouth of these cones, 
over. which it fits, and gk cuts off one light from the other, 
so that on one side is, say, the electric light, and on the other the 
standard candle. The light from both passes through axes of 
their tive cones, and through the discs, and on to the screen 
upon which the shadow image is cast. : 
This apparatus, in its present from, has only just been received 
from Mr. Lege, who has constructed it for us, and Mr. Friese 
Greene and myself are arranging a series of experiments which, 
we hope, will prove useful in photography. 


In the course of the discussion, Sir Wizziam THomsox stated. 


that it was a question whether integration by sensibility is the 
same as if continuous light be employed. There is a general idea 
that they are the same, but the point had not been, so far as he 
knew, absolutely settled. He had compared sunlight with the 
light of a candle by means of a pinhole one millimeter in diameter 
ata distance of afew yards from the paper screen, whilst the 
candle was at a distance of a few inches; he employed the shadow 
method. He considered the piece of apparatus exhibited by Mr. 
Varley to be well devised, oma hoped that at the next meeting of 
the association he would be able to give his results by both methods. 

Prof. J. D. Everert said that in colour experiments it is 


assumed that the penumbra method, such as just presented, holds — 


true, because of the consistency of the results. - 

Prof. G. F. FirzGzraup remarked that it has been calculated 
that if the energy of all the solar radiations falling upon the earth 
could be conserved and utilised, each square metre of the earth’s 
surface would afford sustenance to ten individuals, so that—as 
someone, not an Irishman, had expressed it— there would be so 
many people that there would not be room for anyone.” 

_ Dr. Ouiver Lover stated that experiments had been made in 
Germany showing that a curious physiological effect of flickering 
light under certain conditions was the production of colour, and 
that the colour disappeared when the motion was increased. 

Mr. Freprricr 

was glad to hear from Sir William Thomson the results of his 
experiments in comparing the light of the sun with a standard 
candle, and thanked him for the suggestions and encouraging 
opinions he had expressed. He would point out that the great 
object he had in view in constructing this apparatus was to obtain 
a portable and readily worked instrument which could be set up 
in any room or laboratory. The working of the Bunsen photo- 
meter required a room more than a 100 feet long in order to 
measure a 10,000 candle-power arc light. After speaking of Prof. 
Ayrton’s photometer, he pointed out that by means of the new 
apparatus, measurements of the electric arc light could be obtained 
in the space occupied by an ordinary table. 


The following is an illustrated description (for which we are in- 
debted to the Photographic News) of the apparatus referred to in 
the foregoing paper :— 

Two discs, perforated by semi-ring-shaped openings, the breadth 
of which are equal, as shown in fig. 5, are mounted on an axis with 
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e outer half-ring is open to 90°, then the inner ring will be 
opened to the same extent, as shown in fig. 6. In that case, when 


reversed, so that when the outer half-ring is full 


e discs are rotated, two complete circles are formed, through 


ABLEY, in reply to the speakers, said that he 


g to 180°) the inner ring is entirely closed ; or if 


which an equal amount of light will pass. Again, as in fig. 7, the 
outer ring is nearly open, and the inner one only partially so. As 
before, two rings are formed upon rotation, but the amount of 
light which passes through will be unequal, being, in fact, directly 
proportionate as the extent of the degrees of arc of the openings 
are to one another. If, say, the outer ring is opened 160°, and the 


Fig. 5. Fia. 6. 


Fia. 7. 


inner 20°, in order that the more intense light passing through the 
inner circle shall balance the standard light passing through the 
outer, all that has to be done is to read off the respective degrees 
and write them down in the form of fractions—that is, 2°, = 1 

from this we ascertain that the light is eight times more intense 
than the standard. Instead of the conventional division of the 
circle, we divide the half-circle into 2,000 parts, for the purpose of 
obtaining a finer or more extended range of reading up to 
1,999 times ; these divisions, by means of a vernier, can be further 


_ subdivided ten times, and read up to 20,000 candles in round 


numbers. 


Fra. 8. 


The breadth of the semi-ring-shaped windows in this instru- 
ment is one inch, and in front of the discs are two equal collimators, 
one of which prjects a disc with a black centre, and the other a 
corresponding luminous spot. They are regulated so that when 
the light falling upon the screen from both sources is equal, a 


. uniform disc is obtained; but if one or the other preponderates, a 


disc with a grey spot, or a grey marginal ring with a bright spot, 
indicates which of the two sources of light reaching the screen 
predominates. 

In order to regulate this, it is necessary to open one of the 
windows and close the other until a balance is obtained. This is 


_ effected by bringing into play a modification of the well-known 


Furgusson ox: the rear disc is carried by the central axis, 
and the front disc by a long sleeve fitting over it; both the central 
axis and the sleeve are provided with tooth wheels. Above these 
is an axis which carries two wheels, one with a hundred teeth, and 
the other with ninety-nine teeth, which are readily placed in or 
out of gear by a jointed lever; when in gear they cause the two 
discs to shift or turn upon each other, and so open or close the 
windows. It is convenient in some cases to dispense with the 
collimators, and determine the values of the light by comparison . 


‘ shadows, in which case a [T-shaped screen is employed pierced 


with two holes each a circular inch in diameter, the centres of 
which are of a distance apart which corresponds with the mean 
diameter of the circular windows through which the light passes | 
on to the screen. The middle partition forming the T prevents 
one light from interfering with the other. The apparatus is set 
in rotation by turning a band wheel, and the windows adjusted 
until the two shadows balance. The values are read off from the 
divided scale of 2,000 parts, which is numbered from left to right, 
‘and right to left, giving at once the fraction values of the ratios 
of one aperture to the other. 
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A COMPARISON OF A PLATINUM THERMOMETER 
WITH SOME MERCURY THERMOMETERS AT LOW 
TEMPERATURES. 

By E. H. Gairriras, M.A., Sidney College, Cambridge. 
(Read in Section A, September 9th, 1890). 


{nr paper describes the mode of constructing an air-tight platinum 


thermometer for use at low temperatures. The thermometer was 
graduated by means of the freezing and boiling points of water, 
and as regards intermediate points Regnault’s determinations of 


the temperature and pressure of aqueous vapour were adopted. 


The precautions observed in the construction of the apparatus, and 
in the method of observation, are described. The thermometer was 
tested by comparison with a number of thermometers standardised 


at Kew. The curves, showing the result of these determinations, — 


are in remarkably close agreement, and when the observations were 
sufficiently numerous it ap d possible to calibrate the bore as 
accurately as by the usual more laborious process. The further 


advantage of this method is that thermometers can be compared ° 


under the conditions in which they are to be used. _ 
In a communication to the Royal Society read on June 19th; 
1890, I described a method of constructing and pére plati- 
num thermometers and gave a table of boiling and freezing points 
for various substances lying between 100° and 500°, determined by 
means of these instruments. ! 
Subsequent observations indicate that a slight change appears to 
be taking place in the readings of these thermometers, I attribute 
this (1) to alterations in the glass, (2) to presence of moisture in the 
tube—the asbestos roll on which the spiral was wound being highly 
hygroscopic. I therefore decided to construct a thermometer in 
which there should be no contact between the glass and the 
sor a and which should “be thoroughly dry and hermetically 
sealed. 3 
I was unable to discover any suitable non-conductor capable of 
resisting high temperatures; but in Anthracene (melting point 
213°) I found a substance suitable in every respect for use at low 
temperatures. I subjected a sample to severe tests and, up to a 


temperature of about 130°, found it to be a better insulator than | 


raffin. . 

the leads to the coil were constructed of silver, the inner one 
a rod and the outer a tube. The resistance of these leads was 
about ‘001 ohm and, therefore, any change in the external re- 
sistance, caused by change of temperature, might be disregarded. 
The silver leads approached to within about one inch of the spiral 

à to it by moderately thick platinum wires ; 
thus a flow of heat from the spiral to the silver was diminished. 
The wire forming the coil was about fifty-six inches in length and 


_ had a diameter of ‘005 inch. The spiral was about 2 inches long 


having a resistance of about 13°5 ohms at 0° C., and the external 
diameter of the covering tube was about ‘3 inch. The ends of 
the Asbestos roll were made of greater diameter than the portion 
on which the spiral was wound, and thus there was no glass con- 
tact. The tube and contents were heated nt to a temperature of 
several hundred degrees and dried air passed through it for some 
hours. It was then exhausted and the open end placed under the 
surface of melted Anthracene, which was allowed to rise until 
nearly in contact with the coil. When cool, the whole of the 
thermometer, from the spiral to the upper end (about thirteen 
inches) Was a solid mass, while the spiral and asbestos roll were 


perfectly dry and in an almost vacuous*space. I have taken 


nearly six hundred observations with this thermometer and cannot 
detect any signs of change. When the lower part was undergoing 
rapid changes in temperature, thermo-electric effects showed them- 
selves, but by reversing the battery and galvanometer connections 
during each reading these effects were eliminated. A low re- 
sistance galvanometer was used, and the current, which d 
through the thermometer when determining its resistance, did not 
exceed one hundredth ampére. To illustrate the closeness of the 
agreement in the results obtained at different times I give the 
following determinations of the resistance at 100° taken in the 
usual manner by means of a hypsometer with manometer attached. 
Full corrections were made in the barometric reading, and the 
results reduced to lat. 45°. 


July 26 … 100°C. 18-2029 
100°C 18°2034 
August 12... 100°C. 18-2025 
100°C. 18 2031 


mean 18°2030 


The expression for the platinum temperature by this thermometer 


(R — 135219 . 00 
almost exactly agreeing with the coefficient of the wire in Mr. 
Callendar’s air thermometer (Phil. Trans. A 1887). 
_ Mr. G. M. Clark, B.A. (Sidney Coll. Cambridge), now joined me 
in the investigation, and as we abe rs to use this thermometer for 
the calibration and graduation of mercury thermometers between 


= 1:3462, 


0° and 100°, we decided to obtain intermediate temperatures by 
means of Regnault’s numbers connecting the temperature and 
ressure of aqueous vapour. For this purpose we construoted. a 
MEN iron tank with two plate glass sides, holding about 16: gallons 
of water, and through two holes bored in the bottom, inserted two 
barometer tubes, the upper 16 inches of each being within the tank. 
One of these was used as a standard barometer, and was pre 
with great care, the distilled mercury, with which it was filled 
having been boiled in the tube for more than 6 hours. The interna 
diameter of the tube was 14 m.m., and the absence of any meniscus 
was very marked. If the level of the surface of the water in the 
tank was below the top of the barometer, and the water warmed, the 
sublimation of mercury in the vacuous space was observable. The 
second barometer was made from the same length of tubing. as the 
first, and communicated at its upper extremity with a small flask 
(A); in which was placed the platinum thermometer. | 
Distilled water was boiled in vacuo for some hours, to expel all 


_ traces of air. The flask and barometer tube were then exhausted 


by means of an air pump, and the lower end of the tube placed in a 
flask (B) containing the previously boiled water, which rushed up, 
filling the tube.and flask (A). oo | 


The water remaining in (B) was then boiled until this flask jand a 
bent tube passing from it into a bason of: mercury; 30 inches 
beneath, were completely filed with steam, and, on cooling, the 


height of mercury in the tube enabled us to détermine that the 


pressure on its surface was that of aqueous vapour only. The water 
in the upper flask was then boiled for many hours, and only allowed 
to cool occasionally to permit of the water in the lower flask being 
boiled away. To prevent. access of air, the steam was dyiven off 
“through the mercury. ‘When the water in flask (A) was mfluced to 
about a tablespoonful, the boiling was stopped, and the level of the 
mercury was raised until it. flowed first into flask (B) and 


_ thence into the barometer tube, as flask (A) cooled. hit 


_ The open end of the barometer tube was then sealed, the flask (B) 
replaced by a small cup of dry mercury, and the end ef the tube 
opened below-the surface. The water remaining on the si of the 
column was driven back into the flask by pouring hot 


During our experiments, water occasionally collected ,ou the 


_ mercury, but by means of a concave mirror it was driven bétk into 


the flask; the mirror was of course removed sometime ,before an 
observation was taken. pe | 
The tank, filled with water, was maintained at any required 
temperature by means of a gas regulator. ‘The lower’ parts of the 
barometer tubes were screened by sheets of ashestgg, and the two 
cups were connected by a small siphon. The glass sides of the tank 
were covered with white paper to prevent radiation, openings were 
left for observations, during which, the water in the tank was kept 
in a continual state of agitation by the oscillation of a large paddle 
driven by a water motor. The paddle, fixed in one corner of the 
lid, swept across the tank driving the water before it and lifting it 


at the same time. We have tried several forms of stirrers, and we © 


believe this to be a more effective form than a screw or a plunger. 
The difference in the height of the mercury in the two meter 
tubes, was ascertained by the kathetometer G. 33, in the Cavendish 


Laboratory, and by means of it, readings could be taken to ‘50 m.m 


Care was taken to bring both .levels horizontal before each 
observation. 

. As the co-efficient of expansion of the kathetometer scale was 
unknown, and the temperature of the room usually about 20°C., we 
decided to compare it with the standard scale R, whose co-efficient 
of expansion and scale errors had been determined by the Standards 
Department of the Board of Trade.! | 


1 Standard metre, verified June, 1882, designated R in Mr. Chaney 
report. 
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_. Twenty-one comparisons were made (greatest divergence from the 
mean ‘10 m.m.) and the result was as follows:—300°35 m.m. on 
scale at 20° (= 30035489 of Board of Trade Standard 
8.) at 0°. 
‘Thus no scale correction was necessary. 
. The difference (D) of the mercury columns was corrected for 
temperature, pressure of mercury vapour and latitude and the 
resulting length denoted by D,: the temperature ange presen to 
D, was deduced from the very full table given in Part 3 of Carnelly’s 
“Melting and Boiling Point Tables.” 
The extremities of the curve at (0° and 100°) having been 
me it was only necessary to get points between 30° and 


Ninety observations were taken, and although occasional diver- 


2-, 


ue 


gences presented themselves, the inean path gives a curve which we 
believe to be within less than ‘02° of the true path at all points. It 
agrees closely with the curve obtained by. Mr. Callendar from the 


t \? t 
parabola 1°57 [(, 00) — 506 | by measuring one tenth of the 
ordinate along the abscissa.” 2 
meter temperatures. 


The following equation, however represents its path more 
accurately. 


2 It must be remembered that Callendar’s difference curve gives 
the connection between platinum and air-thermometer temperatures, 
whilst Regnault used a mercury thermometer (M.A.S. XXI.) and thus 


curve A gives the relation between platinum and mercury thermo- 
meter temperature. 


al 
= 


y = ‘018795t—"0001991t? + ‘000,000,111-5t%. the curve itself is 
shown in Chart A. 

We proceeded to test our conclusions by comparison with 
thermometers standardised at Kew; for this p e a rotating 
annular ring, through the centre of which the platinum thermometer 
passed, was inserted in the lid of the tank, in such a manner that 
the mercury thermometers, fixed in holes bored near its circnm- 
ference, could successively be brought into the field of view of the 
kathetometer without any re-adjustment of the telescope; the 
thermometers were then read by one observer, whilst the platinum 
resistances were taken by the other. The freezing points were not, 
however, determined by this method, but by direet immersion in 

wdered ice, adopting the precautions recommended by Guillaume 
in his Thermometrie de Précision. | 


— 


Dy + 


Ne 


& 


The following curves were then drawn, which indicate the result 


of the comparison of our platinum thermometer with those stan- 
dardised at Kew. 


| 
B. 75148 October, 1888. 
76140 October, 1888. 
D. | 43762 May, 1885. 
ag 3 8394 Dec., 1880; Jan., 1882; April, 1888. 
| 


‘All these thermometers were made by Hicks, the first three were 


kindly placed at our disposal by Mr. R. T. Glazebrook, the last is 
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one of those referred to by Mr. W. N. Shaw in a communication to 
the B.A. during the Bath Session, the successive curves of which, 
then exhibited by him, he has kindly allowed us to copy. 
In these diagrams the abscissæ represent the temperature, in the 
strong curves, that obtained by us, and in the faint, that obtained by 
Kew ; the ordinates in each case being the divergence of the actual 
readings from these results. Where crosses occur at almost identical 
temperatures they indicate observations separated by a considerable 
interval of time, in no case did less than 20 minutes elapse, whilst in 
others several days. | 
Three only of our cbservations are unrecorded on these charts, 
and in each case, owing to imperfect light, interruptions, &c., these 
experiments were regarded as doubtful before their results were 
deduced. 
The gradual rise of the zero point is clearly indicated ; apparent 
discrepancies are probably due to the fact that the Kew determina- 
tions are less frequent than ours, and as a consequence many of the 
smaller deviations have escaped notice. | 
The results show :— | 
ist. That thermometers whose range does not include Q° and 100° 
may have certain fixed points determined by this method. 

2nd. That an actual calibration of a mercury thermometer can also 

| be readily- accomplished. 

3rd. That the platinum thermometer, properly constructed, may 
serve as a standard by which to trace the changes which may 
take place in mercury thermometers. : 

4th. That since the readings of the platinum thermometer are inde- 

pendent of the extent of the stem-immersion, it can be con- 

veniently employed for the graduation of thermometers 
partially immersed, as in ordinary use. 

During the past few days, we have calibrated about twenty 
thermometers by this method, and.we believe the results to be 
satisfactory in all cases. 


REPORT OF THE COMMITTEE ON ELECTRICAL 
STANDARDS. 
(Read in Section A, September 9th, 1890). 
LEGAL Oums. | 
Tue work of testing resistance coils has been continued at the 


B.A. Untr. 


It would be of considerable advantage in the testing if all the 
coils were made of a uniform size. The original Standards of the 
Association measure 6% inches from the bottom of the case to the 
underside of the horizontal portion of the copper connecting rods, 
while the vertical portion of these rods is 8 inches in length. These 
dimensions should be adopted in all coils sent to be tested ; if this 
be done the baths, &c., made to hold the standards hold the coils 
cavally well, and the additional convenience in testing is very 
great. 

_ The original Standards of the Association have again been several 
times compared among themselves. ee 

The results of the comparisons appear to show that while the 


other, the three platinum silver coils F a and x have changed. 

The change in F was referred to at the end of the Report in 1888, 
and is now very large. The coil has increased in resistance by about 
‘0006 B.A. units; G, on the other hand, has fallen by about 0002 
B.A. units, and x by about ‘0001 unit. The {evidence for these 
various statements is given in an appendix to the Report by the 
Secretary. 

It is perhaps worth remark that in each case the change either 
took Fee during the time that the coil was immersed in ice or was 
found to have happened when the coil was next measured after its 
removal from the ice. : 

The legal ohm coils have not varied relative to Flat. 

_The investigations into the resistance of copper have been con- 
tinued by Mr. Fitzpatrick. The Committee desire again to thank 
the gentlemen who have rendered him assistance in various ways. 

Mr. Fitzpatrick has examined various specimens of copper sup- 
plied him as wire. He has also examined copper prepared for him 
as pure by Messrs. Sutton, as well as some which he prepared him- 
self electrolytically from carefully purified copper sulphate. These 
last two specimens lead to practically the same value as that 
obtained by Matthiessen for the specific resistance of copper—viz., 
1767 x 10- B.A. units at 18°, the specific gravity of these specimens 
1s about 8°90. Two wires supplied to him have, however, a dis- 
tinctly lower resistance : the value for one being 1731 x 10-° and for 
the other 1724 x 10-9; a difference in the one case of 2 and in the 


- Cavendish Laboratory. A table of value found for the coils is 
P istance in ra-| 
No. of Coil. tate 
à Nalder 1577 C.L:C. 189 - “99981 
Nalder 1578 C.L.C. 190 100089 169 
Nalder 1579 C.L.C. 191 100041 | 169 
Edison Swan  … 16 C.L.C. 192 “99846 139 
Elliott... 229 C.L.C. 193 1°00028 169 
Elliott... 230 C.L.C. 194 1°00021 
Simmons ... a3 C.L.C. 195 "99992 16.8 
Nalder … ae 1626 C.L.C. 196 | 1°00045 15°3 
1627 C.L.C. 197 1°00056 15°3 
Nalder 1628 C.L.C. 198 1:00058 14°8 
Nalder … _... 1580. C.L.C. 199 | 1:00072 | 153 


coils A, B, C, D, 8, and Flat have remained constant relative to each 


other of 2°4 7. The specific gravity of the first of these wires is 
8°940 and of the other 8946, and Mr. Fitzpatrick assigns the in- 
creased conductivity to increased density rather than to greater 
purity. 

Matthiessen gives his results for the resistance of copper at 0°. 
The observations were, however, made mostly at a temperature of 
18° or 20°, and reduced to 0° by the use of a temperature co-efficient. 
So that the value at 18° found from that at 0° by the same co- 
efficient will probably represent the result of Matthiessen’s work 
more accurately than the one he gives himself. Various other points 
of importance are discussed in Mr. Fitzpatrick’s appendix. He 
hopes to be able to give the results for some copper prepared by 
chemical means by Mr. Skinner and himself. He 74 also made a 
number of measurements on silver, but these are not yet complete. 

Dr. Muirhead and the Secretary have both been working inde- 
pendently at the construction aah measurement of a standard air 
condenser, à LE | 

Two such condensers have been made for the Committee by the 
Cambridge Scientific Instrument Company, on a plan suggested b 
Dr. Muirhead, and mentioned in the last Report. The capacity of eac 
of these is about ‘02 microfarad. Some slight alterations are required 
to one of these, the other is completely satisfactory. Its capacity 
has been repeatedly found, and remains constant to at least within 
1 in 2,000, which is about the limit of accuracy attained. Its in- 
sulation resistance is good, the loss by leakage being about 1 in 


iz 
AM 
A 
PL. 
. 
i 
= 
@ 
‘ 


1,000 of the total charge per 1 minute. It has been found possible 


-to compare readily with this standard. various. mica condensers 


having capacities of'1, ‘5, ‘1, and ‘05-microfarad. ‘The accuracy of 
these determinations is about 1 in 2,000: .A full. account of the 
construction of the condensers, and of: the method of, making the 
various tests, is given in an appendix by the Secretary, while Dr. 
Muirhead has contributed some notes on his own condensers and 
Another appendix contains an account of a very: careful and 
interesting comparison between the standard mercury thermometers 
of the Association and a platinum resistance thermometer: con- 
structed by Mr. E. H. Griffiths. The resistance thermometer was 
graduated by means of Regnault’s numbers for the vapour pressure 
of water at various temperatures between 0 and-100. : : 
The curve of corrections obtained in this way is exactly parallel 


to that given by the Kew comparisons ; there is t hout, the range 


a constant difference of 0°:02 between them. . This amount is 
within the limits of error on the mercury -thermometer.  .. | 
The question of the best value to adopt for the dimensions of. a 
mercury column having a resistance of one ohm has been raised . by 
some members of the Committee during the. year. There is mo 
doubt that the column of 106 centimetres adopted by the Paris 
Conference in 1884 is too short. 

After a discussion of the results of the most recent observations, 
the following resolutions were adopted by the Committee :— 

(1) The Committee recommend for adoption as a standard of 
resistance sufficiently near to the absolute ohm for practical pur- 
poses the resistance of a column of mercury 1063 c.m. in length 
1 square mm. in section at a temperature of OF C. seas, agé 
(2) That for the purpose of issuing practical standards of resist- 
ance the number ‘9866 be adopted as the ratio of the B.A. unit 
to the ohm. | 

Thus the new unit may be obtained from the B.A. unit by in- 
creasing it in the ratio ‘9866 to unity, or, to put it differently, the 
specific resistance of mercury in B.A. units is taken as ‘9535 x 10-4, 
and the length of a column of mercury which has a resistance of 
one B.A. unit as 10497 c.m. The specific resistance ot mercury in 
ohms is ‘9407 x 10-4. 

In conclusion the Committee wish to ask for reappointment to 
enable them to continue the work of constructing and issuing 
standard instruments. Of the grant of £50 made at Newcastle only 
412 17s. has been drawn. In order to check any further change in 


the values of the B.A. units, and to render it less necessary to. 


employ the original standards in all the comparisons which are 
made, it is desirable that the Committee should possess three or 
four copies of the B.A. unit; while, to enable comparisons to be 
made between the new air condensers and condensers of capacity 
compatible with a microfarad, a resistance box going up to several 
hundred thousand ohms is required. 

The Committee are of opinion that they should be in a position 
to purchase these resistances ; they therefore recommend that they 
be reappointed with a grant of £100, that Professor Carey Foster be 
the Chairman, and Mr. R. T. Glazebrook Secretary. 
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LIQUID INSULATION FOR UNDERGROUND 


 CONDUCTORS. 


By DAVID BROOKS. 


THE first work on this system for practical purposes 
was laid for the English Post Office in 1880, along 
the South Western Railway between Waterloo Station 


- and Clapham Junction. | 


It consisted in boiling cotton covered conductors in 
paraffin oil and drawing them into 1} inch diameter 
iron pipe and afterwards filling the pipe with oil. 
There were 40 conductors of No. 18 B.W. gauge. 
Reservoirs were placed at elevated positions at Clapham 
and Waterloo to supply the loss of oil from leakage. 
The oil used was the ordinary petroleum fluid. The 
only difficulty experienced was from leakage through 


_ the joints of the pipe. This was remedied by the 


introduction of a heavy rosin oil of the consistency of 
the thicker grades of molasses. It has been working 
without interruption for the past ten years. 

An improved method was patented February Ist, 1887. 
In the spring of that year 53 conductors were laid along 
the Pennsylvania Railroad, between the Broad Street 


_ Station and 32nd Street, in Philadelphia, a distance of 


one and one-third miles. Instead of the ordinary 
sockets, a T-joint is used where the insulation is intro- 
duced through a plug hole, which occurs at every length 
of pipe, or about 20 feet apart. 

The insulation now used is almost a solid, at a tempera- 
ture of 32° Fah., but as the temperature rises it becomes 
more liquid, and, being sufficiently heated in a caldron, 
is turned in at the T-joints. No stand pipe or reservoir 

The advantages of this insulation are :— 

1. It is heavier than water and is not penetrated by it, 

2. Always being liquid it does not crack, or contain 
small fissures for the admission of dampness. ne 

3. It is not easily punctured by atmospheric elec- 


| ae or currents of high voltage. 


e insulation expands and contracts by every 


change of temperature, and thereby prevents the cur-. 


rent centering upon any weak portion and developing 
a fault, as is often done in other kinds. 
Other advantages of the system are :— 

1. Mechanical Strength—The wrought iron pipe is 
proof against penetration or injury by workmen’s tools 
in street repairing. Fa, 
. 2. Cheapness.—Iron pipe has five times the capacity 
of lead pipe of equal cost per foot, without making 
allowance for its greater strength and durability. | 

3. It is often said of conduits as compared with this 
system, that there are extra ducts for an increase of 
conductors when necessary. If the total cost of any 


_ conduit, including manholes, is divided by the number 


of ducts, the cost per foot is ascertained. Each duct of 
itself costs twice as much as the total cost by the liquid 
system, using all the conductors that the duct is 
capable of containing. | 

4, Conductors can be looped out of the pipe at any 
desired point to street lamps or for house-to-house 


purposes, by simply unscrewing a plug and insertinga | 


smaller pipe, very much as gas or water is introduced. 
When the cable was laid on the Pennsylvania Rail- 
road, they had use for only 25 conductors, which left 
28 idle. Since then, increase of business has brought 
five more into use. Provision was made for an in- 
crease. Extra conductors can be drawn into the pipe 
when the cable is laid, much cheaper than providing a 


place for them, as is done in the conduit system. 


In the preceding article regarding conduits, the ob- 
jections made to them are entirely obviated by the use 
of this system, inasmuch as the insulation is hermeti- 
cally sealed from the effects of damp air and gases. 

The cable laid at Gloucester is now working with a 
potential of 3,000 volts, alternating between conductors 
which are in the same pipe. It has 22 terminals ex- 
posed to the weather, and the insulation, making 
allowance for temperature, is as high as when first laid. 


NOTES. 


Electric Lighting in Berlin.—Some notion may be 
arrived at of the extension of electric lighting systems 
in Berlin from the following figures :— 

August of ... 1885 1886 1887 1888 1889 
Ampères ... 1,462 5,875 7,827 13,260 22,000 


The: Electric Light in Libraries.—At the meeting of | 


the Library Association of the United Kingdom held 
last ‘week at Reading, Mr. W. H: Greenhough, the 
librarian at Reading, in a paper on “The Ventilating, 
Heating and Lighting of Libraries,” drew attention to 
the evil effects of gas used in reading rooms. There is 
great need of improvement in most reading rooms with 
which we are acquainted. Too often, they are pleasant 
places rendered dangerous by the hot, stifling air. A 
large quantity of light must be supplied, and, conse- 
quently, gas brackets are placed in every accessible 
corner. We imagine that nowhere are the deleterious 


effects of gas felt more than in reading rooms. As to 


libraries it is a most important matter for those respon- 
sible for books to see that the wear and tear of their 
treasury is mitigated, and by using the electric light, 
bindings would be kept in good condition for an 
infinitely longer period than would be the case under 
à gaseous régime. 


Lighting of Reading Library.—The Reading Library 
Committee has entered into a contract with the Elec- 
tric Light Company specifying that the sum of £80 
per annum should be paid for the supply of the cur- 


rent to the eight arc lamps to be used in the library and | 


reading rooms, for providing the necessary carbons, and 
for keeping the lamps in order. The total illuminating 
power at the library is to be equal to 4,320 candles. The 
cost of gas formerly consumed in the library was £79 
odd, while the total illuminating power was equal to 


some 1,360 candles. The result of the experience 


gained at Reading showed that, excellent though the 
electric lighting method was, yet, owing to the flicker- 
ing and occasional failure of a lamp to light from one 


cause or another, it could by no means be said to be 


perfect. 


Electric Headlights on Locomotives.—Electric head- 
lights will be used in future on all pagsenger trains of 
the Louisville, New Albany and Chicago Road Railway. 


Electric Lighting in Havana.—kReports to hand show 
that electric lighting is progressing rapidly. Some two 
years ago a local company was formed to work on the 
Westinghouse system. An apparatus, consisting of two 
750 alternate current dynamos, was at once installed at 
the new central station; but before the wiring had 
been completed, so numerous were the demands for 
the supply of light, that the company immediately 
telegraphed to the United States for an alternating 
current plant for a capacity of 3,000 incandescent lights. 


‘Since this was erected the company have done good 


business and the demand will soon again exceed the 
supply. The Westinghouse Company is preparing 
further plant for shipment. 


Electric Lighting in Madrid.—The Electricity Sup- 
ply Company for Spain, acting under a concession from 
the local authorities, has recently erected a central 
station in Madrid, and houses at a distance of two miles 
from the works are being satisfactorily lighted. The 
cost of the station is £80,000, and the electricity is dis- 
tributed by underground mains. The station is on the 
same lines as those proposed for Leeds by the Yorkshire 
House-to-House Electricity Company, being: similar 
to the one erected by that company’s engineers at 
Kensington. | | 


Light at the Gold Coast.—The electric light is being 


used at the Gold Coast to assist the Apolite Company’s 


quartz crushing operations. The installation comprises 
15 arc lamps. 
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Continental Lighting.—The Railway Station and 
Post Office at Ulm will be lit by electricity after 
December Ist next. At Florence the municipal autho- 
rities are in treaty with the International Electricitäts 
Gesellschaft of Vienna for the establishment of an 
electric central station outside the city on the Ganz 
system for 10,000 lamps. 


Electric Lighting at Tiverton.—At the last meeting 
of the Tiverton Town Council, it was resolved to ap- 
point a committee to take into consideration the best 
means of carrying into operation the powers conferred 
upon the council by the Tiverton Electric Lighting 
Order, 1890. It was mentioned by Mr. Grason that the 
electric light would be cheaper than gas. 


Electric Lighting at Weybridge.—An installation of 
170 lamps has been made at Brooklands, Weybridge, 
Surrey. The engine-house is situated about a quarter 
of a mile from the mansion. The plant consists of a 
new 10 H.P. Marshall’s locomotive boiler, fed by a 
Worthington pump, supplying, at 80 lbs. pressure, an 
old form of horizontal steam engine made by Hay ward 
and Tyler, hitherto and still used to drive a circular 
saw. Atnight the engine is employed to drive a shunt 
wound dynamo, by Mackie, giving a current of 60 am- 
pères at a tension of 150 volts. The current is conveyed 
to the house by underground lead-covered cables, pro- 
tected by glazed pipes with cemented joints. The in- 
stallation has proved in every way a success. 


” Personal.—Mr. A. J. Howes is about to set out for 


Cairo, to undertake the erection of an electric installa- 
tion at the Mena Hotel, Cairo. 


Fire.—We are desired by Messrs. Cathcart and Peto 
to state that the recent fire at their Hatton Garden 
works will in no way interfere with their business. 


Water Power for an Electric Light Station.— We have, 
on a former occasion, referred to the projected central 
station at Innsbruck, in Austria, and we are now in a 
position to give a detailed account of the work, taking 
_ the figures from a lecture by Director Geyer, of Augs- 
burg. The design and construction of this installation 
is that of Messrs. Ganz & Co., of Buda-Pest. ‘There is 
.à waterfall at Muehlau, near Innsbruck, capable of 
furnishing a maximum of 600 H.P. The. fall is 117 
metres, giving a pressure upon the turbines of about 
11:55 atmospheres. The water is led through pipes, 
390 millimetres in diameter, to a 
turbines of 160 H.P. each. These turbines run at 250 
revolutions per minute, and are coupled, direct, to two 
alternators, each capable of producing 40 ampéres with 
2,000 volts. There are two exciters running at 700 
revolutions per minute, giving 60 ampéres and 110 
volts. The present capacity is 2,000 lamps of 16 C.P. 
each. The high tension current is carried on overhead 
conductors (eight mm. diameter) toa distance of about 
four kilometres till it reaches the outskirts of the 
town of Innsbruck ; from there the current is distri- 
buted through a concentric main 5°86 kilometres in 
length. Until recently, the distribution of current has 
been as follows :— 

ae incandescent lamps, each 2 C.P.. taking... = watts. 


33 33 LL 33 33 


79 33 33 33 32 33 33 112 33 
1 33 33 LA] 50 ” 33 195 33 
1 33 ” 3? 100 ” 3? 390 33 
3 arc lam each 800 ,, 
1 electric motor of 5 H.P. | 
1 », »» 10 ,, 

Total, 51,466 watts. 


The minimum consumption was 8,000 watts, and the 


maximum at any time 40,000 watts. The building of 
this central station is high up on a hill commanding a 
beautiful view, and it has been constructed of stones 
found in neighbouring quarries. For the purpose of 
transporting the machinery to the spot, special roads 
had to be cut, involving a good deal of labour. The 
entire work—buildings and installation—has been 
carried out in excellent style. 


air of vertical 


Electric Fire Accident in Paris.— Parisians and 
others who happened to be on the Boulevard des 
Capucines on Thursday evening, the 18th ‘inst., were 
considerably startled by the sudden extinction of the 
electric lights, and the issuing of dense clouds of smoke 
from an opening in the roadway in front of one of the 
lamps. It appears that the underground system of the 
Compagnie Popp had taken fire at the part between 
the Rue Danon and the Rue des Capucines. This gave 
rise to some groundless apprehension of an explosion 
on the part of the public. The damage was repaired 


in a couple of hours, during which time the neigh- 


bourhood was in complete obscurity, to the great incon- 
venience of traffic. | 


Cable Interruption.—The French Government cable 
between Soussa and Sfax, on the coast of Tunis, has 
been broken. This cable was laid in 1882, and, con- 
sidering the nature of the bottom, and the dangers 
which cables along this coast are subjected to at the 
hands of sponge fishers, it may be regarded as having 


Lyons Tramway.—Experiments have been success- | 


fully carried out on the Lyons Monplaisir-la-Plaine 
Tramway in adapting electrical propulsion to the 
ordinary tramcars. _One of these cars was fitted with 


electric motors worked from 56 accumulator cells. A 


speed of from 12 to 14 kilometres pe hour was main- 
tained during the double journey between Lyons and 
the station at Monplaisir. The accumulators’ were 
made by the firm of Alioth, and are able to supply 
from 8 to 9 H.P. for eight consecutive hours. e 
comfort of the passengers was greatly increased by the 
car being electrically lighted. 


A New Telephonie Experiment, — An experiment 


_ with the telephone is to be made in Birmingham next 


Sunday. Transmitters will be set up in Christ Church, 
New Street, so that subscribers to the telephone, if they 
desire, can hear the service and the sermon at their 
private residences. The general manager of the com- 
pany has been encouraged to make the trial by the 


success which attended a similar scheme initiated by 


him eight years ago at Bradford. At the end of the 
choir stalls, on the top of the lectern at the reading 
desk, and at the pulpit desk, small metal cased trans- 


mitters will be placed, and they will be so regulated 


that sound vibration will be taken up without requiring 
the voice to be directed immediately upon the plate of 
the transmitter. 3 


Electric Welding.—The wire for covering the tube of 


the new 10-inch gun, now in course of construction for 


the United States, is being joined by the electric weld- 


Westinghouse Strike.—The strike of the employés of 
the Westinghouse Company at Pittsburg was termi- 
nated on September 3rd by the capitulation of the 
strikers, who requested their old placés. 


The Chinese Telegraph Convention.—In the petition 


_ presented by the English merchants resident in China, 


many complaints are made against the cable companies. 
According to their statements, they have not derived 


. the advantage which was to be expected from the two 


separate lines of the Eastern Extension and the Great 
Northern of Copenhagen, because the two companies, 
since 1875, have been working in combination, and 
maintained a rate of 6s. a word between Hong Kong 
and Europe. They can only communicate with 
America through Europe. The Convention of 1887 
between the Chinese Government and the cable com- 
panies is referred to in bitter terms; the Government 
were, under this agreement, compelled to charge the 
same rate over their land lines to Europe as the com- 
panies. They beg that the Convention may not be 
ratified by Her Majesty’s Government. 
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Ship Wiring.—The New York Times, of September 
5th, commenting on a threatened fire on board of the 
Etruria, during a then recent passage across the 
Atlantic, caused by a short circuit in the electric leads, 
takes the opportunity of comparing the English and 
American methods of ship wiring, unfavourably to the 
former system. The article states that all the first-class 
liners running between England and the United States 
are wired on the single-wire system, in which the hull 
of the ship is utilised as the return wire, this plan 
being the cheapest way yet devised, owing to the large 
saving in copper, and from the inexpensive manner in 
which the wires are slung up, as well as from the small 
number of fusible plugs usually employed. In contra- 
distinction to the danger that is ever present in a ship 
wired in the English fashion, the American method is 
so exhaustively perfect in every detail, that it is almost 
a moral impossibility for any accident, by fire or shock, 
to occur. The leads are protected first by the insula- 
tion, then by a lead covering to prevent corrosion, and, 
finally, by a wooden casing, from all mechanical 
injary. Fusible plugs are provided for each lamp. 
The junction boxes and cut-out boxes used in the 
American system of marine work are equally complete 
and much superior to the English construction. The 
boxes are waterproof and almost hermetically sealed, 
supplied with stuffing boxes and water-tight covers. 
Nothing byt the cheapness of the English system can 
account for its criminal employment on the finest 
steamers in the world. So much from the New York 
Times, whose article reads like an excerpt from some 
glowing and gushing prospectus, the truth of which, at 
least in its practical development, may possibly be open 
to some doubt. In this doubt the gentleman who sent 
us the article joins, and is amazed at the presumptive 


. tone in which it is couched, and further states, from a 
_ five years’ experience, he believes that nearly all the 
wiring on the American side is simply. slung up in the 


roughest manner. However true these statements may 
be, it is not improbable that the competition in securing 
contracts for ship lighting in England and Scotland 


does lead to inferior work and material being used on 


board ship, and, in the absence of efficient and 
thorough outside control in the selection of material, 
and of their proper disposition during the progress of 
the work, may eventually result in some serious 


disaster at sea. 


City and Guilds of London Institute.—Prof. Ayrton’s 
special course for outside students will be given every 
Monday and Wednesday, at Exhibition Road, at 3 p.m., 
commencing Monday, October 6th. The subject will 
be “The Construction of Direct and Alternate Current 


Dynamos and Motors, and the Methods of Testing their 


Power and Efficiency.” 


Obituary.—M. Gavarret, author of a “Traité d’Elec- 
tricité,” published in 1857, and of a “Traité de Télé- 
graphie Electrique,” published in 1849, and also of a 
treatise upon the electro-physiological researches of 
Galvani, published in the Annales de Chimie et Physique, 
has just died, aged 81. : 


Electric Hair Curler.—By the aid of this useful and - 


beautiful invention, the hair, beard, or moustache can 
be curled in any style in one minute. It produces any 
form desired by ladies wearing their hair in the fashion- 
able “ loose and fluffy mode.” Thus runs the wrapper 
of anarticle which has been submitted to our notice. 
We are told to hold the curler in the gas a few seconds, 
very little heat being required, on account of its highly 
magnetic qualities. Unfortunately our editorial hair, 
when worn, is neither “loose nor fluffy,” and we must 
leave the testing of the instrument to others. 


The Story of Laying a Cable—Mr. Herbert Laws 
Webb, New York, will contribute to the October number 
of Scribner’s an article entitled, “ With a Cable Expedi- 
tion,” descriptive of the process of cable laying, and 
the life on board ship. . 


French Telephones.—M. Selves intends to reorganise 


the State service entirely. He proposes to suppress five 


of the eleven intermediary offices and establish one 
central office in their place. This central office will be 
occupied with the service of 6,000 of the total 8,800 sub- 


scribers, and will be located near to the Hôtel des 


Postes, at a cost of 800,000 francs, exclusive of building 
expenses. 


Jamaica Industrial and Manufacturing Exhibition. — 


The contract for lighting this exhibition has been 


secared by Messrs. Nicholson and Jennings, of 7, West- 
minster Chambers, Victoria Street, S.W., who have 


tendered in accordance with the specification’ prepared 


by Mr. Kenneth Mackenzie, of 15, Great George Street, 
Westminster, who is acting as consulting engineer to 
the commissioners. This exhibition will be opened in 
January next, and will remain so for at least three 
months ; being the first exhibition held in that part 


of the world, it is naturally creating considerable 
attention. The contract includes motive power and 


plant for an equivalent of 70 arc lamps and 650 glow 


Jamps, or equal to an electrical output of 74,000 watts ; 


and, since the buildings which are being erected will 
be spacious and of an elegant design, the effect, both in 
the interior of the exhibition as well as the ornamental 
grounds will be very striking. The contract also includes 
two electric motors of 20 H.P. each, for running some 
of the counter-shafting supplying power to exhibitors. 
The West Indies are at present, certainly as far as 
regards the enterprise of English electrical contractors, 
altogether untouched, since the greater part of whatever 
has been done there up to now has been supplied from 
the United States ; and it is thought that a considerable 
impetus will be given to trade by the fact of this exhi- 
bition being organised by the government of the 
largest English colony there. 


particulars to any electrical firms who might feel 
inclined to utilise the advantages which this exhibition 
will offer for opening up a trade in the West Indian 
islands and Central America. | 


The Electric Light on the German Railways.—In | 
ermany, on the railway lines on the banks of the | 


Rhine, the electric light has been employed for some 
years with success. 
that the directors of the Prussian railways are about to 
light, as a trial, a certain number of carriages with in- 
candescent lamps. Five of these lamps will be installed 
in each carriage. The intensity of the light can be 
regulated by the passengers as they wish. 


The African Telegraph Service.—The first telegram 
direct from the German-African coast arrived last week 
in Hamburg. It was addressed by Serva Hadji to 
Captain Baron Von Gravenreuth, and ran as follows :— 
‘ Lauterberg from Bagamoyo. Gravenreuth Salaam. 


Serva Hadji. Two members of the telegraph staff 


have just left Marseilles for Dar-es-Salaam with a view 
to organising the telegraph service there.” 


Dry Batteries.—The following directions, with re- 
ference to a dry battery manufactured by an American 
firm, suggests that the name dry has been given by an 
inhabitant of the Emerald Isle. “To fully charge 
battery remove the cover and pour in slowly through 
the holes in the top one-gill of pure water.” 


Telephone and the Benwell Murder.—So great is the 
. interest in this case, that telephone wires have been 


connected from the Court to a neighbouring hotel. 
Transmitters are placed near the heads of the counsel, 
thus enabling the trial to be heard with distinctness. 
The wires, which almost obstruct the view, called forth 
a protest from the judge. 


Double-Cylinder Phonograph.—An improved phono- 


‘graph has been invented by an American which takes 


a record on two cylinders simultaneously. 


We understand that 
Mr. Mackenzie will be glad to give information and - 


The Voss Gazette now informs us - 
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Electric Cars in ‘Leeds, — The Thomson-Houston 
Company has offered to equip a section of line in Leeds 
with electric cars, and pay a nominal rent of 100 


' guineas a year. If, on the expiration of two years, the 


Corporation decides to adopt electricity as the motive 


power upon the tramways, it will be able to take over 


the concern from the American company ata valuation. 
This will be no doubt favourably considered by the 
Highways Committee. 


The Electro-Harmonic Society.—The concerts of this 
season—the fifth—will be six in number, and are 
announced to take place on the evenings of the 
following dates :—Friday, October 3rd, 1890, Smoking 
Concert ; Friday, November 7th, 1890, Smoking Con- 
cert; Monday, December 8th, 1890, Ladies’ ‘Night ; 
Friday, January 30th, 1891, Smoking Concert ; Friday, 
February 27th, 1891, Ladies’ Night; Friday, April 
10th, 1891, Smoking Concert. At the first of the series 
Messrs. A. Thompson, W. G. Forington, W. Nicholl 
and Frederick Upton will perform, whilst the instru- 
mental portion of the programme will be in the hands 
of Messrs. T. E. Gatehouse and Alfred Izard. 


Wade’s Patent Are Lamp Tablets.— With the view of 
utilising the strong light of the arc lamp for adver- 
tising purposes, transparent tablets are now mannfac- 
tured, lettered in various colours, and so made as to 
fit any type of lamp. Some are constructed of two bent 


| | 
i 
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panels joined at the ends, forming an oval enclosure 


for the lamp, and others of four panels, forming a 
Square enclosure for the lamp. They do not diminish 
the light, and are effective both by day and night. 
They are supplied by the Woodhouse and Rawson 
United Company, Limited. | 


Telephone Induction Coils.—The article on Tele- 
phone Induction Coils, which we give in our 
present issue, opens up an interesting subject. Those 
who have experimented largely with different forms 
and sizes of coils for telephonic purposes can hardly 
fail to have been struck with the extraordinarily 
small difference which is found to exist in the working 
qualities of the different types—long coils, short coils, 
coils of small diameter, coils of large diameter, coils 
with large cores, and coils with small cores all seem to 
give very nearly similar results; even the gauge of 
wire used in the primary and in the secondary makes 
surprisingly little difference. The cause of all this has, 
we believe, never been explained, nor attempted to be 


explained. Great hopes were entertained that coils on 


the transformer principle would give remarkably good 

results, but quite the contrary turned out to be the 

a and the reason is now evident if it were not so 
ore. | 


Electric Lighting in Chelsea.—In the report of the 
surveyor to the parisb, we find the following remarks : 
There are in Chelsea actually using the electric light, 
“bout 139 houses supplied as follows, viz. :— 


Chelsea Electricity Supply Co...  .. 113 houses. 


Cadogan Electric Light Co. à 
London Electric Supply Corporation ... 1 ,, 
139 


It should be borne in mind that the desire for electric 
light in Chelsea is not, as in most parishes, an outcome 
of the electric lighting mania of 1882, but dates from 
some four years prior to that period, and that what at 
first sight looks like slow progress, is really the natural 
growth of an important industry which, in each stage 


of its advancement, bears marks of the careful atten- , 


tion bestowed ypon it by the Chelsea vestry. 


NEW COMPANIES REGISTREED. 


Electrical Inventions Company, Limited.—Capital, 
£35,000 in £1 shares. Objects: To acquire, work, 
develop and deal with patents of electrical inventions 


and improvements, and of electrical instruments and — 
' apparatus of every description, whether patented or 


not. Signatories (with 1 share each): W. Dare, 15, 
Stansfield Road, Stockwell; S. B. Witherby; 5, Holly 
Villas, Highgate ; A.Good and A. W. Good, 57, Moor- 
gate Street ; R. Radermacher, 16, Golborne Road, W. ; 
Bruce Kedge, 29, Morrison Road, S.W.; C. Jellicoe, 
74, Godolphin Road, Shepherd’s Bush. Thesignatories 
are to appoint the first directors ; qualification for sub- 
sequent directors, £190 in shares; the company in 
general meeting will appoint remuneration. Regis- 
tered 18th inst. by A. W. Rixon, 10, Austin Friars. 

J. E, H. Gordon and Company, Limited.—Capital, 
£50,000 in £10 shares. Objects: Toacquire as a going 
concern the business of electrical engineer carried on 


hy J. E. H. Gordon, M.Inét.C.E., and.to construct, 


manufacture, supply, and maintain’ electric light 
machinery and apparatus. Signatories (with 1 share 
each): *J. E. H. Gordon and Mrs. Gordon, 1, Queen’s 


Gate Gardens; *W. J. Rivington and Mrs. Rivington, — 
21, Gledhow Gardens, South Kensington ; Mrs. E. C. 


Gordon and Miss E. C. Gordon, Hornlow Cottage, 


Campden Hill, W.; Hy. Sinclair, 11, Pall Mall. The © 


signatories denoted by an asterisk are the first directors ; 
qualification, 200 shares. Registered 19th inst. by 
Messrs. Mann and Taylor, 109, New Oxford Street. 


Combination Telephone and Electrical Eagineering 


Company, Limited,—Capital, £20,000, in £1 shares. . 
Objects: To acquire and work the letters patent, Nos. . 


9,008 and 7,553, both of 1890, relating to telephones, 
and to take over as a going concern the business of 
Charles James Grist, carried on at 43, Sydney Street, 
Oxford Road, Manchester. To carry on the business of 
a telephone, telegraph and electric light, heat and power 
supply company. Signatories (with one share each) : 
A. Lewis, 204, Elgin Avenue, W. ; T. J. Cook, 4, Bovill 


Road, Forest Hill; H. C. Fowler, St. Paul’s Road, 
Tottenham ; H. T. Raw, 140, Birchanger Road, Wood- | 


side, S.E.; S. N. Smith, 68, Holmes Road, Kentish 
Town ; T. E. Halford, 33, Priory Road, Bedford Park ; 
C. Howard, 59, Lennox Road, Walthamstow. Messrs. 
C. J. Grist and E. Frank Fartado are appointed manag- 
ing directors, each at a salary of £300 per annum. The 


ordinary directors will be entitled to £75 per annum 


each, with £45 additional to the chairman.’ Qualifica- 
tion, 50 shares. Registered, 19th inst., by Ernest 
Salaman, 65 and 66, Chancery Lane. Registered office, 
35, New Broad Street. Fs | 
J. H, Holden and Company, Limited.—Capital, 
£1,000, in £1 shares. Objects: To carry on business 
as cotton, wool, flax, hemp, jute and yarn merchants. 
To generate, use, let, or supply electric, gas, steam, or 
other power. Signatories (with one share each): J. 
H. Holden, Tonge; P. Crook, Bolton; W. Schmid, 
Bolton ; F. T. Hilton, Bolton ; Miss A. Nuttall, Bolton ; 
P. Kirkham, Preston; Mrs. M. Holden, Bolton ; all in 
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Lancashire. — Registered, 19th inst, without special 
articles, by R. Jordan, 120, Chancery Lane. Office, 
Bradshawgate, Bolton, Lancaster. 


OFFICIAL RETURNS OF ELECTRICAL 
COMPANIES. 


British Electric Propulsion and Traction Company, 
Limited.—The annual return of this company, made 
up to the 18th inst., was filed on the same day. The 


nominal capital is £5,000, in £1 shares. 3,241 shares — 


have been issued, 3,184 being considered fully paid. 


SR 97 shares the full amount has been called and 
| 
Woodhouse and Rawson United, Limited, — An 


agreement of 3rd inst. (filed 15th inst.) is supplemental 
to an agreement of 15th July entered into with Wood- 
house and Rawson Electric Manufacturing Company, 
Limited (called the vendor company). The sale and 
purchase of the property referred to in the principal 
agreement has not yet been completed, for divers 
reasons, principally legal questions between the vendor 
company and other parties as to certain important 


assets. Until settlement thereof, it is deemed desirable — 


that no steps should be taken for the liquidation of the 
company, and it is agreed to modify the terms of the 
principal agreement. It is therefore agreed that the 

oe money payable shall be apportioned as 
ollows.;—. 


The plant, other than incandescent lamp plant … £5,250 
The stock, other than stock of incandescent lamps 11,750 


Patents and licences ... 11,000 
Stock of incandescent lamps, and incandescent 
lamp plant eee eee eee eee ee 

| £82,000 


The sum of £23,000 is payable in ordinary shares and 
in fully paid shares. 

An agreement of 3rd September (registered 15th 
inst.) with the Woodhouse and Rawson Electrical 


Supply Company of Great Britain, Limited, is also sup- . 
_ plemental to an agreement of 15th July. For similar 


reasons the purchase consideration is modified until 
the settlement of the question involved, to £15,000, of 
which £12,500 is payable in fully paid shares. | 


CITY NOTES, REPORTS, MEETINGS, &c. 


The Direct Spanish Telegraph Company, Limited, 


THE report of the directors for the half-year ended 30th June, 
1890, to be presented at the general meeting of shareholders, to 
be held on Tuesday, September 30th, 1890, states that the accounts 
show, after providing for debenture interest, a balance to the 
credit of profit and loss of £7,199 17s. 2d. The traffic receipts 
have again been satisfactory, and show an increase of 
£2,057 1s. 8d. as compared with the corresponding half-year of 
1889. The working expenses are £391 Os. 8d. in ‘excess of those 
for the corresponding period of last year. The company’s cables, 
and the land-lines in connection with them, have continued in 
good working order throughout the half-year. . The company was 
represented at the International Telegraph Conference held at 
Paris in May last, and had, as well as other telegraph companies 
and administrations, to submit to reductions of tariff which will 
affect the company’s revenue to some extent. These reductions 
do not come into force untii the Ist July, 1891. 

An extraordinary general meeting will take place immediately 
after the ordinary qu meeting, in accordance with the follow- 
ing resolution which was unanimously adopted by the shareholders 
at the last ordinary general meeting. 

_“ That in the opinion of this meeting the directors’ remunera- 
tion should be now increased beyond the sum of £400 per annum, 
and that in view of their declared intention not to avail them- 
selves of their rights under the 71st of the company’s articles of 
association as it now stands, the directors be, and are hereby re- 
quested, to give notice of a special resolution being brought for- 
ward at the next half-yearly meeting for altering article 71, so as 


to increase their remuneration to £600, or otherwise, as may from 


time to time be voted in pere meeting.” 
Of the balance of profit and loss, £2,500 have been put to the 
reserve fund, which now amounts to £20,258 6s. 6d,, leaving a 


balance of £4,699 17s. 2d. Out of this amount the directors re. 
commend the payment of the dividend at the rate of 10 per cent. 
per annum on the preference shares, and a dividend at the rate of 


6 per nt PA annum (free of income tax) on the ordinary shares, : 


This will admit of a sum of £1,685 12s. 9d. being carried to the 
“contingencies account,” which the directors consider it indis- 
pensable to maintain, in view of fluctuations of traffic, &c., the 
reserve fund applying solely to the renewal of the cables. .. 
The dividend + warrants will be issued on the 1st October, 1890, 


| 
General Electric Power and Traction Company, 
| Limited, 


Tue statutory meeting of this company was held at Winchester 
House, on Tuesday, Viscount Bury presiding. | 

The Chairman said his task was a purely formal one, the meet- 
ing being held, in pursuance of statute, for the purpose of 
giving the shareholders an opportunity of satisfying themselves, 
by personal communication with the board, at a short period after 
commencement of operations, that all the requirements of the 
various Acts have been complied with, and that everything is in 
regular and due order. He was happy to say that the affairs of 
the company were in complete order. No accounts had been 
issued, because it would be entirely premature to talk about what 
had been done or what was going to be done in the immediate 


future. A time would shortly arrive when the directors would 


have something to say upon those subjects. All he could tell them 
was that the company, which as @ going concern, was 
going on in a satisfactory manner. The directors had been con- 
stantly and energetically occupied with the various details of the 
factory, the mining branch, and the launches. | The company’s 


“electrical cars were running in a satisfactory manner. The 


electrical works were under the management of Mr. A. T. Snell, 
who was well known as a most efficient and successful engineer, 
and who had occupied a high position under Mr. Immisch, at the 
‘ Tmmisch ” works. They. were very satisfactorily developing the 
mining plant, and had received very considerable orders in that 
department. Very satisfactory enquiries had been received from 
the various departments: of electric traction, especially those 
devoted to tramways. In fact, the company had a future before 
it which, as he was not addicted to strong language, he would 
not call brilliant, but which he would call satisfactory, to his 
colleagues and himself. eee 

A Shareholder would like to know to what extent shares had 
been taken ? | 

The Chairman thought it was not a strictly regular question ; 
it was certainly no part of the business of the present meeting. 
But, while anxious to keep within the usual routine, he saw no 
objection to saying that, with the exception of £8,000, the whole 
of the shares, ordinary and preference, had been allotted; and the 
whole proceeds of the preference shares would be devoted to the 
working of the company. . | 

The proceedings then terminated. 


Elmore’s Wire Manufacturing Company, Limited,— 
The Stock Exchange has appointed to-day a special settling 
day for Elmore’s Wire Manufacturing Company, Limited, 
shares Nos: 1 to 67,358, and has orde the undermentioned 
securities to be quoted :—Preference shares, Nos. 1 to 50,000; 
Elmore’s Patent Copper, vendors’ shares, Nos. 1 to 23,300; 
Elmore’s Wire Manufacturing Company, Limited, shares Nos. 1 


_ to 67,358. 


Elmore’s Copper Companies.—The first batch of 
letters of allotment in Elmore’s French Patent Copper Deposit- 
ing Company, Limited, has been posted. “ We,” says a financial 


paper, “areinformed that the issue has been subscribed nearly four 


times over, the actual number of shares applied for being 253,951.” 
The shares are quoted 1§ to 1} prem. An Austrian Elmore’s 
Copper Company is to be brought out in a few days. 


Stock Exchange Settlements.—A pplication has been 
made to the Stock Exchange to appoint a settling day, and to 
grant a quotation to the International Okonite Company, Limited, 


preference shares, Nos. 5,667 to 17,000; ordinary shares, Nos. 


22,667 to 34,000 ; and £517,000 6 per cent. debentures. Woodhouse 
and Rawson United, Limited.—Ordinary shares Nos. 1 to 31,416, 
and preference shares Nos. 40,001 to 54,285. 


Globe Telegraph and Trust Company, Limited.—The 


directors have declared an interim dividend of 1s. 9d. per share, 


_ payable on the 18th proximo. 
Eastern Extension, Australasia, and China xelegrape 
2s. 6d. 


Company, Limited.—Interim dividend for June quarter of 2s 


per share, payable on the 15th prox., has been declared by the 


directors. 


l'RAFFIC RECEIPTS. 


The Brazilian Submarine Telegraph Company, Limited, The traffic receipts for 


the week ending September 19th, were £4,640, 

The Western and Brazilian Telegraph Company, Limited. The receipts for the week 
ending September 19th, after deducting the fifth of the gross receipts payable 
to the London Platino-Brazilian Telegraph Company, Limited, were £3,627, 
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KLECTRICAL REVIEW 
SHARE LIST OF ELECTRICAL COMPANIES. 

Present | Stock or Cl _ Closing 

250,000 | African Direct Telegraph, Ltd., 4 p. c. Deb: Regd. and t toBearer | 100 | 98 —101 on el 

1,549,160 Anglo-American Stock | 514— 52} 51 — 52 
2,725,420 Do. 6 p. c. nt. ais bs ss Stock 88 — 89 874— 88} 88} 88 
2,725,420 Do. do. Deferred Stock 154— 16% |  14ÿ— 15} 158 

130,000 | Brazilian Submarine Telegraph, Limited . “és : 10 11}— 12} 113— 12} 12 114 
99,000 Do. do.  5p.c. Bonds... 100 100 —102 100 —102 102 een 
75,000 Do. do. 5 p. c. 2nd Series, RER J une, 1996 100 103 —107 103 —107 ; 

63,416 | Brush Electric Engineering Ordinary, Nos. 1 to 63,416... 3 1 2 | We 2 : 

63,416 Do. do. Preference, Nos. 1 to 63,416 lgxd li— 1 

$7,216,000 | Commercial Cable, Capital Stock | $100 103 —105 108 —105 | 105 1033 

24,850 | Consolidated Tel ephone Construction and ‘Maintenance, Ltd. . 14/- = + — 

,000 | Crompton & Co., Limited, 7 p. c. Pref. Shares, Nos. 1 se 20 ,000 Stock 5 54 5} 

16,000 | Cuba Telegraph, Limited … ége 10 123— 124 | 12 — 124 
12,931 Direct Spanish e imi eee on 415 Les 
6,090 Do. ig j 10 p. c. Preference... nly pai D 5 9 — 10 9 — 10 at 9,5 
60,710 | Direct United States Cable, Limited, 1877 20 10$— 10% 10§ 103 

400,900 Eastern Telegraph, Limited, Nos. 1 to 400,000 … ib 10 14 — 14} 14 — 14} 144 14 
70,000 Do. 6 p. c. Preference 10 15 — 15} 15 — 15} 15} se 

200,000 c. Dehs. (1879 issue), re ay. 1899 100 106 —109 106 —109 
1,290,000 Do. . ©. Mortgage Debenture Stock Stock 104 —107 104 —107 1053 ne 

250, Eastern Eitension, ustralasia and China Telegraph, Limited ° 10 144— 143 144— 143 14.5, 14} 

820,000 Do. 6p.c. Debentures, repay. February, 1891  … 100 100 —102 100 —102 

446,100 Do. 6p.c. (Aus. Gov. Sub.), Deb., 1900, red. ann. drgs. . 1C0 103 —106 103 —106 103 
12,500 Do. 5 p. c. Debentures, 1890, redeem. ann. drawings... 100 103 —106 103 —106 

367,900 | Eastern and South African Tel., Ltd. 5 p. c. Mort. Deb., 1900... 100 102 —105 102 —105 

,000 | Electric Construction, Limited, Nos. 101 to 45,100 :  … oe ee 734—8} 7i— 8} 
19,900 | *Electricity Supply Co. of Spain, Nos. 101 to 20,000 .… 5 43— 5} . 44— 6} 

46,700 | Elmore’s Patent Copper abs 2er Ltd., Nos. 23,001 to 70,000 2 6}— 7} 6 — 61 7 5g 

67,385 Elmore’s Wire Manufacturing, Limited, Nos. 1 to 67, 385 2 a i: 
: issued at 1 pm. all paid (£14 paid) e a 
19,700 | Fowler-Waring Cables, Nos. 301 to 20,000 _ ae only Asi 5 2— 2} 24— 3 

180,227 | Globe Folegraph and Trust, Limited 10 8i— 94 8i— 94 93, 815 

180,042 |. Do. do. 6 p.c. Preference aes Gi 10 144— 15 148— 15 | 

150,000 | Great N orthern Tel. Company ri Copenhagen .... 10 15§— 16} 15$— 16} 1538 | 154 
40,900 a do. 5 p. c. Debs. aster of 1881) 100 100 —103 100 —103 : 

250,000 do. do. issue of 1883) ...| 100 | 104 —107 104 —107 104 
9,334 de and! Batle Ltd., Ordinary, Nos. 4,667 to 14,000 ... 10 114— 124 -114— 124 
5,334 Do. à. Gamalative Preference, Nos. 2,667 to 8,000 :10 114— 12} 11— 124 
41,600 India-Rubber, ‘GuttaPercha and ey 8 Works, Limited . 10 184— 19} 18 — 19 18% 

200,000 Do. cont 44 p. c. Deb., 1896... ‘ae ie 100 102 —104 102 —104 : 

17,000 | Indo-European Telegraph, Limited... # oo 36 — 38 36 — 38 37 |: 361 
38,348 | London Piatino-Brazilian ‘Telegraph, Limited .… 10. — 7 64— 7 : 

109,000 Do. 0. 6 p. c. Debentures ne 100 105 —108 105 —108 
49,900 | *Metropolitan Electric Supply, Limited, Nos. 6,101 7 50,000 .. 10 4 — 4} 4 — 4} 

436,700 | National aI Telephone, Limited, Nos. 1 to 486,700 ... see 5 - Ag Ak— 44 44 49 
15,000 Do. 6p.c. Cum. Ist Preference .. 10 12 — 12}. 12 — 124 12% LA 
15,000 Do. 6 p. c. Cum. 2nd Preference (48 ae paid) 10 10 — 104: 10 — 10} 

220,000 | Oriental Telephone, Nos. 80,001 to 800,000 (11/- paid) 1 à— : 

outh of England Telepho e, ary, Nos. 

209,180 1 to 3,500, 98,251 to 300,000 1 
20,000 Do. 6p.c. Cum. Pref., Nos. 1 to 20,000 (St only paid) 5 2i— 8 24— 

3,381 | Submarine Cables Trust sks Cert. 113 —117 118 —117 | 
78,949 | Swan United Electric Light, Limited ‘a (834 only paid) 5 5}— 5% 5k— 53 512 54 
37,350 | Telegraph Construction and Maintenance, Limi 12 42 — 44 43 — 45 444 434 

150,000 Do. do. . do. 5 p. c. Bonds, red. 1894 100 100 —102 100 —102 
55,000 —_— River Plate Telephone, Limited ... 5 31— 4 oi. 4 3} “. 

146,000 0. do. 5 p. c. Debenture Stock... … | Stock 90 — 94 90 — 94 

100,090 De do. 7 p. c. Debs., Nos. 1 to 1,000 100 
15,609 | West African Telegraph, Limited, Nos. 7, 501 to 23,109 .. 10 9 — 10 0:10 

300,000 Do. do. do. 5p.c. Debentures ... 100 99 —102 99 —102 100 993 
30,000 | West Const of America Telegraph, Limited 10 4i— 6 db 6 

150,000 do. do. 8 p. c. Debs, repay. 1902 100 101 —106 103 —108 106 aS 
64,572 Western and Brazilian Telegraph, Limited 15 11 — 114 11 — 113 11} at ee 
26,986 Do. do. do. 5p.c. Cum. Preferred .. 74 63— 7} 63— 7 7 645 
26,986 Do. do. do. 5p.c. Deferred .. 74 44— 5 43 — 5 44 

200,000 Do. do. do. 6p.c. Debentures “A,” 1910... 100 103 —106 103 —106 ° 

250,000 Do.  6p.c. Mort. Debs., series “B” of ’80, red. Feb., 1910 100 101 —104 101 104 
88,321 | West India and Panama Telegraph, Limited... +s 10 3g— 3}— 3} 3} 3} 
34,563 Do. do. do. 6 p. c. Ist Preference 10 113— 12 114— 12 | 
4,669 Do. do. do, 6 p. c. 2nd Preference  … 10 131— 14 14 — 15 

1,336,000 | Western Union of U. S. Tel., 7 p. c. lst Mort (Building) Bonds $1,000 | 122 —127 122 —127 

179,300 Do. 6 p. c. Sterling Bonds 100 97 —99 99 —103 

42,853 |*Westmstr. Elec. Sup. ‘Corp. . Ord., Nos. 101 to 42, 953 (£2 only paid) 5 1} — 1} 1}— 1} 1ÿ 


* Subject to Founders Shares. 


Blackpool Electric Tramway Company, Limited, £10 (£64 paid), 77 &.—Elmore Copper Depositing Priorities, 7 —74.—Elmore’s © 


LATEST PROCURABLE QUOTATIONS OF SECURITIES NOT OFFICIALLY QUOTED. 


French Patent Copper Depositing shares of £2 (issued at 103. premium, 15s. paid), 24—23.—House-to-House Company (£5 paid), 
5 —5}.—International Okonite, Ordinary of £10 (£7 paid), 6{—7}.—London Electric Supply Corporation, Ordidary (£5 paid) 


2}—3.—Manchester Edison and Swan Company, £9 (£1 paid) 11/- —13/-. 


Bank Rats or Discount.—5 per cent. (25th September 1890). 
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[SEPTEMBER 26, 1890. 


THE ELECTRO-MAGNET.* 


By Prof. SILVANUS P. THOMPSON, D.Sc., B A., M.LE.E. 


(Continued from page 332.) 


In the next number of “ Silliman’s Journal ” (April, 1831), Prof. 
Henry gave ‘ an account of a large electro-magnet, made for the 
laloratory of Yale College.” The core of the armature weighed 
594 Ibs., it was forged under Henry’s own direction, and wound by 
Dr. Ten Eyck. This magnet, wound with 26 strands of copper 
bell wire of total length of 728 feet, and excited by two cells 


_ which exposed nearly 43 square feet of surface, readily supported 


on its armature. which weighed 23 1bs., a load of 2,063 Ibs. 
Writing in 1867 of his earlier experiments, Henry speaks + thus 
of his ideas respecting the use of additional coils on the magnet 
and the increase of battery power :— 
“To test these principles on a larger scale, the experimental 
magnet was constructed, which is shown in fig. 6. In this a 


Fia. 6.—HENRY’S EXPERIMENTAL ELEcTRO-MAGNET. 


number of compound helices was placed on the same bar, their 
ends left projecting, and so numbered that they could all be 
united into one long helix, or variously combined in sets of lesser 
length. | 

À 0 a series of experiments with this and other magnets, it 
was proved that in order to produce the greatest amount of mag- 
netism from a battery of a single cup a number of helices is re- 
quired ; but when a compound battery is used, then one long wire 
must be employed, making many turns around the iron, the 


length of wire, and consequently the number of turns, being com- 


mensurate with the projectile power of the battery. ras 

‘ In describing the results of my experiments, the terms ‘ in- 
tensity ’ and ‘quantity ’ magnets were introduced to avoid circum- 
locution, and were intended to be used merely in a technical sense. 
By the intensity magnet I designated a piece of soft iron, so sur- 
rounded with wire that its magnetic power could be called into 
operation by an intensity battery ; and by a quantity magnet, a 
piece of iron so surrounded by a number of separate coils, that its 
magnetism could be fully developed by a quantity battery. 

‘I was the first to point out this connection of the two kinds of 
the battery with the two forms of the magnet, in my paper, in 
‘ Silliman’s Journal,’ January, 183), and clearly to state that when 
magnetism was to be developed by means of a compound battery, 
one long coil must be employed, and when the maximum effect 
was to be produced by a single battery, a number of single strands 
should be used. Neither the eloctro-magnet of Sturgeon 
nor any electro-magnet ever made previous to my investigations 


was applicable to transmitting power to a distance. . . . . The 
‘electro-magnet made by Sturgeon, and copied by Dana, of New 


York, was an imperfect quantity magnet, the feeble power of which 
was developed by a single battery.” 

Finally, Henry { sums up his own position as follows :— 

“1. Previous to my investigations, tae means of developing 
magnetism in soft iron were imperfectly understood, and the elec- 
tro-magnet which then existed was inapplicable to transmissions 
of power to a distance. : 

“2. I was the first to prove by actual experiment that in order 
to develop magnetic power at a distance, a galvanic battery of 


‘intensity * must be employed to project the current through the | 


long conductor, and that a magnet surrounded by many turns of 
one long wire must be used to receive this current. 


“3, I was the first to actually magnetise a piece of iron at a dis- _ 


tance, and to call attention to the fact of the applicability of my 
experiments to the telegraph. : 

‘4, I was the first to actually sound a bell at a distance by 
means of the electro-magnet. | ig 

“5. The principles I have developed were applied by Dr. Gale 
to render Morse’s machine effective at à distance.” 

Though Henry’s researches were published in 1831, they were 


for some years almost unknown in Europe. Until April, 1837, — 


when Henry himself visited Wheatstone at his laboratory at 
King’s College, the latter did not know how to construct an elec- 
tro-magnet that could be worked through a long wire circuit. 
Cooke, who became the coadjutor of Wheatstone, had originally 


*Cantor Lecture. Delivered before the Society of Arts, 
January 20th,1890. 

+ Statement in Relation to the History of the Electro-Magnetic 
Telegraph : from the Smithsonian Annual Report for 1857, p. 99. 

T “ Scientific Writings of Joseph Henry,” vol. ii., p. 435, 


come to him to consult him,* in February, 1837, about his tele. 
graph and alarum, the electro-magnets of which, though t 

worked well on short circuits, ref to work when placed in cir- 
cuit with even a single mile of wire. Wheatstone’s own arcount+ 
of the matter is extremely explicit :—“ Relying on my former ex- 
perience, I at once told Mr. Cooke that his plan would not and 
could not act as a telegraph, because sufficient attractive power 
could not be imparted to an electro-magnet interposed in a long 
circuit ; and to convince him of the truth of this assertion, I in- 


vited him to King’s College to see the repetition of the experiments — 


on which my conclusion was founded. He came, and after eceing 
a variety of voltaic magnets, which, even with powerful batteries, 
exhibited only slight 
pointment.” 

After Henry’s visit to Wheatstone, the latter altered his tone. 
He had been using, faute de mieux, relay circuits to work the 
eleetro-magnets of his alarum in a short circuit with a local 
battery. “These short circuits,” he writes, “ have lost nearly all 
their importance, and are scarcely worth contending about since 
my discovery” (the italics are our own) “ that electro-magnets may 
be so constructed as to produce the required effects by means of 
the direct current, even in very long circuits.” Ÿ 

We pass on to the researches of the distinguished physicist of 
Manchester, whose decease we have lately had to deplore, Mr. J. P. 
Joule, who, fired by the work of Sturgeon, made most valuable 
contributions to the subject. Most of these were published either 
in Sturgeon’s “ Annals of Electricity,” or in the “ Proceedings of 
the Literary and Philosophical Society of Manchester,” but their 
most accessible form is the republished volume issued five years 
ago by the Physical Society of London. 


In his.earliest investigations he was endeavouring to work out 


the details of an electric motor. The following is an extract from 
“his own account (“ Reprint of Scientific Papers,” p. 7.) :— 

“In the further prosecution of my enquiries, I took six pieces 
of round bar iron of different diameters and lengths, also a hollow 
cylinder, th of an inch thick in the metal. These were bent 
in the J-form, so that the shortest distance between the poles of 
each was half an inch; each was then wound with 10 feet of 
covered copper wire, ;,th of an inch in diameter. Their attractive 
powers under like currents for a straight steel magnet, 14 inch 
long, suspended horizontally to the beam of a balance, were, at 
the distance of half an inch, as follows :— 


| 


| 
Nol. |No.2. |No.3. | No. 4.| No. 5.| No.6. 
Hollow. | *olid. | Solid. | Solid.) Solid.| Solid.| Solid. 


Length round the ben 


in ... 6 534 | 22 | 24 | 2} 
Diameter in inches 4 3! 2). ¢ 
Attractionfor steel mag- | . 

net, in grains... . | 75 | 68 | 6&1) 5°0 | 41 | 48 | 36 
Weight lifted, in ounces | 36 | 52 | 20 | 28 


| ak 92 | 36 


‘“ A steel magnet gave an attractive power of 23 grains, while 
its lifting power was not greater than 60 ounces. © 

‘The above results will not appear surprising if we consider, 
first, the resistance which iron presents to the induction of mag- 
netism, and, second, how very much the induction is exalted by 
the completion of the magnetic circuit. : 

‘ Nothing can be more striking than the difference between the 


ratios of lifting to attractive power at a distance in the different 


magnets. Whilst the steel magnet attracts with a force of 23 
grains and lifts 60 ounces, the electro-magnet No. 3 attracts with 
a force of only 5°1 grains, but lifts as much as 92 ounces. 

“To make a electro-magnet for lifting purposes :—1. Its 
iron, if of considerable bulk, should be compound, of good quality, 
and well annealed. 2. The bulk of the iron should bear a much 
greater ratio to its length than is per the case. 3. The 
poles should be ground quite true, and fit flatly and accurately to 


the armature. 4. The armature should be equal in thickness to 


the iron of the magnet. 

‘ In studying what form of electro-magnet is best for attraction 
from a distance, two things must be considered, viz., the length of 
the iron, and its sectional area. 

“ Now I have always found it disadvantageous to increase the 
length beyond what is needful for the winding of the covered 
wire.” 

These results were announced in March, 1839. In May of the 
same year Joule propounded a law of the mutual attraction of two 
electro-magnets as follows :—‘ The attractive force of two electro- 
magnets for one another is directly proportional to the square of 


‘the electric force to which the iron is exposed ; or if E denote the 


electric current, w the length of wire, and m the magnetic attrac- 
tion, m = E? w’.” The discrepancies which he himself observed he 
rightly attributed to the iron becoming saturated magnetically. 
In March, 1840, he extended this same law to the lifting power of 
the horseshoe electro-magnet. 

In August, 1840, he wrote to the “ Annals of Electricity ” on 
electro-magnetic forces, dealing chiefly with some special electro- 
magnets for traction. One of these possessed the form shown in 


* See Mr. Latimer Clark’s account of Cooke in vol. - viii. «f 
“ Journal of Society of Telegraph Engineers, p. 3,741, 1880. : 
+ W. F. Cooke, “ The Electric Telegraph: was it invented by 


Prof. Wheatstone ? ” 1856-7, pt. ii., p. 87. 


t Ib., p. 95. 


esive attraction, he expressed his disap- 
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Fig. 7. Both the magnet and the iron keeper were furnished 
with eye-holes for the peers, © suspension and measurement 
of the force requisite to the keeper. Joule thus writes 
about the iments * :— | 

“Ip now to describe my electro-magnets, which I con 
structed of +: different sizes, in order to develop any curious 
circumstance which might present itself. A piece of cylindrical 
wrought iron, eight inches long, had a hole one inch in diameter, 
bored the whole h of its axis; one side was planed until the 
hole was e sufficiently to separate the thus formed poles 
one-third of an inch. Another piece of iron, also eight inches 
with the other planed surface, the whole was turned into a cylinder 
eight inches long, three and Te econ inches in exterior, and 
one inch interior diameter. The piece was then covered 
with calico and wound with four copper wires covered with silk, 
each 23 feet long, and th of an inch ‘in diameter—a quantity just 
sufficient to hide the exterior surface, and to fill the interior 

ied hole.” . . . . ‘The above is designated No. 1, and 

e rest are numbered in the order of their iption. 

“I made No. 2 of a bar of half-inch round iron 2°7 inches 
long. It was bent into an almost semi-circular shape, and then 
covered with seven feet ef insulated copper wire 2th of an inch 
thick. The poles are half an inch asunder, the wire com- 
pletely fills the space between them. | 

“A third electro-magnet was made of a piece of iron 0°7 inch 
long, 0°37 inch broad, and 0°15 inch thick. Its edges were 
reduced to such an extent that the transverse section was ellip- 
tical. It was bent into a semi-circular , and wound with 

aie ure a still more extensive variety, I constructed what 
might, from its extreme minuteness, be termed an elementary elec- 
tro-magnet. It is the-smallest, I believe, ever made, consisting of 
a bit of iron wire } of an inch long, and th of an inch in 
diameter. It was bent into the shape of a semi-circle, and was 
wound with three turns of wninsulated copper wire 2th of an inch 
in thickness.” 

With these magnets experiments were made with various 
strengths of currents, the tractive forces being measured by an 
arrangement of levers. The results, briefly, are as follows :— 
Electro-magnet No. 1, the iron of which weighed 15 lbs., required 
a weight of 2,090 lbs. to detach the k . No. 2, the iron of 
which weighed 1,057 grains, required’ 49 lbs. to detach its arma- 

ture. No. 3, the iron of which weighed 65°3 grains, supported a 
load of 12 Ibs., or 1,286 times its own weight. No. 4, the weight 
of which was only half a grain, carried in one instance 1,417 
grains, or 2,834 times its own weight. ins 

“It required much patience to work with an arrangement so 
minute as this last ; and it is probable that I might ultimately 
have obtained a larger figure than the above, which, however, 
exhibits a power proportioned to its weight far greater than any 
on record, and is eleven times that of the celebrated steel magnet 
which belonged to Sir Isaac Newton. | 
«ff It is well known that a steel ee ought to have a much 
pus length than breadth or thickness ; and Mr. Scoresby has 
ound that when a large number of straight steel magnets are 
bundled together, the power of each when separated and examined 
is greatly deteriorated. All this is easily understood, and finds its 
cause in the attempt of each part of the system to induce upon 
the other part a contrary magnetism to its own. Still there is no 

reason why the principle should in all cases be extended from the 
steel to the electro-magnet, since in the latter case a great and 


the former to support by its own unassisted retentive property. 
All the preceding experiments support this position, and the fol- 
lowing table gives proof of the obvious and necessary general con- 
sequence, the maximum power of the electro-magnet is directly 
proportional to its least transverse sectional area. The second 


inches of the entire magnetic circuit. The maximum power in 
pounds avoirdupois is recorded in the third; and this, reduced to 
an inch square of sectional area, is given in the fourth column 
under the title of specific power.” 3 


TABLE I. 
Least 
| 2e 2 
My own electro-magnets 00436 | 12 275 


| 

| 

No. 4. … 0‘0012 0 202 : 162 

Mr. J. C. Nesbit’s. Length ee | | 
the curve, 3 feet; diameter of | 

iron core, 23 in.; sectional area, + 

5°7 in. ; do. of armature, 4°5 in. ; |. 
weight of iron, about 50 lbs. | 

Prof. Henry’s. Length round) 
the curve, 20 in.; section, 2 in. | 
square ; sharp edges rounded off; ( | 

Mr. Sturgeon’s original. Tht 


3°94 750 190 


round the curve, about 1 ft.; 0°196 50 255 


diameter of the round bar, } in. 


_# “ Scientific Papers,’ vol. i., p. 30. 


commanding inductive power is brought ante Bay to sustain what | 


column of the Table contains the least sectional area in square | 


“The above examples are, I think, sufficient to À mr the rule I 
have advanced. No. 1 was probably not fully ted ; other- 
wise I have no doubt that its power per square inch would have 
approached 300. Also the specific power of No. 4 is small, because 
of the difficulty of making a experiment with it.” 

These experiments were followed by some to ascertain the effect 
of the length of the iron of the magnet, which he consideréd, at 
least in those cases where the degree of magnetisation is con- 
siderably balow the point of saturation, to offer a decidedly pro- 
pee resistance etisation ; a view the justice of which 

now after 50 years amply confirmed. , | | 


2 NE B 


Fig. 7.—JOuLE’s ELECTRO-MAGNET. 


In November of the same year further experiments* in the 
same direction were published. A tube of iron, spirally made and 
welded, was pre » planed down as in the preceding case, and 
fitted to a similarly prepared armature. The hollow A der thus 
formed, shown in fic. 8, was 2 feet in length, its internal 


Fra. 8.—JOULE’s CYLINDRICAL ELECTRO-MAGNET. 


diameter was 1°42 inch, its internal being 0°56 inch. The 
least sectional area was 101 square inches. The exciting coil 
consisted of a ~— copper rod, covered with tape, bent into a 
sort of S:shape. This was later replaced by a coil of 21 er 
wires, each th inch in diameter and 23 feet long, bound together 
by cotton tape. This magnet, excited by a battery of 16 of 
Sturgeon’s cast-iron cells, each one foot square and one and a-half 
inch in interior width, arranged in a series of four, gave a lifting 
power of 2,775 Ibs. 

. Joule’s work was well worthy of the master from whom he had 


learned his first lesson in electro-magnetism. He showed his 


devotion not only by writing descriptions of them for Sturgeon’s 
‘ Annals,” but by exhibiting two of his electro-magnets at the 
Victoria Gallery of Practical Science, of which Sturgeon was 
director. Others, stimulated into activity by Joule’s example, 
proposed new forms, amongst them being two chester gentle- 
men, Mr. Radford and Mr. Richard Roberts, the latter being a 
well-known engineer and inventor. Mr. Radford’s electro-magnet 
consisted of a flat iron disc, with deep spiral grooves cut in its 
face, in which were laid the insulated copper wires. The armature 
consisted of a plain iron disc of similar size. This form is 
described in Vol. IV. of Sturgeons ‘ Annals.” Mr. Roberts’s form 


Fic. 9.—RoBERTs’s Fig. 10,—-JouLn’s Z1G-ZAG 
ELECTRO-MAGNET. ELEcTRO-MAGNET. 


of ‘electro-magnet consisted of a rectangular iron block, having 
i. el grooves cut across its face, as in Fig. 9. This 
was described in Vol. VI. of Sturgeon’s “ Annals,” p. 166. Its 
face was 6$ths inches square, and its thickness 2,;4ths inch. It 
weighed, with the conducting wire, 35 Ibs.; and the armature, of 
the same size and 1} inch thick, weighed 23 lbs. The load 
sustained by this magnet was no less 2,950 Ibs. Roberts 


* « Scientific Papers,” p. 40, and “ Annals of Electricity,” vol. 
V., Pe 170. 
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inferred that a magnet, if made of equal thickness, but five feet 
square, would sustain 100 tons’ weight. Some of Roberts’s. 
apparatus is still preserved in the Museum of Peel Park, Man- 
chester. | 
On p. 431 of the same volume of the “ Annals,” Joule described” 
et another form of electro-magnet, the form of which resembled — 
in general fig. 10; but which, in actual fact, was built up of 24 
separate flat pieces of iron bolted to a circular brass ring. The 
armature was a similar structure, but not wound with iron. The 
iron of the 
Ibs. The weight was 2,710 Ibs., when excited by 16 of Sturgeon’s 
the calocifie effects of magneto-electri 
a subsequent paper on the calorific effects of magneto-electri- 
city,* published in 1843, Joule described another form of electro- 
magnet of horseshoe shape, made from a piece of boiler-plate. 
This was not intended to give great lifting power, and was used 
as the field magnet of a motor. In 1852, another powerful electro- 
magnet of horseshoe form, somewhat similar to the preceding, was 
constructed by Joule for experiment. He came to the conclusion + 
that, owing to magnetic saturation setting in, it was improbable 
that any force of electric current could give a magnetic attraction 
greater than 200 lbs. per oe inch. “That is, the greatest 
weight which could be lifted by an electro- et formed of a bar 


of iron one inch square, bent into a semi-circular shape, would not 
exceed 400 Ibs.” | | 


With the researches of Joule may be said to end the first stage 
of development. The notion of the magnetic circuit which had 
thus guided Joule’s work did not commend itself at that time to 


the professors of physical theories; and the practical men, the - 


telegraph engineers, were for the most part content to work by : 


purely empirical methods. Between the practical man and the ' 


theoretical man there was, at least on this topic, a great gulf fixed. : 
The theoretical man, arguing as though etism consisted in 


a surface distribution of polarity, and as though the laws of 


electro-magnets were like those of steel ets, laid down rules 
not applicable to the cases which occur in practice, and which 


hindered rather than helped progress. The practical man, finding © 


no help from theory, threw it on one side.as misleading and useless. 
It is true that a few workers made careful observations and formu- 
lated into rules the results of their investigations. Amongst these, 
the ay were Ritchie, Robinson, Müller, Dub, Von Kolke, 
and Du Moncel; but their work was little known beyond the pages 
of the scientific journals wherein their results were described. 
Some of these results will be examined in my later lectures, but 
they cannot be discussed in this historical résumé, which is 
accordingly closed. 


GENERALITIES CONCERNING ELECTRO-MAGNETS. 


Materials.—In any complete treatise on the electro-magnet, it 
would be needful to enumerate, and to discuss in detail, the several 
constructive features of the apparatus. Three classes of material 
enter into its construction—first, the iron which constitutes the 
material of the magnetic circuit, including the armature as well 
as the cores on which the coils are wound, and the yoke that con- 
nects them; secondly, the copper which is employed as the 
material which conducts the electric currents, and which is 
usually in the form of wire; thirdly, the insulating material 
employed to prevent the copper coils from coming into contact 
with one another, or with the iron core. There is a further sub- 
ject for discussion in the bobbins, formers, or frames upon which 
the coils are in so many cases wound, and which may in some 
cases be made in metal, but often are not. The engineering of 
es electro-magnet might well furnish matter for a special 
chapter. | 


TypricaAz Forms. 


It is difficult to devise a satisfactory or exhaustive classification 
of the varied forms which the electro-magnet has assumed ; but it 
is at least possible to enumerate some of the typical forms. 


Fig. 11.—Typicaz TWo-POLE ELECTRO-MAGNET. 


1. Bar Electro-magnet.—This consists of a single straight core 
(whether solid, tubular, or laminated), surrounded by a coil. 
Fig. 3 (Ezecrricaz Review, September 19th, p. 329) depicted 
Sturgeon’s earliest example. 

_ 2. Horseshoe Electro-magnet.—There are two sub-types included 
in this name. The original electro-magnet of Sturgeon (fig. 1, 
p. 329) really resembled a horseshoe in form, being constructed of 
a single piece of round wrought iron, about half an inch in 


* “ Scientific Papers,” vol. i., p. 123; and “ Phil. Mag.,” Ser. 3, 
vol. xxiii., p. 268, 1843. 

t “ Scientific Papers,” vol. i., p. 862 ; and “ Phil. Mag.,” Ser. 4, 
vol. iii., p. 32. 


et weighed 7 1bs., and that of the armature 4°55 > 


ears the other sub-type has prevailed 
fixed into a third piece of wrought-iron, the yoke. Occasionally 


this form is modified by the use of one coil only, the second core : 


being left uncovered. This form has received in France the name 
of aimant boîteux. Its merits will be considered later. Sometimes 
a os | coil is wound upon the yoke, the two limbs being un- 
cove | 


3. Ironclad Electro-magnet.—This form, which has many times 
been re-invented, differs from the simple bar magnet in having an 
iron shell or casing external to the coils, and attached to the core ’ 
at one end. Such a magnet presents, as depicted in Fig. 12,a 


12.—IRON-CLAD ELECTRO-MAGNET. 


_ central pole at one end surrounded by an outer annular pole of 


the opposite polarity. The appropriate armature for electro- 
magnets of tyne 0 de lid of iron. 
4, Coil and Plunger.—A detached iron core is attracted into a 


hollow coil, or solenoid, of copper wire, when a current of electri- : 
. This is a special form, and will: 


city flows. round the latter 
receive extended consideration. 

5. Special Forms.—Beside the leading forms enumerated above, ' 
there are a number of special types, multipolar, spiral, and others : 
designed for particular purposes. There is also a group of forms 
intermediate between the ordinary electro-magnet and the coil and 


PoLARITY. | 
It is a familiar fact that the polarity of an electro-magnet : 


depends upon the sense in which the current is flowing aroundit.: 
Various rules for remembering the relation of the electrie flow 


Fig. 13.—D1acram ILLUSTRATING RELATION OF MAGNETISING . 
Crrovurrt AND Resuttinc Maaenetic Force. 


and the magnetic force have been given. One of them that is 


useful is that when one is looking at the north pole of an electro- 
magnet, the current will be flowing around that polein the sense 


| opposite to that in which the hands of a clock are seen to revolve. 


Another useful rule, suggested by Maxwell, is illustrated by fig. 
13, namely, that the sense of the circulation of the current 
(whether right or left-handed), and the positive direction of the 
resulting magnetic force are related together in the same way as 
the rotation and the travel of a right-handed screw are associated 
together. Right-handed rotation of the screw is associated with 
forward travel. Right-handed circulation of a current is ‘asso- 
ciated with a magnetic force tending to produce north polarity at 
the forward end of the core. 


Uses IN GENERAL. 


Regarded as a piece of mechanism, an electro-magnet may be 
regarded as an apparatus for producing a mechanical action at a 
place distant from the operatorwho controls it ; the means of com- 
munication from the operator to the distant point where the 


.electro-magnet is being the electric wire. The uses of electro- 


magnets may, however, be divided into two main divisions. For 
certain purposes an electro-magnet is required merely for obtain- 


diameter, and nearly a foot long, bent into an arch. In recent 
iled, consisting, as shown in: 
ig. 11, of two separate iron cores, usually cut from circular rod, ' 
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ing temporary adhesion or lifting power. It attaches itself to an 
armature, and cannot be detached so long as the exciting current 
is maintained, except by the application of a superior opposing 
pull. The force which an electro-magnet thus exerts upon an 
armature of iron, with which it is in direct contact, is always con- 
siderably greater than the force with which it can act on an arma- 
ture at some distance away, and the two cases must be caref 

distinguished.. Traction of an armature in contact, and attraction 


of an armature at a distance, are two different functions. So 


different, indeed, that it is no exaggeration to say that an electro- 
magnet designed for the one purpose is unfitted for the other. The 
question of designing electro-magnets for either of these LS geo 

hich an 


will occupy a large part of these lectures. The action w 
- electro et exercises on an armature in its neighbourhood may 


be of several kinds. If the armature is of soft iron, placed nearly 
parallel to the polar surfaces, the action is one simply of attrac- 
tion, producing a motion of pure translation, irrespective of the 
polarity of the magnet. If the armature lies oblique to the line of 
the poles there will be a tendency to turn it round, as well as to 
attract it; but, again, if the armature is of soft iron the action 
will be independent of the polarity of the magnet, that is to say, 


independent of the direction of the exciting current. If, however, 


the armature be itself a magnet of steel permanently magnetised, 


then the direction in which. it tends to run, and the amount, or 
even the sign of the force with which it is attracted, will depend 


on the polarity of the elec et, that is to say, will depend 


on the direction in which the exciting current circulates. Hence 


there arises a difference between the operation of a non-polarised 


and that of a polarised apparatus, the latter term being applied 
to those forms in which is employed a n —say 

im on- aratus is in all cases inde; 
pendent of the direction of the rat. sc 
served by electro-magnets is the production of rapid vibrations. 
These are employed in the mechanism of electric trembling bell, 
in the —— À breaks of a coils, in electrically-driv 
tuning-forks such as are emplo or purposes, 
in the instruments used in i 


end of responding to rapidly alternating currents is a 

. Lastly, there are certain applications of the 
electro-magnet, notably in the construction of some forms of ‘arc 
lamp, for which it is specially sought to obtain an equal, or 
approximately equal, pull over a definite range 
use necessitates special designs. | 


Tue PROPERTIES or Inox. 


À knowledge of the me greg operties of iron of different kinds 
is absolutely fundamental to the theory and design of electro- 
magnets. No excuse is, therefore, necessary for treating this 
matter with some fullness. In all modern treatises of magnetism, 
the usual terms are defined and explained. Magnetism which was 
formerly treated of as though it were something distributed over 
the end-surfaces of “te is now known to be a phenomenon of 
t i 


internal structure ; e appropriate mode of considering it is 
 to’treat the magnetic sotetiele. iron and the like, as being capable 


of acting as good conductors of the 
words, as possessing magnetic germeability. The precise notion 
now attached to this word is that of a numerical coefficient. Sup- 
pose a -magnetic force—due, let us say, to the circulation of an 
electric current in a surrounding coil—were to act on a space 
occupied by air, there would result a certain number of magnetic 
lines in that space. In fact, the intensity of the magnetic force, 
symbolised by the letter H, is often expressed by saying that it 
would produce H magnetic lines per square centimetre in air. 
Now, owing to the superior magnetic power of iron, if the space 
subjected to this magnetic force were filled with iron instead of 
air, there would be produced a larger number of magnetic lines 
per square centimetre. This larger number in the iron expresses 
the “+ of magnetisation in the iron; it is symbolised * by the 
letter B. Theratio of B to H expresses the permeability of the 
material. The usual symbol for permeability is the Greek letter 
#. So we may say that B is equal to » times H. For example, 
a certain specimen of iron, when subjected to a magnetic force 
capable of creating, in air, 50 magnetic lines to the square centi- 
metre, was found to be permeated by no fewer than 16,062 mag- 


magnetic lines—in other 


* The following are the various ways of expressing the three 
quantities under consideration : — Ç 


B—The internal etisation. 
The magnetic induction. 
The induction. 

The intensity of the induction. 


e permeation. | 
. The number of lines per square centimetre in the material. 
H--The magnetising force at a point. | 
The magnetic force at a point. 
The intensity of the magnetic force. 


The number of lines per square centimetre thatthere would 


1n alr. 
u—The magnetic permeability. 
The permeability. 
The specific for magnetic lines. 
The magnetic multiplying power of the material. 


ELECTRICAL REVIEW. 


Another class of uses 


of motion. This 


netic lines per square centimetre. Dividing the latter figure by 
the former gives us the value of the permeability at this y reel 
the magnetisation 321, or the permeability of the iron is 321 

that of air. The permeability of such non-magnetic materials as 
silk, cotton, and other insulators, also of brass, co , and all the 


non-magnetic metals, is taken as 1, being lly the same as 


that of the air. 
This mode of 5 a the fact is, however, complicated by 
the fact of the tendency in all kinds of iron to ic saturation. 


In all kinds of iron the magnetisability of the material becomes 
diminished as the actual magnetisation is pushed further. In 
other words, when a piece of iron has been magnetised up to a 

in d it becomes, from that degree onward, less permesble 
to further magnetisation, and, though actual saturation is never 
reached, there is a practical limit beyond which the magnetisation 
cannot well be pushed. Joule was one of the first to establish this 
tendency toward magnetic saturation. Modern researches have 
shown numerically huw the permeability diminishes: as the - 
netisation is pushed to higher stages. ractical limit_ of the 
magnetisation, B, in wrought iron is about 20,000 magnetic 
lines to the square centimetre, or about 125,000 lines to the square 


inch ; and, in cast iron, the practical saturation limit is nearly 12,000 . 


lines per square centimetre, or about 70,000 lines per square inch. 
In designing electro-magnets, before calculations can be made às 
any cular purpose, it is necessary ow the magnetic pro- 
perties of that piece of iron: bility is te 
of inferior magnetic permeability, a piece it wi 
required in order to produce the same magnetic effect as might be 
produced with a sm piece of hi PT Or, again, 
the piece having inferior ty require to have more 
copper wire wound on it; for in order to bring up its magnetisation 
to the required oe it must be subjected to higher magnetising 
forces than would be necessary if a piece of‘ higher permeability 
had been selected. | 

A convenient mode of studying the magnetic facts res 
any particular brand of iron is to plot on a diagram the curve 
magnetisation—{.e., the curve in which the values, plotted hori- 
zontally, re t the magnetic force, H, and the values plotted 
vertically thon that correspond to the ective magnetisation, 

. In fig. 14, which is modified from the researches of Prof. 

wing, are given five curves ne go, be soft iron, hardened iron, 
annealed steel, hard-drawn steel, glass-hard steel. It will be 
noticed that all these curves have the same general form. For 
small values of Hi the values of B are small, and as }} is increased 
8B increases also. Further, the curve rises very suddenly, at least 
with all the softer sorts of iron, and then bends over nnd becomes 
nearly horizontal. When the magnetisation is in the stage below 
the bend of the curve, the iron is ssid to be far from the state of 
saturation. But when'the magnetisation has been pushed beyon 


Fig. 14.—Curves or MAGNETISATION OF DIFFERENT 
Maaenetic MATERIALS. - 


the bend of the curve, the iron is said to be in the stage approsch- 


ing saturation ; because at this stage of magnetisation it requires 
a large increase in the magnetising force to produce even a very 
small increase in the magnetisation. It will be noted that for soft 
wrought iron the stage of approaching saturation sets in when B 
has attained the value of about 16,000 lines per square centimetre, 
or when } has been raised to the value of about 50. As we shall 
see, it is not economical to push B beyond this limit; or, in other 
words, it does not pay to use stronger magnetic forces than those 


Meruops or MEASURING PERMEABILITY. 


There are four sorts of experimental methods of measuring 
permeability. 

1. Magnetometric Methods.—These are due to Müller, and con- 
sist in surrounding a bar of the iron in question by a magnetising 
coil, and observing the deflection its magnetisation produces in a 
magnetometer. 

2. Balance Methods.—These methods are a variety of the pre- 
ceding, a compensating magnet being employed to balance the 
effect produced by the etised iron on the magnetometric 
neelle, Von Feilitzsch this method, and it has received a 


| 
| 
structions Of electro-magnet are appropriate to. special purpose 
such as these. The of or the 
| of about = 50. 
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more definite application in the magnetic balance of Prof. Hughes. 
The actual balanos is exhibited to-night upon the table, and I 


have beside me a large number of observations made by students 


of the Technical College by its means, upon sundry samples of 
iron and steel. None of these methods are, however, to be com- 
pared with those that follow. 

3. Inductive Methods.—There are several varieties of these, but 
all depend on the generation of x transient induction current in 
an exploring coil which surrounds the specimen of iron, the in- 
tegral current being proportional to the number of magnetic lines 
introduced into, or withdrawh from, the circuit of the exploring 
coil. Three varieties may be mentioned. 

(A) Ring Method.—In this method, due to Kirchhoff, the iron 
under examination is made up into a ring, which is wound 
with a primary, or exciting coil, and with a secondary, or 
og coil. Determinations on this plan have been made 
by Stowletow, Rowland, Bosanquet, and Ewing; also by Hop- 
kinson. Rowland’s arrangement of the experiment is shown 


in fig. 15, in which 8 is the exciting battery; s, the switch | 


for turning on or reversing the current; R, an adjustable resist- 
ance; A, an ampère-metre ; and 8 a the ballistic galvanometer, 
the first swing of which measures the inte induced current. 
R c is an earth conductor or reversing coil wherewith to calibrate 
the readings of ‘the galvanometer, and above is an arrangement of 
a coil and a magnet to assist in bringing the swinging needle to 


8. 
Fig. 15.—RING METHOD OF MEASURING PERMEABILITY 


(ROWLAND’S ARRANGEMENT). 


rest between the observations. The exciting coil and the ex- 
loring coil are both wound upon the ring; the former is dis- 


inguished by being drawn with a thicker line. The usual mode 


of procedure is to begin with a feeble exciting current, which is 
suddenly reversed, and then reversed back. e current is then 
increased, reversed, and re-reversed ; and so on, until the strongest 
available points are reached. The values of the magnetising force, 
H, are pi rt from the observed value of the current by the 
following rule. If the strength of the current, as measured by the 
ampère-meter be i, the number of spires of the exciting coil, s, 
and the eng, in centimetres, of the coil (1.e., the mean circum- 
ference of the ring) be 1, then is given by. the formula— 
H = « T = 12666 x 
Bosanquet, applying this method to a number of iron rings, 
obtained some important results. In fig. 16 are plotted out the 
values of H and B for seven rings. One of these, marked 5, was 


of cast steel, and was examined both when soft and afterwards 


when hardened. Another, marked 1, was of the best Lowmoor 
iron. Five were of Crown iron, of different sizes. They were 
marked for distinction with the letters ‘c, &, Fr, H,K. In the ac- 
_ ying Table are set down the values of B at different stages 
of the 


magnetisation. 


TABLE oF VALUES oF B IN Five Crown IRON Rivas. 


. Name. | G, | E. F, H. | K. 
parthickness.| 2008 |. | 93725 0m. 
| | | | | 
0-2 126 73° 62 82 85 
08 |: où 
840 .675 | 
2 | 4,564 | 3,952 3,583 | 2,777 | 2,417 
5 | 9,900 | 9,147 8,293 8,479 | 8,884 
10 | 13,023 | 13,367 | 12,540 | 11,376 | 11,388 
20 14,911 | 14,653 | 14,710 | 14,066 | 13,273 
50 16,217 15,704 | 16,062 | 15,174 | 13,890 
100: 17,148 | 16,677 | 17,900 16,134 14,837 


| | 


I have the means here of illustrating the induction method of 
measuring permeability. Here is an iron ring, having a cross- 
section of almost exactly one square centimetre. It is wound with 
an exciting coil supplied with current by two accumulator cells ; 
over it is also wound an exploring coil of 100 turns connected in 


circuit (as in Rowland’s 
of the galvanometer is also included a reversing earth-coil. Asa 


matter of fact, this earth-coil is of such a size, and wound with 


so many convolutions of wire that, when itis turned over, the 
amount of cutting of magnetic lines is equal to 840,000, or is the 
same as if 840,000 magnetic lines had been cut once. By adjusting 
the resistance of the galvanometer circuit, it is arranged that the 
first swing due to the induced current, when I suddenly turn over 
the earth coil, is 8°4 scale divisions. Then, seeing that our 
exploring coil has 100 turns, it follows that, when in our subse- 
quent experiment with the ring, we get an induced current from 
it, each division of the scale over which the spot swings will mean 
1,000 lines in the iron. I turn on my exciting current. See: it 
swings about 11 divisions. On breaking the circuit, it swin 

nearly 11 divisions the other way. That means that the magnetis- 
ing force carries the magnetisation of the iron up to 11,000 lines ; 
or, as the cross-section is about 1 square centimetre, B = 11,000, 
Now, how much is H ? The exciting coil has 180 windings, and 
the exciting current through the ampéremeter is just 1 ampére. 
The total excitation is just 180 “ampére-turns.” We must, 
according to our rule given above, multiply this by 1‘2566 and 


divide by the mean circumferential length of the coil, which is 


about 32 centimetres; This makes H = 7. So if B = 11,000 
and H = 7, the permeability (which is the ratio of them) is about 
1,570. It is a rough and hasty experiment, but it illustrates the 


. method. 


_Fic. 16.—Bosanquer’s Data or Magnetic PROPERTIES OF 
Inon AND STEEL Rives. 


Bosanquet’s experiments settle the debated question whether 
the outer layers of an iron core shield the inner layers from the 
influence of magnetising forces. Were’ this the case, the rin 
made from thin bar iron should éxhibit higher values of 8 than do 
the thicker rings. This is not so; for the thickest ring, a, shows 
throughout the highest magnetisations. 

(B.) Bar Method.—This method consists in employing a long bar 
of iron instead of a ring. It is covered from end to end with the 
exciting coil, but the exploring coil consists of but a few turns of 


wire situated just over the middle part of the bar. Rowland, 
Bosanquet, and Ewing have all empires this variety of method; — 


and Ewing specially used bars the length of which was more than 


. 100 times their diameter, in order to get rid of errors arising from 


end-effects. 
(To be continued.) 


ABSTRACTS 
OF PUBLISHED SPECIFICATIONS, 1889. 


11426. “ Improvements in the mode of driving, by means of 
electric motors, tramcars and other ‘vehicles, and in apparatus for 
reducing in transmission to the axles of such vehicles the speed of 
rotation derived from electric and other motors.” . P. A. Newton. 
(Rare from abroad by W. Main, of New York.) Dated 

uly 16. 1s. 6d. Consists, in part, of an improvement upon 
Mics is commonly known as Watt’s sun and planet gear. 
claims. | 


11589. “ Improvements in electric conductors, and in laying 
and supporting conductors within conduits.” R. E. B. Crompton. 
Dated July 20. 8d. Relat>: to further improvements connected 
with Letters Patent No. 7655 of the 25th May, 1888. 5 claims. 


11847. “ Improvementsinthed tribution of electrical energy.” 
SIEMENS BROTHERS & Co. (Commun cated from abroad by the 


. firm of Siemens and Halske, of Berlin.) Dated July 25. 8d. 


Claims :—1. The method of distributing electrical energy wherein 
three or more secondary conductors that supply the groups of 
consuming apparatus are combined with one or more current 


ment) with a ballistic galvano- 
meter which reflects a spot of light on the screen. In the circuit 
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generating machines and one or more transformers in such manner 
that the current generating machine or machines is or are con- 
nected by two main leads to the primary coil of the transformer 
the secondary coil of which is divided into sections which are con- 
nected to the said three or more secondary conductors substantially 
as described. 2. .The modification of the method of distri- 
bution referred to in the preceding claim wherein the transformers 
consist of m jerators having two or more generator arma- 
tures and driven by the current from the main current generator, 
the generator armatures of the motor transformers ‘being coupled 
in series and connected to the said three or more secondary con- 
ductors substantially as described. 


12772. “ Improvements in means or apparatus for the genera- 
tion and conversion of electric energy.” A. pe Castro. Dated 
August 13. Sd. Consists in the employment of finely sub- 
divided or comminuted a my serge metal, usually iron filings, 
arranged in such way as to C 

rticles may vibrate, and subjected to the action of magnetic 
ines of force derived either from permanent or electro-magnets, or 
from an exciting coil or coils. 4 claims. — eee aoe 


12982. ‘‘ Improvements in actuating mechanism for electrical 
switches.” T. Barton. Dated August 17. 6d. Claim :—The 
combination of a pulley or roller working against a lever actuated 
by a spring or Cr against a spring only, of special design, 
without the lever, and applied for the purpose of forcing the con- 
tact maker home in both directions, and applied to a switch for 
making and breaking electric circuits. 


13371. ‘“ Improvements in electric Selegrephic apparatus, a 
licable also to other ‘electric signalling or indicating apparatas.” 
ï. H. Parxer and G. W. Farraty. Dated August 24.: 8d. Has 
for its object to automatically relay from a battery the particular 
current which may be +7 ep age whether it be of the positive or 
negative kind, and further to deflect the-needle or actuate any 
other electrical instruments in a much more sensitive or econo- 
mical manner than has been previously done. The relay instru- 
ment consists of five or more permanent. ets, upoh each of 
which is mounted. an electro-magnet, by which induced mag- 
netism is obtained; two of these require to be positive, two 
negative, and the other either positive or negative, as may be pre- 


13859. ss Regula tor for electric lighting.” E. J. Hovanton. 
Dated September 3. 6d. Claim:—1l. The gradual insertion in 
or withdrawal from a circuit of resistance by means of a solenoid 
and vessel containing mercury or other conducting fluid. © 


14162. “Improvements in treating and rectifying or agei 
alcohol or alcoholic liquors’ or the like by electricity.” A. 
Meritens. Dated September 7. 4d. Claim :—In the treatment 
and rectification or ageing of alcohol or alcoholic liquors and the 
like by electrical action the employment of a salt such as bi-sul- 
phite of soda for the purpose described: - = Fra 
18018. ‘ Improvements in electro-magnetic brakes for railway 
and similar vehicles and in means for increasing the adhesion be- 
tween the wheels and rails.” A.J. Boutt. (A communication 
from E. E. Ries and A. H. Henderson, of America.) Dated No- 
vember 12. 8d. This invention has reference to a system of 
electro-magnetic brakes for wheeled vehicles, more especially for 


railway cars, and the same is combined with and is designed to 


operate in conjunction with a system of electro-magnetic traction 
increasing devices, for which letters patent have been obtained of 
Great Britain, No. 4,280, dated 20th ch, 1888. 18 claims. 


THE VALUE OF DETAIL IN THE CARE AND 


: LABOUR OF ELECTRIC LIGHT STATIONS.* 
By A. J. DE CAMP. Ft 


IT certainly is a fact apparent to any one who has had 
the handling of electric light stations, that it is essen- 
tially a business of detail.. The larger items about the 
business are very easily handled. They will take care 
of themselves if they are put in the right direction ; 
but there is an infinite number of small things which 
very materially affect the successful operation of an 
electric light station. As an illustration of what I mean 
by that term, I will say that after considerable reflec- 
tion and dividing the items worthy of care and atten- 
tion in the management of the business under fifty 
heads, all of which have to be kept track of, and all of 
which are a positive and a direct item of expense or 
inconie, I find five items which I have had to class as 
miscellaneous expenses. These include all those items 
of expense which have a bearing on the business in 
general, not chargeable to any one of the particular 
heads under which I have seen fit to group the business. 


soa ennened before the N. E. L. A., Cape May, August 20th, 


loose or free to move, so that the ~ 


IT find that the amount involved in miscellaneous items 


for the last year, in one company, was about $15,000 ; 
the space occupied on the books of the company to 


cover these small items was twice as much as the whole 
of the other part of the business. The items there 


reached from one penny up. There is no doubt but 
that detail may be carried to such an extent that it 
becomes burdensome. It may become unprofitable on 


‘some particular item, but we can only treat this matter 


as a whole. In one item of carbons alone the reduction 
in the expense of the carbon caused after a system was 
adopted by which they were accounted for on the basis 


of the inches, there was a saving of nearly 50 per cent. 


in that item alone. | 
Another important thing is the matter of discipline 


‘because it is utterly impossible to get the detail part of 


your business thoroughly carried out unless you have 
a thorough discipline about your station. The most 
important item in the whole operation of an electric 
light station in point of dollars and cents is that of 
labour, and I do not see but what it will always be the 
case. I remember there was a time when we thought 
that sixty lamps on an ordinary: circuit was a day’s 
work for a man. Nowthey trim a hundred lamps more 
easily than they used to trim sixty, and my own judg- 
ment is that in the course of time we will work up 80 
that 150 will be no harder than 100. ARRET 5 AEDT 

A custom of dealing with labour, I think, which 
requires the accounting of every minute of time for 
which a man is employed, has a very beneficial effect. 
I think that alone can be credited with a reduction in 
the pay-roll of some 25 per cent. A custom has been 
adopted by me of having a slip furnished to the work- 
man by which he accounts for every hour of service ; 
this gives the man who has charge of him an oppor- 
tunity of jadging for himself whether that man has 


employed his time properly during the ten hours. In 


the early history of the business it was the custom of 
my company to doa great deal of work without charge. 
That was done for policy sake. The number of men 
apparently required for the operation of the station was 
very far in excess of what anybody ever represented it 
to be or supposed it to be. In looking into it, we found 
that there were two or three men working here, and 


two or three there, and three or four somewhere else. 
What were they doing? 


changes, shifting the position of lamps—they were 
doing this, that,and the other thing. Well, we were going 
to be through with that and let these men go, we 


thought. But the fact is they never did go—they hung 


right straight on all the time. We closed that month 


and started in the next on the basis of charging for all 


work. The basis of the charge was mainly for the 
labour, charged at 30 cents. an hour, and ail waste 
materials. We did not charge for anything that would 
be incorporated into our own property. — | 

At that time, I think, we were running about 350 
lights, and when at the end of the month we charged 
that up and it amounted to over $800. We tried to 
collect it, but I presume we did not collect more than 
$200 out of the $800. People demurred and would not 
pay it. But it brought the thing to 4n understanding. 
Now, no work is done after the first installation unless 
it is to be paid for by our customer, and we get an 
order from our customers in which they order the 
work to be done and to charge it to their account. 
That brought the next month’s charges down, and all 
we had occasion to charge them was something less 
than $200. There could be no better proof in the world 
than that very fact that, as long as people did not have 
to pay for a thing, they were very free to indulge their 
fancies. | 

Another point : We send a man out to do a job and 
he comes in and charges three, four, five, six, or ten 
hours’ time. The man for whom that work is done 
cannot account for more than an hour or two. . Then 
comes your discussion on the payment of that account, 
and it is as a great trouble. We know nothing ; we 
charge a man’s time from the time he leave the station 
till the time he gets back and reports to us, and 
whether he has put in that amount of time, less the 


Well, they were making | 
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time of coming and going, of course we have no méans 


of knowing ; at least, we did not, but we get hearer to 


it now. That is one of the things that takes a great 
deal of time, and I have noticed that our charges for 
that sort of work are very much more equitable, 
according to the judgment of our customers, than they 
have been heretofore ; and, moreover, we find that the 
men do a great deal more work. 

Another question which I think can be very pro- 
fitably discussed is that which relates to small matters 
of. income on your revenue account. The electric 
lighting business is not in such condition that you can 
take the ordinary stand and say to the public, “ You 
will take just what wecan give you, and just as we 
-want to give it to you, or get nothing.” We make our 
contracts as specific as we can ; but we have not got a 
contract under which we have not given more service 
than we agreed to give in that contract. The service 
rendered is never below the standard. We have lights 
running on the 12 o’clock service plan; and our con- 
tracts for that service cover seven hours of maximum 
burning. That would mean strictly that at no time 
was. the service rendered by those lights to exceed 
seven hours, which, in the winter months, is from 
five to 12. But that does not do, because five o’clock 
is not-early enough in three or four months of the 
year, when the lamps are sometimes lighted as early 
48 three o’clock. - It means rather an average of seven 
hours than it does a maximum of seven hours. In any 
city where there is a restriction on the running of 
wires, it is necessary that you put half night lights on 
all night circuits, with the object and purpose of switch- 


ing them off, individually perhaps at 12 o’clock. A 


customer can ‘hardly. be relied upon to do that, and the 
only safe way to do it is to have them switched off by 
nee own employés. It is the same with all night 
ights, which might be run, and sometimes are run. 
Those conditions must be met. You must give the 
ple what they want, or you will finally lose your 
usiness, and you will have to be getting new business 
all the time. 


As long as I have been connected with this associa- 


tion, and as large an acquaintance as I have among 
electric light central station men, I never have found 
any one yet who seemed to have any appreciation or 
_ any interest in knowing just exactly what his product 
cost him on the same basis on which he sold it. To get 
‘at the cost of a light, or of any.particular part of it, it 
is very generally figured up as a horse-power. But the 
‘point that I have always contended for is this. I rent 
. alight for a given length of time, for a year, if you 
choose, which is the most favourable contact that I con- 
sider that we can make, because it gives us the longest 
service. In doing that you figure it on the basis to 
furnish light 312 nights per year, which you sell at so 
much per light. Now, you really want to know, not 
what the 312 lights cost you, and how much you get 
for them, and take the difference, and let that be profit 
or loss just as it happens to be, but you want to know 
just what each one of these lights cost you, and you 
want to know it as a whole ; you do not want to know 
whether it takes one horse-power or two horse-power, 
or half a horse-power, as there are a great many other 
things besides horse-power that enter into this question. 


Another thing that I find to be a very common prac- 


tice is, to have a uniform price for a light of a certain 
character, whether the contract is for furnishing light 
for six months or for a year. The same rate for the 
longer and the shorter term is unjust to your long 
contract customers. It is a very easy thing to rent 
lights during six months of the year, commencing the 
first of September, October or November, and it is a 
very easy thing to keep such customers, because they 
want the lights most at that time. But in the summer 
time people discontinue the use along about the first of 
March, April, May or June, and so you have an idle 
lamp during the summer, in which you have your 
money invested. I contend that the user of that lamp 
has no right to expect to get that light at the same price 
per diem as the man who pays you for a service of 312 
nights in the year, But that is almost universally done. 


that basis and others too little. 


‘There is just as much reason for a graduated scale of 
‘prices based upon the ‘amount of service you get from 
your customer as there is for fixing the price for a 10 


o’clock circuit, a 12.0’clock cireuit, or an all-night circuit, 


When that first became apparent to me the first effort 


I made to equalise the prices on that basié showed. me 


‘that there was really nothing to go upon excepting 
guess work. After the first year’s experience Ihadthe .. 
result of my own experience to go by, by means of 
which I could work it out in a little better shape. But. 
-I found myself doing an injustice to our customers 
“when I thought that I was doing an injustice to myself, 


I found that I was charging more people too much on 
This puts the company 
in the position of making a uniform contract in which 
they can say to every customer, or to every person that 
comes into the office, that the company will duplicate 
for him any contract that it ‘has on its a 


INDIAN TELEGRAPHS. 


THE following information respecting the telegraphs 


of British India is extracted from the “ Moral and 


Material Progress and Condition of India.” The length 


“of telegraph line and cable in India is now 33,462 
.miles, of which 1,568 miles represent the extensions of 
1888-89. The number of messages for that period 


were 2,978,888, an increase of 176,669 over the previous 
year. The increase of messages was wholly under the 
head of “ private messages,” there having been a con- 
siderable decrease in the number of State or public 
service messages. The receipts were Rx, 632,247, 
yielding a surplus of Rx. 198,024 on the revenue ac- 


count, and equal to 4°45 as against 5°46 per cent. in the 


preceding year on the capital outlay. The decrease of 
receipts was due to the reduction in the number of 
State messages, especially in Burmah. 

The additions to the capital expenditure during the 
year amounted to Rx. 174,362 or Rx. 60,593 less than 
the previous year. On the Indo-European Telegraph 
line vid Teheran the nett revenue was £19,138, equal 


_.to 1? per cent. on the capital outlay of £1 124,126, but 


if the line be debited with the annuity of Rx. 18,827, 


‘payable to the shareholders of the late Red Sea Tele- 


graph Company, the surplus of the. year is reduced to 
Rx. 1,111. 


CORRESPONDENCE. 


Electrical Heterodoxy. | 


Having read your article in last week’s issue on 
‘“ Electrical Heterodoxy,” it recalled to memory a little 
piece of apparatus I devised some years ago, for the 
amusement and instruction of some juvenile friends. 
I think it gives experimental proof of your explanation 
of the test tube experiment. . 

An ordinary school slate is taken, and the slate 


the centre of one side of this glass is attached a sheet of 
tinfoil, and to centre of foil is attached a smooth, 
round-ended cork neatly covered with tinfoil; from 
end of cork projected a small metal ball. The sketch 
represents a section. 

On warming the apparatus and rubbing the plain 
surface of glass with a piece of silk for a short time, a 
spark may be drawn from the projecting ball on 
opposite side of glass. 

Must I conclude the electricity passed from the 
rubbed side and through the system and out by the 
ball ? Without going into the controversy of whether 


electricity is generated or separated, the explanation 


the juveniles received was, that, by the expenditure of 


‘an amount of muscular energy, the plain surface is 


positively electrified, which induces a negative char e 


removed and a sheet of glass inserted in the frame. In — 
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: on the otter éutface! thus disturbing the electric equili- 
- brium of thé whole ‘system with the result of th 


exhibition of positive electrification on the ball... 


~~ he fact that electricity did not pass through the 


glass was shown in a very simple way, holding the 
slate horizontally, cork down, and placing a sheet of 
foil on the glass, then connecting it with the ball by 
means of a discharger, when a second spark occurs, and 
the equilibrium is restored. 


A, A, Slate frame; B, Sheet of glass; ©, Tinfoil: D, Cork and projecting ball ; 
+ —, Shows condition of electrification, though — sign should be between foil and 
glass. , 


Now, I think, this exactly shows what occurs in the 


‘test tube’ experiment, the inner surface of which is 
represented by the uncoated surface of the glass: To 
my mind, this test tube experiment of the apparent 


passage of a spark through the glass, rather points to 


: the probability that conduction is an effect of polarisa- 
| 


. Assuming the spark an evidence of conduction, and 
its passage an evidence of current, then if the conduc- 


of continuity, and this assumed 
current takes another’ quality, and one that we can 


- grasp, it apparently gets through that glass ; but how, 


and does it get through? No, it takes up the quality 


‘ assigned to induction, the dielectric glass is polarised, 


we know the inner and outer surface of the end of that 
test tube must be under a state of polarisation, one 
surface being positively electrified and the other 
negatively ; this is a fact, because we know the effect 


produced by a charge in this way. 


Are we driven to the conclusion that that which we 


call current has passed by conduction ‘through the glass. 


by the agency- of polarisation or induction ; if this be 


_go, then what is the difference between conduction and 


induction, and are they not both explainable by polari- 
sation? The glass end of the test. tube is equally a 
portion of the path ; then why should we conclude the 
energy passed through the air space by conduction and 


through the glass by induction ; rather should we say 


the whole passage is completed..from atom to atom 


through the agency of polarisation, and therefore in- 


duction, or equally conduction ; but why this clashing 


of words, why not say at once, polarisation ? 


I do not see that the insulated gas flame experiment 


_proves more than that the flame is electrified in sign 
‘similar to that from which it is deflected. I have not 


seen the original description of the experiment, but 
base my conclusion on the description in your issue of 
last week. It does not follow that because we speak of 
+ and — electrification and polarisation that. we 
believe, or even assume, there are two forces. Cte 
There is such a thing as stress and strain, and I, for 
one, can see no reason why we should consider electric 
stress and polarisation as distinct. I am firmly of 
belief the generation of current by the passage of a 
conductor across a magnetic field is one of strain, and 
bearing in mind that if a bar of copper be suspended 
in a magnetic field, it will, diamagnetically, set in a 
definite direction. What occurs if.that bar is urged 


through the field in a definite position ? Musttherenot . 


SLEOTRICAL REVIEW. 


be a strain on the particles of that bar, and will they 


' not turn toward the position in which the bar would 
set if free, and return from that position as the bar 
passes out of the field, do not the atoms, molecules, or 


_ particles of that bar oscillate, turn or rotate ? 
What do we find when the bar is in closed circuit 


‘ and approaches and enters the field, and as the atoms, 
: molecules, or particles are strained, a current of electric 


energy is urged in one direction, and as the bar passes 


out of the fleld and the atoms, molecules, or particles 


swing back, 4 current of electrié energy is urged in 


. opposite direction ? Shall we not call this straining 


‘ and polarisation in which set occurs, static 


orswinging back dynamic or oscillating polarisation, 
larisation ? 


Having got thus far, is it possible that Faraday, 


_ Tyndall, and others, in their brilliant diamagnetic ex- 


periments, omitted to test whether an electrostatic 
effect is produced by resisting the diamagnetic move- 
mént through fixing, say, the bar of copper, and thus 


_ allow the atoms, molecules, or particles to assume a 


polarised set? 
It would be an instructive discovery to find by dia- 


magnetic experiment that the set polarisation means 
‘static electrification, and the oscillating polarisation 


- dynamic electricity. There is room for thought and — 
experiment in this direction. 2 


_ September 13th, 1890: 


Henry Sutton. 


» 


French v. English Steel. 
Kindly insert the: enclosed letter in your valuable 


REVIEW, and oblige, yours respectfully, 


‘tion is absolute, the glass should be perforated ; but, — 
no, there is a break 


J. A. Parkes 
September 19th, 1890. 


“19th Sept., 1890. 
“Sir,—I have been much interested by reading in 


_the ELECTRICAL REVIEW the report of your paper on 


the quality of magnetic steel, and much pleased to 


_ observe that the sample magnets made by Mr. Marchal 


are superior to the others. The caude of my satisfac- 


‘tion is that the steel used in making these samples was 
_ furnished by me to Mr. Marchal. I have supplied him 
_ for some years. past, and the magnets which procured 
him the only award given specially for magnets in the 
“Paris.Universal Exhibition of last year were also made 


intermediary to Mr. Marchal. | 
= “Your conclusion, therefore, that French steel is 


of MM, Levick, M‘Gillivray & Co.’s steel sold by my 


‘ 


better than English needs modifying. Nevertheless, I 


shall not envy the reputation of French steel, if the 
French Government and public companies continue to 


purchase of me as heretofore. 


+ 


' “I hold myself at your service to furnish any further 


‘information that can be of use to you in pursuing your 
interesting and practically useful investigations. 


‘ I am, Sir, 
“Yours very respectfully, 
“J. A. PARKES, 
“ Paris Agent of Levick, M'‘Gillivray :-& Co.” 


Prof. Elitbu Thomson’s Alternator. 


The publication of an abstract of my specification 
describing an alternating dynamo of new design. has 


_elicited some correspondence in your paper, concerning 
which I think I may make a few statements. 


The principle of utilising the changes of magnetic. 


force without reversal in generating currents is cer- 


‘tainly not new, as I designed machines working on 
this principle as far back as 1877-78. 


The merit of the new machine is that it is a practic- 
able machine to build and to operate, and at the same 
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time that its efficiency ‘will undoubtedly be high, as 


the preliminary tests of a machine built to run 1, 000 


lights have shown that it can carry 1,500 lights quite 
efficiently. The indications go to show that machines 
can be made to have a commercial efficiency of 90 per 


-cent. or over. 


Iam tempted to be jounawhet amused at the criticisms 


made on the character of the Field as being inefficient, 


and I refer particularly to the statement of Pyke and 
Harris in their letter appearing in your issue of 
August 29th :—“ Whereas, in Prof, Thomson’s machine, 
it is apparent there is a considerable. loss in the Field, 
more particularly the revolving part of the same.” 


| Now, it happens that the machine, as constructed, shows 
no evidence of any heating in the revolving. portion as 
well as other portions ; but, on the other hand, that this 


portion of the machine keeps delightfully ‘cool, and 


_ that the heating is in the wire and only that due to 


p.28 density of current may at any time be 
owi 


nm OO the theory of the machine, it may not be 


_ out. of place to give my views on the subject... I do not 


think that the stationary iron which supports what may 


be termed the armature bobbins, is: entirely free from — 


reversals of. magnetism, but that under heavy loads 
there may be slight reversals occurring in certain por- 
tions of the iron, due to the flow of the armature 
currents themselves, and particularly. those portions 
influenced by the armature wire which are not at the 
same time under the influence of the field poles. 
Whether the lines of magnetism are actually carried 
around with the revolving consequent poles or not is a 
question which it is difficult to answer, but the actions 
would be the same whether they are or not. If they 
are carried around by the consequent pole, the, coils 
opposite them or the armature wire would be cnt by 


concentrated bundles of lines issuing from the revolv- 


ing consequent pole to the exterior iron, and if the 
lines do not rotate with the pole, then the armature 
wire would be cut by lines springing back from one 
division of the consequent pole to the next succeeding 
division as such pole revolves. 

The details of the design will probably determine 
which of these actions will take place, and, in most 
cases, perhaps both the actions of bundles of lines 
carried forward, combined with the recession of lines 
backwards from one division of the revolving pole: to 
the next succeeding, may really take place. 3 

In the large machine which I have, the laminated 
iron carrying the armature coils or induced coils is 
divided into a number. of sections or segments of a 
ring, and machines have also been built in which there 
is no iron projecting from the outer laminated portion 
towards the revolving pole. In this case, of course, the 


closure of the magnetic circuit is almost uniform | 


throughout the revolution. 
I had not intended to publish anything concerning 
this machine until the work of building and testing 


the machines of large size bad been completed, but the 


extracts from my specification have led to sufficient 


discussion to warrant me in making the statements 


preceding. 
Elihu Thomson. 
Lynn, Mass., September 10th, 1890. 


Re The Bath Installation. 

In reply to Mr. Massingham’ 8 letter I wish to point 
out that my quarrel was on September 3rd. The 
alleged carelessness was based on an accident occurring 
at midnight, September Ist. 

You will find on referring to my report of the break- 
down of August 31st, dated September Ist (and which 


_ was written early in the morning, posted to catch an 


early mail, and which would be delivered at your office 


during the afternoon or evening), that I did not 


conceal the fact that I was working on the installation. 
With the failure of August 31st, due to carelessness 
in the boiler-house, I, as engine-driver, had nothing to 


September 22nd, 1890. 


. do, and you will find the information I supplied you 


with to be correct, should ‘you care to 
enquiries. 
_ You are at liberty to ] ublish all the above or any 

extract of it “= my | fall name and address. 


Charles Powell 
September 20nd, 1890. 


Fire Office Rules. 


As you have mentioned my name in connection with “a 
the recent correspondence in the Times, of which the 
leading article on Fire Risk Rules in your issue of the 
20th inst. is the result; perhaps you will permit me to. 
make a few further rémarks on the subject. 

There is unfortunately a tendency in certain quarters 
to make light of the difficulties incidental to electric 
light wiring, and an idea that no great experience is 
required to enable anyone acquainted with the ordinary 
— of electrical science to draw up trustworthy 
rules | 

Contractors and otbers who have experienced the 
unforeseen, perplexing, and vexatious failures of in- 
sulation that from time to time occur even with the 


. best of work and material, will agree that this is not 
the case at all, and that the practical difficulties are in 
. Some cases much, greater than many apprehend. . . 

.: As. have already stated in the Times, it is much tb 


be desired that, if an electrical committee be appointed — 
by the Institution of Electrical Engineers, or any, one 

else, to confer with the insurance companies and draw 
up new rules, care shall be taken to arrange that the 
majority of those forming such a committee be men 
having a real practical experience of the subject from 


the contractors. and supply companies points of view, — | 
“and not inere secondhand information or theoretical 


knowledge, however eminent. . 
That a word of warning is required as to this, is 


evident from a glance at the names of those who com- 


posed the committee that dréw up the existing Institu- 
tion Fire Rules. The list comprises men of the highest 
distinction and standing in the electrical world ; men 


whose services to science it. would be impossible 


overestimate ; but among the whole 22 names, of whic 


seven are those of professors, there are not above half- 


a-dozen who can possibly have had any practical ex- 
perience of electrical wiring—at all events, as com- 
mercially carried out. 

Prof. S. P. Thompson has recently designated the 
Institution Rules as “a dead letter,” and as “inverte- 
brate.” On the contrary, they are in many respects an 
admirable set. of regulations, but it is idle to deny that 
they are capable of considerable improvement, and that 


a committee having a larger admixture of the practic- 


ally experienced element could now frame a set very 


_ Superior in many particulars. 


The electrical industry will, I am confident, agree as 


| to this :—If any one set of rules is to be universally 


and exclusively adopted, let us have these rules as 
perfect and as definite as practical experience can 
make them. Let these rules clearly state what is and 
what is not admissible, and distinctly differentiate 
between ‘those regulations that are obligatory and 
those that are merely recommended. Let us have a 


thoroughly competent committee to draw the rules up, 
_ and let this committee be a standing one, so that the 


rules may be revised from time to time as the progress 
of electrical science and the accumulation of experience 
renders this necessary. 

By whom, whether the Institution of Electrical 
Engineers or the Electrical Trades Section of the 


London Chamber of Commerce, such a committee, is 


appointed, is of secondary importance, provided the 
insurance companies are satisfied and due weight and 
authority be assured. The real question of moment is 
the constitution of the committee itself and the prac- 
tical competence of those who serve on it. 


A. A. Campbell ne 
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INSTALLATIONS CARRIED OUT. IN ANY: PART OF THE WORLD. 
ESTIMATES FREE. 


REID BROTHERS, 


12. WHARF ROAD. CITY ROAD. TOO. Ww. 


‘TELEGRAPH ENGINEERS AND CONTRACTORS 
For the Supplying, Erecting, and Laying Down Under-Ground Wires both for 
TELEGRAPHS AND ELECTRIC LIGHTING 3 
PNEUMATIO TUBES FITTED WITH ENGINES AND PUMPS COMPLETE. 
MAKERS OF RADCLIFFE’S PATENT ELECTRICAL SIGNAL LOCKING APPARATUS. 


PATENT TELEPHONIC WIRES 
TO PREVENT INDUCTION BOTH FOR UNDER-GROUND AND OVER-HEAD LINES. 


MANUFAOTURERS OF SUBMARINE OABLES, WIRE, IRON POLES, INSTRUMENTS, BATTERIES, INSULATORS AND oie OF EVERY DESORIPTION. 


BITUMEN TELEGRAPH WATERPROOF Co, 


101, Leadenhall Street, LONDON.  relegrams: “ CALLENDER, LONDON.” Telephone, No. 4,485, 
LIVERPOOL: 36, Dale Street. | | | 
Works: ERITH, KENT, Telegrams: “OALLENDER, PICARDY.” | Telephone, 8,411, 
UNDERGROUND MAINS | 
LAID COMPLETE ON CALLENDER- WEBBER OR SOLID BITUMEN SYSTEMS. 


LEAD SHEATHED WIRES AND CABLES 


FOR UNDERGROUND WORK, HOUSE AND FACTORY MAINS AND SHIP WORK. 
Concentric Cables—ARMOURED—Metal Sheathed. 
ABRIAL CABLES. 1205 
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COVENT 


Telegrams: 


GARDEN. . 


HIGH-CLASS ARTISTIC ELECTRIC FITTINGS 


Designed by CRICHTON HANNAH, 
(Exhibitor at the Royal Academy, 1887—1888.) 


Valuable Models in Stock of Renaissance, Louis XY., Louis XYI., Girandoles adaptable for the Electric Light. 


SKILLED MODELLERS AND CHASERS EMPLOYED. — | 
SILVER AND COPPER FITTINGS, COPPER STANDARDS, COPPER AND GLASS SUSPENSIONS, COPPER CEILING LIGHTS, COPPER BRACKETS, 


_ METAL WORK FINISHED IN GOLD LACQUER, ORMULU, ELECTRO OR MERCURY GILDING. 


3510 


THE BERNSTEIN ELECTRIC LAMP CO. 


(LIMITED), 


2, MARLBOROUGH MANSIONS, VICTORIA ST., LONDON, SW. 
OWNERS of the BERNSTEIN SYSTEM of BLECTRIC LIGHTING. 


¢€@ The lamps of this Company are of low resistance, and | 
entirely free from the claims of other companies. 130 


WILLIAM WOOD & co. 


ALBERT STREET WORKS, BURSLEM. 


MANUFACTURERS OF 


CHINA AND PORCELAIN SWITCHES, 


Screwred and Plain, 


SUSPENDERS, CEILING ROSES, BASES, 
LAMPHOLDERS, CUT-OUTS. 2» 


AND ALL CHINA FITTINGS USED BY ELECTRICIANS 
BRASS, GUN METAL, 


CASTINGS 


AND 


1830. 


\ PHOSPHOR TIN, 


METAL WORKS, \ 
WOODCOCK STREET, 


BRONZE 


INGOTS, | 


““ALBION” BRAND, 


EXCELSIOR 


“Electroler, London,” 


| ELECTRO-PLATING DYNAMOS | 


For Nickel and Silver Plating, Brassing, Electro-typing, &c., 
as used by all the principal Platers in London. 


PRICES FROM &6. 
VATS, ANODES, AND COMPLETE OUTFITS. ines 


CARL OPPERMANN, 44, Sigdon Rd. Hackney, WE. 


Telephone 
No. 3188 


| à : Sections. Prices and Discounts in all Woods free. 


Wainscot Floorings, and Manufacturers of High-Class Mouldings in all woods. 
Head Office: 214, PAVILION ROAD, SLOANE SQUARE, 8.W. 


Saw Mills: Stanley Bridge Wharf, King’s Road, CHELSEA. 
Branch Yard: 65a, Poland Street, Oxford Street, W. 


From ;!; to 50 H.P. 


For Driving 
FANS, PUMPS, 
LAUNCHES, 
ROCK DRILLS, 


PRINTING PRESSES, 
and 
GENERAL MACHINERY. 
COMPLETE PLANT FOR THE TRANS- 

MISSION OF POWER. | 


Enlarged Illustrated Catalogue 
now 


CUTTRISS & CO. Blectrical Works, Leeds. 


. i =. Used for the last six years with the greatest success. 
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GOLD MEDALS AWARDED. 


Cheap, E Efoient, Strong, Silent. No Sparking! No Overheating! 


ILLUSTRATED CATALOGUES AND PRICES ON APPLICATION. 


‘Numerous Testimonials. 


ELECTRIC WIRE CASINGS. | 


Mahogany and Timber Importers, Importers of School Board Flooring Blocks, Figured 


JOHN & Wm. ROPER, BRADFORD, vois. 
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GULCHER ELECTRIC LIGHT & POWER COMPANY, LTD. 


ARE NOW MANUFACTURING SPECIALLY FOR THE 


parvansta | “BATT ER BATTERSEA 
DYNAMOS. THE GULCHER ELECTRIC LICHT POWER C MOTORS. 
jo Lights, 216 + EP £16 
BATTERSEA FOUNDRY 
. (4 HP. £96 
9 BP £30) 


For Catalogue and Particulars apply to NIA NAGER. BATTERSEA FOUNDRY, sw. 


CRANES FOR CENTRAL 


| RECENT IMPROVEMENTS. 
R. BOLTON & CO. Engineers, 110, Leadenhall Street, LONDON, EC. | 


JOSEPE BOURNE & SON, 


MANUFACTURERS OF THE WELI-KNOWN i: 


STONEWARE TELEGRAPHIC INSULATORS AND BATTERY JARS. 


|’ For Thirty years these manufactures have been celebrated a vitrefaction combined with aang hness and strength | 
White Stoneware: | 


Brown. Stoneware. - Brown Porcelain. Porous 
Hoonomy Strength and Prise Medal, Paris Electrical 


Special Shapes for Telephone and ur Lighting Wires. oe t | 


Works: DENBY POTTERY, NEAR DERBY. a. ger à 
London Office: NEW ST. PANCRAS STATION EUSTON ROAD, L We aa | 


RAMSDEN, CAMM CO. 


BRIGHOUSE. YORKSHIRE, 


Iron and Æieel Wire Drawers and 


TELEGRAPH, TELEPHONE AND CABLE WIRE, | 


Contractors to H.M. Postmaster-General, the Indian and Colonial Governments and leading Railway Companies | | 


: 8. LONDON OFFICE: 72 KING WILLIAM STREET. E.0. 


COX-WALKERS 


SELF-PROTECTED 


BELLS. 


3 inches to diameter. 


TAYLOR, TUNNICLIFF & CO. | 3 


HAST WOOD, HANLEY, 


| Manufacturers of | 
PORCELAIN PARTS FOR 


LAMP HOLDERS, CEILING ROSES, 


SCREWED SWITCH BASES AND COVERS, 


CUT-OUTS,. 
SAFETY JUNCTIONS. 
And Specialities for Electric Lighting. 5 


GENT & CO., 


FARADAY WORKS, LEICESTER, 
ELECTRIC LIGHT ENGINEERS, 


Manufacturers, Wholesale and for Export, of 


EVERY DESCRIPTION OF ELECTRICAL APPARATUS 


MOUNTED OR 
UNMOUNTED. 


WHOLESALE AGENTS FOR 


GASSNER’S DRY CELL. | 


ALSO MAKERS OF 
MEDICAL BATTERIES 
With special form of Dry Cell : 


= 4] WATOHMANS CLOCKS. 


TELEPHONES. 


GENT & CO’S PATENT INSULATED CELL | 


to be 
THE BEST. 


_cox- WALKERS 


NE ELECTRIC WORKS, DARLINGTON. 


EDINBURGH BRANCH: 
9, W. REGISTER STREET. | 
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BAILE 


SPEED INDICATOR 


FOR USE WITH | 


Electrical Installations and with General Machinery. 


AS MANUFAGTURED. "7. AND 
us FoR auso FOR mosr 
THE OF THE 
| BRITISH ADMIRALTY CHIEF ELECTRICAL | 
pon | ENGINEERS 
WAR VESSELS. HERE AND ABROAD. 
SOLE MAKERS, pers of Dial, 8 in.; Diameter of Pulley, 4in. Price £8. is 


ROBEY & Co... 
GLOBE WORKS, LINCOLN, 
| MANUFACTURERS OF | 


AND BOILERS 


BY SPECIAL MACHINERY OF PERFECT AND MOST 
qe MODERN CONSTRUCTION. 


_ Rivetted by 
Hydraulic Machinery. 


All Holes drilled in 
position. 


- 


- 


2, | 


Constructed in sizes of 
from 4 to 40 H.P. 

and 

:: from 80 lbs. to 140 lbs. 
working pressure. 


4. 


Estimates given on receipt of specification of requirements. 


APPLY TO— 


ROBEY & CO, GLOBE WORKS, . LINCOLN. 
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Js. GG. S'TATTER CO. LTD. 


ALLIANCE ENGINEERING WORKS WEST DRAYTON NEAR LONDON. 


London Office: PRINCE’S MANSIONS, 68, VICTORIA ST., WESTMINSTER. 


66 9 for all All 
ALLIANCE’ DYNAMOS AND MOTORS ‘or all purposes. sizes ready (or tmmedinte delivery. Made by special machineryin the best manner possible and 


THE STATTER PATENT CONSTANT CURRENT DYNAMO nas a higher commercial efficiency than any other, either English or American. 


SPECIAL AUTOMATIC ENCGINES and DYNAMOS for SHIP LIGHTING 
Everything Electrical, Write for Lists. Note to Contractors.—Mesers. Statter do not tender for wiring jobs. Telegrams: “Statter West Drayton.” 1931 


af | Sheets, Rods, Tubes, Cells, &e., for Electrical Purposes, 
THE NORTH BRITISH RUBBER CO., LIMITED, 
Edinburgh; London, 57, Moorgate St.; Manchester, 6, Charlotte St. 
| Liverpool, 9, Lord Street; Glasgow, 106, Buchanan St. ; 
£ Newcastle-on-Tyne, 39, Grainger St.; Leeds, 65 & 66, Briggate. sz47 


ERNEST SCOTT Co., 


NEWCASTLE-ON-TYNE, 
Glectrical and General Engineers. 


TYNE DYNAMOS, 


TYNE ARC LAMPS, 
TYNE TRANSFORMERS. 


Complete Installations erected by experienced men at 
home and 


SPECIAL TERMS TO THE TRADE. 
Complete Catalogue on application. | 


Offices: Telegraphic Addresses: 
- LONDON: 110, Leadenhall St-eet. “ Boltonite,” London. 
MANCE CHESTER : 24, Victoria Buildin ee. “ Ampère,” Manchester. 
es ERSFIELD : Lancaster Yard, Cloth Hall St, . Dynamo,” Huddersfield. 


LASGOW : 53, Waterloo Street. Roots,” Glasgow. 
NEWCASTLE-ON-TYNE: Close Works. * Newcastie-on- 
JOHANNESBURG SOUTH AFRICA. «aise 


MARSHALL, SONS & Co. Lro. 


Highest Award MELBOURNE INTERNATIONAL AP 1880.— First Prize and Special Mention for Excellence for Engines 
First Prize and Special Mention for Excellence for Thrashing Machinery. 


BRITANNIA IRON WORKS, GAINSBOROUGH. 


London Offices, Show Rooms & Stores:—MARSHALL’S BUILDINGS, 79, FARRINGDON Rd., E.C. 
Telephone No. 6,648. MORE THAN CR 


18,000 


ENGINES SOLD 


idl 


Portable and Semi-Portable Engines, with Underneath Engines, Simple and Compound, for Extreme 
Automatic Expansion Gear. Economy in Fuel, Vertical es ead Boilers. 


M. S. & CO. KEEP A LARGE STOCK OF ENGINES: &o. OF ALL SIZES AT THEIR LONDON DEPOT FOR IMMEDIATE DELIVERY ON SALE OR HIRE. 
INSPECTION INVITED. 


= il for Ship Light- 


Engines, 8 to 19 P. 5 Crank, or Loco Installatio Fixed En with Disc Crank, Single 12 to 85 H.P., 
ultitubular Bolle with to 70 H.P, Nominal, 
egrams for Works: 


Marthalts, ] New Catalogues, with Current Prices, fres on apolication. (Engine, London” 2000 
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MA SE 


SCCTION OF SHEETING 


SHEETING. 


PATENT 


The above, which can only be obtained from this house, is | 
recognised as the Most Efficient and Economical Jointing 

Material in use. It is composed of a specially-prepared 
India-rubber Compound, protected by a covering of Yul- 
canised Asbestos Sheeting, as shown above, and as it 
is the only Jointing Material which adequately 
combines PERMANENT ELASTICITY WITH 
HEAT RESISTANCE, the advantages it 
possesses will at once be seen. 


= % BELL'S 

Blackfriars, ? aw 
LIVERPOOL : 2, Strand St., James St, ARK 


BELFAST, DUBLIN, ANTWERP, BERLIN, ; 
AGENTS.—BIRMINGHAM— BELL & Co., 7, John Bright Street. 


DEPOTS 
MANCHESTER: Cable Street, 


ASBE 


SILOS 
INDIA- RUBBER - COMPOUND 
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SECTION OF SHEETING. 


SBESTOS. 


L oNDŸ 
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{ 


The Centre from which the requisite elasticity is obtained 
will adapt itself to uneven surfaces to which it may be ap- 
plied, and allow the expansion and contraction to be fully 
taken up. The covering being of Asbestos Cloth, imparts 
a protection to the centre and so prolongs its elas- 
‘ticity. For Manhole, Mudhole, Steam Pipe, 
and Mash Tun Door Joints it is unequalled, 
and if applied as directed a ring can be — 
used many times over. 


DEPOTS: 
HULL: Humber Dock Basin, 
GLASGOW: 35, Robertson Street, 
AMSTERDAM : 264, N, Z, Voorburgwal. 


BARCELONA, TRIESTE, LISBON & GENOA. 
CARDIFF : BELL & Co., West Bute Street, 


BELL’S ASBESTOS 


BOILER PRESERVATIVE 


Will effectually keep Boilers clean and re- 
move any Incrustation, without injury 
to the Boiler Plates or Fittings. 


BELL’S ASBEST 


YARN & SOAPS TONE PACKING 


Is the BEST LOCOMOTIVE PACKING made. 


OS BELL’S ASBESTOS. 


NON-CONDUCTING COMPOSITION. 


Will reduce 
loss by radi- 
ation, and 
saves 40 per 


18 SPECIALLY SUITED FOR 


AND ALL PUMPS,  -- 


= 
1%) « 


» 

"> 


COMPOUND HYDRAULIC PACKING 


HYDRAULIC MACHINERY, ACCUMULATORS, AND AMMONIA 


cent. of fuel. . 


Is sent out 
dry in bags 
therefore 
cheaper than 
others sent 
out wet, 
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Lubricant, & Cask, Drum, | 
or Corks not marked as \ 


_— 


Drums are marked as above, 


L A a quested to forward us 


Every Cask is sent out as above, 


shown, Is earnestly re- 


All Corks are sealed as above. 
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Made from 1-Ply for Cylinder and Faced Joints to any thickness for uneven surfaces. 
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BELL’S ASBESTOLIN 


REGISTERED. 


| 

% | ADVANTAGES OF ASBESTOLINE. 

eue VA ASBESTOLINE is the most efficient Lubricant for all bearings. 
mr ASBESTOLINE is the cheapest Lubricant. 

2] ASBESTOLINE saves from 50 to 90 per cent. of the Cost of Oil. 

M] ASBESTOLINE is the Cleanest Lubricant. 


DS re ASBESTOLINE is favoured by Insurance Companies. 
Him ASBESTOLINE is the most Inodorous Lubricant. 
| Lu va il AN à ASBESTOLINE is the safest Lubricant, its flashing point being 700 F. 
EU) ASBESTOLINE has beaten all other Lubricants in making trials. = . 
ASBESTOLINE is applicable in and out doors in every climate. 
Al begs are labelled as above, ASBESTOLINE requires no special — | BELL’ s ASI BESTO s. 


CONSISTENCY OF ASBESTOLINE. 


| ASBESTOLINE, to meet all circumstances, is made in four | ASBESTOLINE C. is for use in si ns climates, both ashore 


degrees of consistency, À, B, C, and CC. and afloat. It is also invaluab 
ASBESTOLINE A, is specially adapted to ordinary Land when the temperature is high. 


Engines and Machinery, in and out-door, in this country. ASBESTOLINE CC, is designed for use on pe ds, on : 

ASBESTOLINE B, a little more solid, is for use on Steamships -+ machines, &c., ” where the e bearings are heated by steam 
in temperate climates, also on land when it is desirable to ‘ an through, and sometimes is advantageously used 
have Lubricant stiffer than A. of C. 


The reputation of Asbestoline as a lubricant of the highest efficiency in every kind of Peut is established, and it has never been equalled by any other lubricant 
in the numerous cases of special difficulty in which the best oils are ineffectual. This reputation is growing daily, because it is based on the experience of 
thousands of users under the severest circumstances any lubricant has ever been subjected to,and not on mere laboratory tests and professional analysis 
of insignificant quantities. It is used with marked success in Steel and Iron Works, Collieries, Cotton and Wool Mills, and other Textile Manufactories. In Corn Mills it 

* has proved invaluable on the roller and other modern machines, In Saw Mills,on Machines going up to 5,000 revolutions per minute, its work has never been approached 
by any other lubricant. On Electric Lighting Machinery, and in Steamships of all sizes throughout the world, the success of Asbestoline is unequalled. Many engines and 
machines of all descriptions give trouble and show bad results, both in working and wear, when the system of lubrication has not received due consideration, Engineering 


e in works in this 7 


firms of the highest eespiinese have given to it their powerful testimony and support. 


SUPPLIED IN KEGS, 28 Ibs., 56 Ibs., or 112 Ibs. 
| SPECIAL TERMS FOR LARGE QUANTITIES. 


IMPORTANT TO EXPORT MERCHANTS.—One Pound of “ Asbestoline * equals 2 gallons of Oil weighing 18 Ibs, 
consequently the saving in freight is very considerable. Liberal Terms are conceded to Export Merchants, 


DAGGER 


Under this registered title are included the inventions of Mr. Field, and experience has provedithem to be 
THE MOST EFFICIENT, DURABLE, AND ECONOMICAL PACKINGS ever made. They constitute such a 
combination of Asbestos and India-rubber as secures the maximum of elasticity and heat resistance, and they 
are therefore UNEQUALLED FOR EVERY KIND OF ENGINE. These Packings are being universally used by 
most of the leading Steamship Companies throughout the world for ordinary Compound, Triple, and Quadruple 
Expansion Engines of the latest type. These Packings are composed of Rolled Asbestos Cloth, but the India- 
rubber is placed in two fornis to suit various cases. 


KES" In — state whether square or round required. si 


ASBESTOS COMPANY, LIMITED, 


SOUTHWARK, LONDON, S.E. 


DEPOTS :—WMANCHESTER : Cable Street, Blackfriars, LIVERPOOL :*2, Strand St., James St. HULL: Humber Dock Basin. 
—. GLASGOW: 36, Robertson St DUBLIN, BELFAST, ANTWERP, BERLIN, BARCELONA, TRIESTE, LISBON, & GENOA. 
No. 264, N. Z. YOORBURGWAL, AMSTERDAM. 


AGENTS: BELL & 7, doha Bright Street. CRD: BELL 4 0, Wost Bute Street. 3333 


| ” 
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| 
| 
Patent. al: | 
BY | RIZ Z \ 1 ZZ | | Ÿ 
Dt mad feet has label as above, and bears our Trade Mark. Uf | | 
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LIMITED, 
Manufacturers, 
94. CHARLES ST, HATTON GARDEN, 


LONDON, E.C. 


4B 
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AW AR D HD 
For Excellency of Manufactures, 


PARIS INTERNATIONAL EXHIBITION, 1889. 


All THESE COODS ARE SHOWN FULL SIZE AND KEPT IN STOCK 


er 
= MT 


SOLE AGENTS FOR J. O. MOUCHEL’S HIGH CONDUCTIVITY COPPER WIRE. 


STRAIGHT DRAWN, BRASS, IRON AND STEEL, ROUND HEXAGON AND FLAT, 


ALL SIZES KEPT IN STOCK. 


ESTIMATES FOR SCREWS AND TURNED PARTS ON RECEIPT OF PATTERNS. 


Considerable Reduction for Large Quantities. a 
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ORIGINAL MAKERS. OF. THE 


VOLTMETER, 


| Read Prof. WEBER’S Report. 


‘In the laboratories for alternating current work of the Was 
Electrotechnical part in the new Physical Institute of the “4 
Federal Polytechnical ‘School at Zurich, I use tzelve | 
Cardew voltmeters of MM. Paterson & Cooper to measure 
potential differences between 20 and 1,250 volts. 

. “After receiving these twelve voltmeters Ihave made very numerous | 
and exact measurements to get the differences between the indications of 
| these voltmeters and the true values of tho potential differences. | 

i «The results of ALL these measurements were VERY SATISFYING, 62 


Zürich, April, 1890. «Prof. LA WEBER.” 
SPECIAL TERMS TO LARGE BUYERS | 

or Pie Ls of Lamp, ih Rg 


PATERSON COOPER, 


\ 
7 a 


_____POWNALL ROAD, DALSTON, NE. m= 


À Voltmeter, | 
MSTABLISHMD 1670. ‘Felegrams: “Wiexible, London” | 
| 


SILVER MEDAL: INTERNATIONAL ELEOTRIO : EXHIBITION, 1882. 


1 “PHILLIPS __BROTHERS, 
OFFS AND WORKS: THE LEA HACKNEY WICK, LONDON q 


| MANUFACTURERS OF TO ANY: | 


FANCY BRAIDED WIRES OF EVERY DESORIPTION. a 
COTTON axD SILK COVERED WIRES: FOR DYNAMO MACHINES, MAGNETS, | 


THE SCHOOL OF. ‘SUBMARINE. “TELEGRAPHY 
ENGINEERING 


ESTABLISHED IN 1868. . | 

PRINCES STREET, HANOVER: LONDON, 

Manager:-Wm. LANT OARPENTER, BA, BSc, FOS | 

Senior Instructor:—CHAS, CAPITO, MIME, MSTE. and 


oe 
Training can therefore be obtained. Since its opening in 1868 more 8,000 Pu the At 
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INDIA RUBBER, 


| 
Easex;. Persan-Be lumont, France. | 


TELEGRAPH ENGINEERS AND ‘MANUF ACTURERS 


 BATTERIES.-S0LE MANUFACTURERS FOR GREAT BRITA COLONIES OF 


AMD APPARATUS OF EVERY DESORIPTION. 


TORPEDO APPARATUS. 


FER INDIAR UBBER, GUTTA-PERCHA ‘AND TELEGRAPH WORKS COMPANY. ave, 


+ 


— 


System of Torpedoes for Harbour bour and Ooast 


SILVERTOWN PATENT FIRING BATTERY. 
À Constant Battery for Mining and Biadting Purposes. 


| VULOANISED INDIA RUBBER. 


‘VALVES SHEET, BUFFERS, SPRINGS WASHERS WHEEL TYRES CORD TUBING, AND DOOR AND CARRIAGE murs. || 
INDIA RUBBER AND CANVAS SUCTION AND DELIVERY HOSE. | 


CAN VAS STEAM PAOKING — ROUND, SQUARE, and — 


INDIA RUBBER MAOHINE DRIVING BANDS. == 4 


WATERPROOF GARMENTS AND FABRICS: 


ete, Kneo Wrappers, Divi Hospitals, . Water and 


4 


? 
\ + $ 2 #7 . 4 
| 


Works: SILVERTOWN, ESSEX, LONDON, E; _PERSAN-BEAUMONT, FRANOE. 
. London Office—106, CANNON STREET, EO. 
_ Warehouse—100, CANNON STREET, E.C. 


WAREHOUSES: 


#izitii: 


tiit: 


Printed and 1 LO, and vy the Proprietor H. ALABASTER, GATEHOUER à Const Paternoster Bow, London. 
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ory E MOST EFFICIENT” 


AND CHEAPEST 


d 
| 
i- = 
1 
AU 


IN THE MARKET. 
Our Continuous Current Patent ‘ Lahmeyer ” 
_ Dynamo cannot be excelled for perfect working and 
actual cost; should be seen to be appreciated. 


> 

We also manufacture a special machine for il | 

coupling direct to motor. | | SS 
3513 CATALOGUE FREE. | 


BOLLING & LOWE, 2, Laurence Pountney Hill, LONDON. : 


THE 


NO RUBBER, GUTTA PERCHA, & TELEGRAPH WORKS | 


COMPANY, 9 


LIMITED. 


Offices: 106, CANNON STREET, LONDON, eS 


| MANUFAOTU RERS OF 


DYNAMO MACHINES, 


INSULATED ELECTRIC LIGHT WIRES AND CABLES, 


| Le Fittings, Switches and Testing Apparatus, Volt and sp 
| CONTRACTORS FOR THE SUPPLY AND FITTING UP OF. 


ELECTRIC LIGHT APPARATUS 


EVERY DESCRIPTION. 


INSTALLATIONS FOR sons STATIONS, SHIPS, HOUSES, OR FACTORIES. 


HBSTIMATHS ON APPLICATION. 


Works: SILVERTOWN, LONDON, E.= 


THE 


ELECTRIG WIRE 


ANCHOR WORKS, PLAYHOUSE YARD, GOLDEN LANE, LONDON E.O. 


Mlanufacturers of 


COVERED WIRES & CABLES 


OF ALL DESCRIPTIONS 


FOR ELECTRICAL INSTRUMENTS, ELECTRIC LIGHTING, 


BELL" AND TELHPHONE WORK, KO." 
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26, LUDGATE HILL, LONDON, E.C., 


ELECTRICAL ENGINEERS, PNEUMATIC AND ELECTRIC BELL FITTERS AND MAKERS 
TO HER MAJESTY'S OFFICE OF WORKS. 


Sole Agents and Manufacturers of McClellan’s Patent Continuous Action Bells and Relays. 
CATALOGUES AND ESTIMATES FREE. : 3681 


[STATTER’S! Being a Patent for“ Producing and Dividing Electric Light,” No. 1996, of 1877. [UNITED.| 


THE ELECTRICAL ENGINEERING CORPORATION, Ltd. | 
are Proprietors of the above Patent, and warn the Public against | 


infringement. The following are Licensees : 


Anglo-American Brush Electric 
Light Corporation, Limited. 
- Crompton & Company, Limited. 
§. 4. de Ferranti—London Elec- 
tric Supply Corporation, Lid. 
W. T. Goolden & Company. 
Hammond & Company. 


3, Prince’s Mansions 
Victoria Street, Westminster. 


Wilson Hartnell. 
Johnson & Phillips. 
Nalder Bros. & Company. 
. Paterson & Cooper. 
Ernest Scott & Co. 
Siemens Bros. & Company, Ltd. 
J. G. Statter & Company, Ltd. 


Laurence, Paris & Scott, Limited. 


PERCY E. SCRUTTON, 


2174 


PLANT WORKS :—West Drayton, near London. 


FITTINGS WORKS :—Albert Works, 36, Albert Embankment, SE . 


THE GLOBE 
COMPOUND ENCINE. 


Simple, Economical, Durable. 


PRICE, TALBOT & CO. Ltd, | 


DISTRIBUTION 


OUST RIAL 


STANDARD ENGINE. | Pu | STANDARD ENGINE. 
DIRECT CONNECTED ENGINE AND DYNAMO. 
JOHN MUSGRAVE & SONS, 
LIMITED, | 
GLOBE IRON WORKS, BOLTON. 
| London Agents : 
| STANDARD ENGINE. S. & E. RANSOME & CO. 10, Essex St., Strand, W.C. STANDARD ENGINE. 
3654 
— 
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| 
MOTORS, DYNAMOS, AMPEREMETERS, YOLTMETERS, and all APPARATUS connected with ELECTRIC LIGHTING SUPPLIED ON SHORTEST NOTICE, | | “wil 
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THE PAISTE SWIT 
oi ~ 100,000 ‘in daily use. 


The moyement breaks and completes 
the circuit in an instantaneous manner, 
preventing arcing or charring of the con- 
tact parts. Mounted on China, with cover 
and handle of same material; also on 
Porcelain, with metal cover. Correspon- 


dence invited. 
THE PAISTE SWITCH, 


A. REYVROLLE, NU 


1h 
TITRE 


10, UNION MEWS, UNION STREET, MIDDLESEX Ne 
HOSPITAL, LONDON, W. 2965 
LIMITHD, | 


No | | 


À riz | 
SILVER MEDAL, SILVER MEDAL, 
Newcastle Exhibition, Sum PARIS EXHIBITION, | 
18877. 1889. 
SUNBEAM ON APPLICATION. 
INC LAMPS | 
“fs / | { | \ 
| ANDESCENT | Telegraphic Addresses : 
“if “SUNBEAM, GATESHEAD.” |: 
London Address: | 2 000 C.P 


“ CYCLOPS, LONDON.” 


121, FENCHURCH ST, E.C. 


LOW REHSISTANCE. 


8138 


Over ASO installations, 


VERTICAL COMPOUND HIGH-SPEED ENGINE, C. S. TYPE. 


| ONE Ÿ STEAM SHIPS, WAR VESSELS, FACTORIES, MANSIONS, 
AND CENTRAL STATIONS, 


BROWETT, 


LINDLEY 


ns Patentees and Sole Makers of the ACME GOVERNOR. Hundreds are in 
“a use for Electric Light Engines. Send for Lists. 3785. 


From 20 to 300 LH.P. made. 


INCLUDING 


HAVE BEEN ENGINED BY . a 
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GS. PP. WALL, 
MAGNETO WORKS, SHEFFIELD. | 


224222, 


SPECIALITIES of STEEL and STEEL WIRE adapted to the INSTRUMENT and ELECTRICAL TRADES, 


MAGNET STEEL of the highest efficiency. 
SWEDISH IRON, ABSOLUTELY PURE AND DIAMAGNETIC. 
TOOL STEELS—ALL DESCRIPTIONS. 
COLD ROLLED STEEL in all dimensions. COLD ROLLED STEEL tempered and polished in strips. 
SPRINGS, HELICAL, SPIRAL, OR TO PATTERNS. 
Best Round ‘Steel Wire Polished in Lengths or Coils, all gauges. Tempered Wire, Polished and Plated Music Wire, 


Qualities for Springs, &e. 3953 
Why go on using closed iron Fireproof Cases Extra. 
circuits when a Lie } 
(30-w.) HP. Price. | Lan ps. | H.P. Price. 
| 
HEDGEHOG 2) | 220) 200 | 20 0 0 
| 4 |. 0 | 260°) 10) 928 0 0 
19 |. | @ § 0! 800 | 13 | 2 0 
TRANSFORMER 25 | 1| 810 0|| 400 |16| 38 0 0 
100 4 13 45 0 | 750 30 0 0 
2 15 55 
Costs half, and has a fifth of iste. | 1000 | 40 | 70 0 0 
the waste of power ? | 


Discount to Trade. 


| 
| Sizes under 2 H.P. by the dozerronly. 
SWIN BURNE & Co. The two-lighter is a specialty for street 
hghting, price with case and brackets complete 
Broom Hall Works, £2 12s, saving more tan its cost in secondary 
leads. 


TEDDINGTON, ENGLAND. Above 400 lights not stocked. | 


ORME ce. 


. 
MANUFACTURERS OF DESCRIPTION 


APPARATUS FOR USE IN TEACHING OR EXPERIMENTING IN THE SCIENCES OF CHEMISTRY, BLECTRICITY, MACHETIS 
| ACOUSTICS, LIGHT, HEAT, HYDROSTATICS, MECHANICS, &c. 
IMPORTERS OF FINEST BOHEMIAN GLASS, BERLIN PORCELAIN, PURE CHEMICALS FOR ANALYSIS do, 
ELECTRIC BELLS AND 


Apparatus for Science Classes supplied through the Science and Art Department at 50 per cent. reduction of prices. 
ILLUST RATED PRICE LIST OF ELECTRICAL APPARATUS, POST FREE, THREE STAMPS. 
_ Price List of Chemical Apparatus with 650 Illustrations, post free eight stamps. 
TRADE TERM’ AND SPECIAL QUOTATIONS. FOR EXPORT SENT ON APPLICATION. © 206 


LE 


_ 


J.ORME & Co. (LateM. Jackson & C0), 65, Barbican, London, E.C. 
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= 


a TO THE LORDS OF THE ADMIRALTY, 
INDIAN GOVERNMENT, &c., 


ACTON HILL ELECTRICAL WORKS, LONDON, W. 


 DYNAMOS, MOTORS, ARC LAMPS. 

SEARCH LIGHT APPARATUS of every description. 
SWITCHES. 

CUT-OUTS—ORDINARY, MAGNETIC. 

SCOTT’S PATENT SWITCHBOARDS. 


»  LAMPHOLDERS. 
MIRRORS FOR PROJECTORS— 
: Unequalled. 


NOTE.-Any of the above to be seen in stock at the Works, or in course of construction. The Acton Hill 
Works is the only Establishment in the Kingdom where Projectors of three sizes, fitted.complete 
with lamp and mirror, can be obtained from stock. 


For Wiring, Laying of Mains, or Fitting 
up Complete Installations with indepen- 
dent plant, consisting of Engines, Boilers, 
Accumulators, &c. 


Is drawn to the facility for supplying electrical plant 
at short notice, and of perfect workmanship. Owing 
to the possession of the most modern machinery and 
appliances and a trained staff urgent work can have the 
best attention. : 


ELECTRICAL CONTRACTORS AND CON- 


of Specifications and Specialities required. Dynamos, 
Motors, and Electrical Apparatus built to Inventors’ 
own instructions. 


DONT FORGET to inspect exhibit at the 
Edinburgh Exhibition. Search Light Plant 
operating every evening. 


3674 


SULTING ENGINEERS are invited to send particulars 
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VULCAN ISED 
CABLES 


OF GUARANTEED 


INSULATION 


ano QUALITY. 


HELSBY, 


11, QUEEN VICTORIA STREET, LONDON. E.C. 
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Sole Depot of MIX & GENEST, Ltd, 
LONDON ze. 


34, ALDERMANBURY, 
STATIONS. — w 


LIGHT CENTRAL 


Dr. ARON’S ELECTRICITY 
Current, DR. ARON’S OWN 
stock on most favourable terms. 


ANDREWS PREECE, 


-ELRCTRICAL ENGINEERS & CONTRACTORS 


MANUFACTURERS OF THE 


ARC LAMPS, SWITCH ES, &c. 
ay Estimates and Specifications prepared free of charge on application. 


BOROUGH MILLS, MANCHESTER ROAD, 


3826 


manufacture ONLY, direct from 


à 


| 
| 
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Chas. CHURCHILL & CO., Ltd., 


21, CROSS STREET, FINSBURY, LONDON, E.C., 
Engineers and Importers of 


AMERICAN TOOLS AND MACHINERY. 


LARGE SHOW ROOMS. 


The Largest Stock of 
AMERICAN MACHINERY AND TOOLS 
in Great Britain. 


hd hddd thi ds 


SPEED INDICATORS. 


Sent for 1s. 3640 


AUSTIN? S 


ete Se constructed for practical working. First-class workmanship and 
rials. Electrically and mechanically perfect. For Lighting, 
Plating, Transmission of Power, &c., &c. | 


Size, No. 14. Wo.2 No.3 No.& WNo. 5. No. 6 
Output in Watts- - 50 100 200 400 700 1,000 
Per Cent. Efficiency 75 78 80 84 88 92 


LONDON AGENTS: 


PATERSON & COOPER, Pownall Ra, DALSTON, NE 


PRICE LIST AND PARTICULARS ON APPLICATION. 


= “AU! STIN, Electrical Works, ARMLEY, LEEDS. 


METERS for Direct & 9H Alternating | 


oe 
| 
x | 
| | 
| 
e 
- 
; NEW CATALOGUE, 180 PAGES, nn | 
SCREW PITCH GAUGE, | 
| 
j = 4 
| 
Sy SW 
S Dr 
<4, WU 
| SS Uf; Its | 
D 


For Export to all parts of the World. 


AND MAINTENANCE CO. Lit. 


Of No. 109, FARRINGDON ROAD» 
Tes “| | LONDON, E.C., arethe SOLE LICENSED 
| a Ce |: for Export and for use in the United King- 
| dom, under LICENSE granted to the Com- 
all "pany by the UNITED TELEPHONE CO. 


= = . | 4 A 
\ | | | THE CONS LIDA DH 1 | | } 
= moe A 1 à f 


L2 
SR 
YS) 


» Milita of London (now the NATIONAL TELE- 

| NO TELEPHONES can be manufactured 
in if) an. fil by any person or Company (other than 


the CONSOLIDATED TELEPHONE CO.) 
in the United Kingdom, and the said Com- 
pany offer a substantial reward for suffi- 
cient evidence as will enable proceedings to 
be taken against infringers of these rights. 


| 


=, CATALOGUES AND PRICE LISTS ARE TO BE 
— aS  HAD FREE ON APPLICATION. 


| THE CoNsoLiDATED TELEPHONE Co. 
ln | are prepared to supply the celebrated 
sal SiMPLEXx Arc Lamp, which burns with 
al my i il great brilliancy and steadiness i in parallel 
| i Sizes from 5 Ampères Upwards. 


SINGLE LAMP COMPLETE, WITH GLOBE 
(large and small size) from 90s. 


Awarded the GOLD MEDAL of me gré of Arts, in Competition, 1889: 


cas 


UNEOUALLED FOR DRIVING ELECTRIC LIGHT MACHINERY. 


Sizes from 1 to 150 Indicated Horse Power in ONE Cylinder only. Also SPECIAL 
| DOUBLE Cylinder Type up to 300 Horse-Power, 
SIMPLE, 


RELIABLE, 


ECONOMICAL. 


= — Gir, = 
= == ah LE . € 
2 
ae t 
î 
19154 
ES IMONIALS | | | 
@ 


Full Guarantee given 
with every Engine. 


. == Hale lel she 
WORK EQUALLY WELL WITH ~—== : 


COAL, OIL, OR WATER GAS. 


SOLE MAKERS: 


DICK KERR & CO., Limited, London, Bristol, and Glasgow. | 
LONDON SHOWROOM :—76, Queen Victoria Street, E.C. 


| Works :—-KILMARNOCK. 


THE TELEGRAPHIC JOURNAL AND ELECTRICAL REVIEW SUPPLEMENT. [September 26, 1890, 


| 
| ‘ 
| 
| 
t k | 
| 
" rs 
4 
2? 
. (4, | “4 
| 
| ‘] 
| i } 
| 
| 
| | 
/ 
/ 
| 
| | 4 
» (| 
| à 5 ! 
| 
| | D | | 
| \ À 
l= | 
4 \= 
| | Ab 
| CS / — 
| v = | à 
f | 
| | 
| 
| | | a 
Wi 
(ll 
| AD 7 
| 
| N 
_ 
| 
| 
| 


September 26, 1800.] THE TELEGRAPHIC JOURNAL AND ELECTRICAL REVIEW SUPPLEMENT. 


TELEPHONE, No. 3120. Telegraph Address: “SECOHM, LONDON." 


MANUFACTURERS OF 


TESTING 


AMMETERS 
vo LTM ETERS, 


FOR DIRECT OR ALTERNATING CURRENTS. 
A SPECIALITY IN HIGH-ciLass 


FUSE DISTRIBUTION BOARDS 


RESISTANCE FRAMES, 


SINGLE, DOUBLE TREBLE POLE SWITCHES 


FOR -HIGH OR LOW PRESSURE SYSTEMS OF 


N ALDER BROS. Bz Co., 
139, HORSEFERRY ROAD, WESTMINSTER. we 


WEN DEA WE CoO... 


WESTERN WORES, BRISTOL, 


KING, 
turers of | 
WIMSHURST INFLUENCE ELECTRICAL MACHINES | 


Of New and Improved Pattern, with and Be gra Re, Com, double or goedranie es plates. Acknowledged to be the best finished 
cient. machines 


Electric Bells and Indicators, Automatic Gas Lighting Burners, EI M. B. Patent Pocket Galvanometers 
Deprez-D’Arsonval and other Galvanometers, Resistance Coils, Metre and Wheatstone, Bridges, Morse | 
_. Sounders of special pattern, Lightning Conductors’ supplied and erected, and thorough efficiency guaranteed. 
= NEW PRICE LIST, POST FREE, 444. Telegraphic Address: “KINGHAM BRISTOL.” 8061 
Specially Compiled List of Electrical Publications, Post Free 2d. ' 


THE BABCOCK & WILCOX CO. 


PATENT 


WATER-TUBE STEAM BOILER. 


Specially adapted and generally used for 


ELECTRIC LIGHTING PURPOSES. 


| Because of their Great Economy in Fuel, Safety from i 
sion, Durability; but principally their Entire Reliability. 
| Edison Com ards of 10,000 EL.P. of these boilers in all 


The have in use aed 

Bait of the world. Le y qe tion mayne be seen at work at the Grosvenor 
London. The eta Ang À di Roma, have had 

use, for a ee the Bocieta per ry The be seen, also, at work 

at the uminazione rica, Palermo, Sicily, &c. 

&c. The Im Le cg 4, A. n, Vienna, is having erected an import- 

ent se in Vi on oft in connection n’with the lighting of the Grand Opera 

ouse in 
h ELECTRIC LIGHTING, the de Bi that can be pus on 


nnection 
these boilers has ied. te their over others, and has ensured t and 
increasing trade of the Company 


A VALUABLE BOOK ON STEAM FREE ON APPLICATION. 


Européan Works: KILBOWIE, near GLASGOW. 
: Head Office for Europe: 21, Bothwell St., GLASGOW. 
Re London Office: 118, NEWGATE STREET, E.C. 

Manchester Office: m | DEANSGATE. Paris le: 20, BOULEVARD VOLTAIRE. Brussels: 14, PLACE DE BROUCKERE, BRUSSELS. 


FOR AUSTRALIA AND NEW ZEALAND, ADDRESS— . 
THE BABCOCK & WILCOX CO. 280, Sussex Street, SYDNEY, N.S. Ww. 2852 
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Works :—45, CHAPEL STREET, 


SALFORD,, MANCHESTER. 
Branch :—7, BOTHWELL STREET, 
| GLASGOW. 


a. BINSWANGER, MANAGING DIRECTOR. 


‘London: _— 


74, QUEEN VICTORIA STREET, 
| E.C. 


Telephone No. 1887. 


“LONDON : ELECTRICITY.” “MANCHESTER: INDUCTION.” “GLASGOW: APPARATUS.” 


(FOR 16 OR 32 CP. LAMPS.) 


Our Patent HLL.” type 18 without question the best 
on the market, both for mechanical and electrical design, and 
is at the same time of neat and elegant appearance. Its great 
advantages are that there are no conducting metal parts at 
back; short circuit or leakage are impossible; it is easily 
wired and fixed. The Flexible Cord is fixed so that the 

—4 weight of the lamps and fittings 
is carried by the China indepen- 
dent of the Terminal Screws. 

Our “ Falcon ” type is made | 
of best porcelain, all the brass : 
parts are very substantial, and is 
generally constructed in a man- 
_ ner to meet all requirements of a 
good and cheap Ceiling Rose, 
and can be thoroughly relied 
‘upon in dry places, such as 
mills, &c., for which we- recom- 


il 


i 


| 


No. 2111/2114. mend them. No. 2101/2103. 
PRICES. 
eee _ Description. — List No. | Plain China. | List No. (roughed) List No. oe us 
2 me is 2405 is | us 
3 “Sr do. | 2402 | 2 & | 21066 | 111 | 13 | 2 8 
3} Do. do. do. 2108 2 O 2107 2 6 | 2133 3 oO 
2 Falcon, without Fuse Plates. 2111 oll at sai ge 2135 i 2 
24 Do. with do. 2412 | 1 O ES 
3 Do. do. do. 2113 1 3 ee tienen 2137 1 6 
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CASTLE DYNAMOS 


SLOW SPEER! 


J H. HOLMES. & Co. 


NEWCASTLE: TYNE 


Coleman Street. ONDON. 


See sn 


TELMPHONE: 1588, TELEGRAMS: “LNDIONS,” LONDON. 


WHEATLEY KIRK, PRICE & GOULTY, 


188), 


_ELECTRIOAL AUOTIONEERS, VALUERS 


AND ARBITRATORS, 


52, QUEEN VICTORIA STREET, LONDON, EC, 
And Albert Square, MANCHESTER. 1543 


THE ELECTRIC & GENERAL INVESTMENT C0. 


LIMITED, 
Offices :—1 & 2, GREAT WINCHESTER STREET, LONDON, E.C. . 


His Grace the DUKE OF MARLBOROUGH, Chairman. 


The Company has been formed FOR THE PURPOSE OF 
FACILITATING THE PROMOTION AND DEVELOPMENT 
OF UNDERTAKINGS for Electric Lighting, Traction, Trans- 
mission of Power, and other industrial uses of a 

Communications may be addressed to— 

J. CECIL BULL, 
3827 Secr 


UNIVERSITY COLLEGE, NOTTINGHAM 


ENGINEERING DEPARTMENT. 


PROFESSOR WILLIAM ROBINSON, M.E. 


_ SESSION 1890—1 BEGINS WEDNESDAY, OCTOBER ist. 


HE ENGINEERING COURSES are arranged for Boys 
who have just left school and intend to take up Civil, 
Mechanical, or Electrical Engineering. The Mechanical Work- 
shops of the Department are completely equipped with Tools, and 
offer every facility to Students to learn all the Branches of 
Mechanical Engineering. Special facilities are offered to Students 
in ELECTRICAL ENGINEERING. 

Electrical Laboratories, including New Dynamo Room, with 
Pheonix Dynamo driven by Atkinson Cycle Gas Engine, and 
specially titted for experimental purposes. 

For Prospectuses and Fees (which are low), apply to the 
Secretary. 3956 


NSTRUC!IONS FOR THE LAYING AND JOINTING 
OF UNDERGROUND ELECTRIC CABLES.” — Pro 
fusely Illustrated.—Translated from the iy of Dr. Francois 


Borel. The Kinetic ENGINEERING Co., 26, Norfolk Street 
London, W.C. GT 
LAHMEVYER DYNAMO. 


See Advertisement page Sup. J. 
BOLLING & LOWE, 2,Laurence Pountney Hill, LONDON. 


VULCANITE. 


HARBURG INDIA-RUBBER COMB COMPANY. 
London Warehouse: F. WINTER, 
188, LONDON WALL WOOD STREET E.O. 


LBONITE. 


| CHEAP PREPAID ADYERTISEMENTS, 

Relating to Situations Vacant, Situations Wanted, Businesses 
Wanted, Businesses for Sale, Patents for Sale, Specific Articles of 
any kind Wanted, or for Sale or Exchange, are inserted at the 
rate of ONE PENNY Per Word (minimum 1s.). . 

Three consecutive Insertions for the Price for Two. 
®,* This Scale does not apply to Trade Advertisements, terms for which 
can be had on application. 


Apply 134, Southwark Street, S.E. sean 


OWN TRAVELLER or Canvasser Wanted for Electric Light 

work ; one who has had previous experience. Small salary 

and liberal commission .—Reply, in first instance by letter, to 
Joel & Co., 31, Wilson Street, Finsbury, E.C. 3085 


ANTED, thoroughly experienced indoor electric light wire- 
men. State wages, and give particulars of previous work. 
— Reply, ‘‘ Ezrcrric,” W. Porteous & Co., Glasgow. 2981 


re Electrician, 23, desires re-engagement. Wiring, 
arc and incandescent, or charge of plant. Good reference. 
Moderate wages ÉLRCTRICAL Review Oflice, 22, Pater- 
noster Row. | 3979 


eee desires engagement. Experienced in lighting, 
telephony and testing. Small —_—T —“ D. O. P.,”’ office ot 
thie paper. 2982 


LECTRICAL ENGINEER wishes tu 1e-engage himself. 
Has been with two good electrical firms in London. Good 
references — Address, “«§.,” 11, Selwood Place, South Kensington. 
| ASC » having just completed engagement in Queens- 
land, is open for Employment in installation work ; +. 
references, English and Colonial. Has no obj ection to 
abroad.—* R. J. T.,” 241, Grosvenor ‘Buildings, 
Poplar. _3968 


CESSER Telephone Engineer, practica)]ly and theo- 
retically well educated, seeks Engagement. Thorough know- 


ELECTRICAL REVIEW. 3070 


We a Position by one who has had experience in the 
manufacturing of dynamos, storage batteries, lAmps, arc 
and incandescent.—Apply 3,974, Ezxcrricaz Review Office. 3014 


[Continued on next Page.] 


FOWLER, LANCASTER & CO. LTD. 


BIRMINGHAM, 
IS NOW THE 


LARGEST MANUFACTORY IN THE KINGDOM 
FOR ALL 


ELECTRICAL ‘SUPPLIES. 


HA DS wanted, used to medical coil and light electrical work. 


ledge of French and German. Best references.—Address No. 3,970, 


7 September 26, 1890.) 
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Pos Electrical and Mechanical Engineer seeks en- 
gagement. Experienced in design and manufacture of 
dynamos, fittings, &c., and in installation work. Has had four 
ears’ m ement of ‘works, and is used to estimating. Age 25. 

ary.—“ W.,” 7, Beaumont Road, Hornsey Rise, Lon- 


don, N 3978 


YN 1\YNAMO FOR SALE.—100-light Brush-Victoria shunt wound, 
D Can be seen running in London. Recently had new arma- 
ture. Also quantity of shafting, plummer blocks, pulleys, &c.— 
Harey Sours, 10 & 12, Garrick Street, Covent Garden, W.C. 984 


OR SALE.—Five miles of highly insulated Lead-Covered 
Cable, five sizes; 125 Elwell-Parker Accumulators, B19; 
Sundry Wrought Iron Poles and Accessories for overhead wires.— 
For particulars apply, CHaArLes J. Hazz, Manager Kensington 
Central Electric Lighting Station (adjoining West Brompton 
Railway Station). 298 


OR SALE.—8 volumes to date. Offers. — No. 3,936, ELec- 
TRICAL REVIEW office. 3936 


ECOND-HAND ALTERNATORS—both self-exciting and for 
separate exviters. Sections may be connected in series or 
_ parallel at will, thus affording wide range of E.M.F. and currents. 
—For full particulars apply ExectricaL ENGINEERING CoR- 
PORATION, 68, Victoria Street, Westminster. 3366 


LE GENIE CIVIL, 


Weekly Review of French and Forelgn Industries in General, 
6, RUE DE LA CHAUSEE D’ANTIN, PARIS. 


Editor-in-Chief, MAX DE NANSOUTY, Ingenieur des Arts et 
Manufactures, Officier d’Academie, Secretary of the Electrical 
Committee of the Exhibition of 1889. 


THE BEST CONTINENTAL ADVERTISING MEDIUM OF. ALL 
All communications for the Advertising or Publishing Depart- 


ment to be addressed to Mr. Bocquer, Genre Crvit Orrics, 6, Rue 
de la Chausée d’ Antin, Paris. 102 


For every description of NEW and SECOND-HAND ELECTRICAL XPPA- 
RATUS, PLANT and INSTRUMENTS, &c., ready for immediate delivery, 
Consult 


A POPULAR ILLUSTRATED JOURNAL DEALING WITH 
ELECTRICAL MATTERS. 


PUBLISHED MONTHLY—rOST FREE, 6d. 
Offices & Warehouse: 52, Queen Victoria St., & 39, Queen St., London, E.C. 


THE ELECTRO- “HARMONIC 


THE FIRST 


CONCERT 


OF THE FIFTH SEASON 


THE BANQUET ROOM, ST. JAMES'S HALL RESTAURANT 
REGENT STREET, 


ON FRIDAY, OCTOBER 3rd, 
| At Eight o’clock precisely. 


Artistes ; 
Mr. W. G. FORINGTON, Mr. ARTHUR THOMPSON, 
Mr. W. NICHOLL, Mr. FREDERICK UPTON. 


Mr. T. E. GATEHOUSE, Solo Violin. 
Mr. ALFRED IZARD, Pianoforte. 


ESTABLISHED 1880. 


Railway Engineer 


MONTHLY, ONE SHILLING. 


A Valuable Work for Reference, illustrated with large 


| LITHOGRAPHED WORKING DRAWINGS 


Of Locomotives and other Rolling Stock ; À ae and 
kinds of Rail lian 


way Applia 
ANNUAL SUBSCRIPTIONS, IN POSTAL UNION, 14s. 
(Payable in Advance, including Postage.) Specimen Copy Post Free, 1s. 


OFFICES :—8, CATHERINE ST., STRAND, LONDON, W.C. 


Le MONITEUR des INVENTIONS INDUSTRIELLES 


16th YEAR. 


6 BOULEVARD DE STRASBOURG. PARIS. 
Sisteen Pages, Half-Monthly, Illustrated. 


| SUBSCRIPTION: 6s. Yearly, 8s. Gd. Half-Yearly, Post Free. 


R. MCGOUNE, BUCHANAN & Co., 
WHOLESALE MICA MERCHANTS, 

9, Mincingd Lane, London, E.C. 

elephone No. 11,147. Telegrams, Boulanger.” 


MICA 


For Electrical and all other purposes. 


Samples and Quotations on receipt of Patterns and 
Specifications. 
Spécial Department for Chemicals used by 
Electricians. 


TRADE MARK. 


15,000 Lamp Holders, 
8,000 Shade Holders, 
| 5,000 Cut-Outs, 
3,000 Main Spring Switches, assorted sizes, 
STOCKED READY FOR IMMEDIATE DELIVERY. 


ELECTRICAL SUPPLIES. 


CHINA. 


\, 6,000 Ceiling Connectors, 
. 700 Wall Connectors, 
13,000 Branch Switches, 


“USE THE GROSVENOR” PATENT CEILING CONNECTOR. 


USE F. L. & CO’S PATENT LAMP CAPS. 
ALL ELECTRIC LIGHTING AND TELEGRAPHIC SUPPLIES. 


* Send for Samples and Quotations. 


Note 2— 


FOWLER, 


LANCASTER & Co. Ltd., Birmingham. 
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AMMETERS 


and 


Telegrams: 
‘MEGAVOLT,” 
LONDON. 


For Engine Room use, 

‘Alternatingor 

Direct Current. 

MARINE TYPE 
For Ship, 


| 
Tram, 
Train use. 
| 
| - | >t 
Contractors to English & Foreign Governments, 7, 
Railways, Central Stations,&c. \ 
x Construction. | | 
Armatures and Field Coils 
VENTILATED INSIDE. ~ 
POSITIVE DRIVING Long Bearings. Clean and Economical Lubrication. 
of Conductors. ee CHEAPER than any Dynamos with Gramme, Drum and Bar Armatures. 
| i a working with same MARGINAL FACTORS HAVE BEEN BUILT IN ALL SIZES, 
AMPLE CLEARANGE and at same LOW TEMPERATURE. Some welghing over SEVEN TONS without Engine. . 
for Armatures. | Dynamos of this type have worked at 350 volts. gens 
| STRONGLY BUILT. 


Will drive machinery direct with Spur Gearing, without breaking down the armatures, 


HIGH EFFICIENCIES. 


QTEAM DYNAMOS 


FOR ANY OUTPUT, 


 DYNAMOS and MOTORS 


& = wit : 


STEAM DYNAMO for ELECTROTYPING- 
supplied to Ordnance Survey Dept. 


ime * 


7 


| 


10-HP. Launch Motor.with Goolden Watertight Armature ; 
wo 


WoonFiELD Works, HARROW ROAD, 
will work with Armature in water. 


LONDON, Ww. 
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Publications. 
‘TENTH YEAR OF PUBLICATION. 


Wa. DAWSON & SONS have pleasure in drawing your attention to the TENTH ANNUAL PUBLICATION OF 


J. A. BERLY’S 


UNIVERSAL DIRECTORY 


For 1891. 


THE LEADING ELECTRICAL TRADES DIRECTORY OF GREAT BRITAIN, | 
And the OLDEST ELECTRICAL DIRECTORY in the WORLD. | 


Invaluable to Manufacturing Electricians, Electrical Engineers and Contractors, Makers of High Speed and 
other Engines, Motors of all kinds, Driving Bands, Carbons, Chemicals, Insulators and Insulating Materials, 
Wire and Cable Manufacturers, Wholesale and Retail Dealers in Electrical Goods, and to Manufacturers of any 
article required and used by the Electrical Trades. No office is complete without a copy. 


ARRANGED IN SECTIONS, AS FOLLOWS, VIZ.:— | 
BRITISH.—All information relating to Great Britain and Ireland. 


AMERICAN.—AI information exclusive of the British possessions. 


CONTINENTAL.—Al information relating to the Continent. | 
INDIAN, COLONIAL AND GENERAL.—AI information relating to British Possessions, including 


other Countries not having a Special Section. 


SPECIAL NOTICE! 
Our old supporters in particular and Advertisers and Subscribers in general, are desired to note, that 


this year we have resumed THE SAME METHOD OF CANVASSING BY SPECIAL CIRCULAR (8 pages) 


which we initiated in 1882, and used continuously until 1886. 


Eight page Circular on application. All Orders for Advertisements, Books and Insertions to be forwarded to 
WM. DAWSON & wre, 148-149, UPPER THAMES STREET, LONDON, E.C. 


(We have no other Office.) 


Cloth, 4s. 6d., Post Free. 55 Illustrations. By JAMES SWINBURNE. 
Practical Electrical Measurement. 


_ Altogether the book is an excellent one, the few points that have been objected to in this notice being almost the only ones that 


out, of a large mass cf matter have struck.us as perhaps open to criticism.”—Electrician, February 15th, 1889. 


“ The author comes to his task, however, so well equipped by practical experience, that ge mn to be a basis for his very pro- 
nounced confidence. _1is selection and treatment of the subject tien ! is decidedly ori large amount of stereotyped Gales, 


which is usually deemed indispensable to works on electrical subjects, is conspicuous y its = oad me me Electrical Engineer, (New 
York), February, 1889. 


‘© Taken as a whole, the book is a most readable and instructive one, and, with the illustrations, isa valuable addition to the 
literature of a subject which is interesting to all engaged in practical electrical work.”—Electrical World, New York, January 12th, 1889. 


“ It docs not need commending; we have only to give the author’s name and that of the publishers.” —Electrical Plant, January, 1889 
_ Leather, 5s., Post ‘Free. By H. R. KEMPE, M.Inst.E.E., A.M.Inst.C.E. 


The Electrical Engineer’s Pocketbook 


OF MODERN RULES, FORMULA, TABLES AND DATA. 
Cloth, 5s., Post Free, Crown 8vo. By JOHN W. URQUHART, Electrician, 


Electric Light Fitting: 


A HANDBOOK FOR WORKING ELECTRICAL ENGINEERS, EMBODYING PRACTICAL NOTES 
ON INSTALLATION MANAGEMENT. 


Cloth, 4s. 6d., Post Free. 41 Illustrations and 5 Tables. By F. B. BADT. 


Incandescent Wiring Handbook. 


Multiple Arc System; Three-Wire System; Methods of Running Wire; Location of Safety Devices and Switches; Fixtures and 
Elevators; Wire Gauges; General Electrical Data ; Caloulating Sizes of Wires; and two Appendices. 


Published by H. ALABASTER, GATEHOUSE & CO. 
__22, PATERNOSTER ROW, LONDON. 


____(September 26, 1890. 
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ESTABLISHED 1872. 


THE TELEGRAPHIC JOURNAL AND 


ELECTRICAL REVIEW. 


Published every FRIDAY, Price 4d. 
TO BE OBTAINED BY ORDER FROM ANY NEWSAGENT IN TOWN OR COUNTRY. 


OFFICE, 22, PATERNOSTER ROW, LONDON. 


THLEGRAPHIC ADDRESS: ‘AGHEKAY, LONDON.” CODE A BC. 
All Letters should be addressed to the Proprietors, E. moe Gatehouse & Co. 


SUBSCRIPTION RATES.—In Great Britain, post free, per year, 19s. 6d Toall iiciiée Countries (except those mentioned 


below), per Year, £1 Is. 8d. Exce tions —Abyssinia, Aden, Borneo, Ceylon, India, Java, Labuan, Mozambique, Penang, 
_ Persia (vid Brindisi), Philippine Islands, Singapore, Zanzibar, to which the rates are : per Year, £1 8s. 10d. 


VOLUME XXVI. can now be had bound in black cloth, gilt, at 128. 


BINDIN Par word numbers bound for 8s. 6d. each volume, including case. CASES.—Cloth Cases for Binding can be had. 
price & 


READING CASES, to hold from One to Twenty-six Numbers, till tne A Volume is complete for Binding, can now be had from 
the Publishers, Price 68., or Free by Post (in Great Britain) Gs. 6d. 


FOREIGN AGENTS.—New York: D. Van NosTeAnD, 28, Murray Street. Paris: Vauvs J. Boxvaau, 22, Rue de la Banque 
Berlin: Asuzn & Co.,,6, Unter den Linden. 


NOTICE. TO ADVERTISERS. 


The élites are the latest times up to which Advertisements can be received for pabtisétios 
in current week’s issue:—New Advertisements, or Alterations to existing ones, Wednesday 2 gs 
Small Announcements for middle pages Thursdav 2 Lies 


ADVERTISEMENT RATHS ON APPLICATION. 


Cheques and Post Office Orders (on Chief Office, London) to be made payable to Mr. H. Azarasres, 22, Paternoster Row, E.C. 


THE 


ELECTRICAL ENGINEER 


(OF NEW YORK). | 
A Weekly Review of Theoretical and Applied Electricity. 


Edited by T. COMMERFORD MARTIN and JOSEPH WETZLER. 


Believing that the matter is one which interests all electrical engineers closely, the proprietors and editors of this journal, 
” rough their agents, desire to direct attention to the new departure that has been made by The Electrical Engineer in its 
“ me a monthly to a Weekly publication. 


Electrical Engineer is a r, which, as the oldest of its class in the field in America, has a distinguished reputation, 
and is in which all Taterestod an cloctet 1 de evelopment may look as a safe pro, exponent and authority, as well as à faithful 
record of all data and achievement. 


It is intended that as heretofore, but with more vigour and promptness than ever, The Elec 
the whole domain of theoretical 4nd applied electricity that its name implies. It will naturally pay, CIE 
which the electric current is recognised and employed as the great modern agency for distributing’ ‘Hght}/hbat And power. No one 
engaged, or interested in operating electric lights, electric motors, electric railways, or any other electrical apparatus can afford to be 
without a single number. 

The management of yee per will be in the hands of the above named, who believe that in the sidisrour and determination to 
publish a comprehensive, useful, unbiased and independent journal, they will receive liberal igs m all quarters. Should the 
character and standing-of me editorial and business staff be accepted as a warrant for thi of excellence aimed a it is 
intended that The Eleetrical Engineer shall in every way realise the kind and friend] sieges formed ri id it. 


TERMS OF SUBSCRIPTION, POSTAGE PREPAID FOR ONE YEAR, GREAT. BRITAIN. AND. OTHER COUNTRIES 
WITHIN THE POSTAL UNION, 20s. 


ADVERTISEMENT RATES ON | 


H. ALABASTER, GATEHOUSE & CO. 


22, PATERNOSTER ROW, DON DON. 
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STEAM BOILERS 
KPPARATUS 

ELIMINATING ALL 
MULTITUBULAR, | DEPOSIT 


LANCASHIRE and other types, ‘ON BOILER PLATES. 


ENGINEERS & BOILER MAKERS, Constructed for High-Pressure Steaming. 


ILLUSTRATED PRICE.LIST UPON’ APPLICATION. 383 


GUARANTEED. 


Sostern vor: 
F.Zopke 

RERLIN 


EVERY NECESSARY FOR ELECTRIC LIGHTING. 


-DYNAMOS OF THE BEST CONSTRUCTION. 


MEASURING INSTRUMENTS AT LOWEST PRICES, 3911 


CO., Ltd., 
16, UPPER THAMES ST., LONDON ‘Aa 


| Also at LIVERPOOL and GLASGOW, 


ELECTRICAL ENGINEERS & CONTRACTORS: 


MANUFACTURERS OF | 
Electric Light Fittings, Bells, Indicators, Lightning 
Conductors, and Speaking Tube Fittings. 
SEND FOR ILLUSTRATED LIST, POST FREE. 


HALL 


Glectrical Groineers, 


RICHMOND HILL IRON WORKS, _ 
MEDAL, BARCELONA, 1888. 


MAKERS OF 
HICH: SPEED ENCINES, | os 
DYNAMOS & MOTORS, 


_ SEARCH- LIGHT PROJECTORS, &c. 
SHIP LIGHTING A SPECIALITY. 


Complete Installation; 
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_ The sizes of Dynemos a are - 
kept in stock or in progress. 


se oi . Lamps. | Amps. Volts. . Speed. PRICE. 
180 | 90 | 100 1020 £99 
400 200 100 825 S170 


PROJ ECTORS IN STOCE. 
3522 


Septem 


| oh 
wa 
> 
= 
sk 
| 114 
+ — \ 2 À 
= — | # } 
| 
4 
* 
| 
| | 
| 
| | | | 
| | 
| | | 4 
| SIDE RATH RED a 
|| 
Re 
' 
| 
| ; he 
| | 
«4 
i 
‘ 
| | | } 
| 
ints i whe 
| 4 
| m2: 
| ma; 
| 
||”; 
| EX 
| A 
| \ à 
= 
j \ = 
| «so \ f = 
| | = 
=. 
| | 
| 
ya) 
= iF 
H + | = 
SHARL | 
\ 
| \ = 4 4 
—— i 
| = = £ 
| 
| 
| | 
| 
GE 
} 
4 
, 
| 
> 


THE TELEGRAPHIC JOURNAL AND ELECTRICAL REVIEW SUPPLEMENT. 


September 26, 1890. } 


\ 


\ 


\ 
\ 


\ 


\ 


\ 


== = 


B.W.” SWITCH. 


fH 


i. 

| 


A VII 
‘ 
à 
| À 
| 
À = « ‘ 
KD \ à 
| 


GONE) : 


/ 


Hi § 


APPLETON, BURBE 
ILLIAMSON. 


BALMORAL BUILDINGS, 91, QUEEN VICTORIA ST. 


STEAM WORKS, HATTON GARDEN. 


ECTRICAL MANUFACTURERS 
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ENGINES 
VALVE 


Are made in Ten Standard Sizes, from 3 to 530 I.H.P., with elther One or Two Cranks, and for Speeds of from 280 to 700 Revolutions. 


They are equally suited for Condensing or Non-Condensing; for the direct driving of High- Speed 
Machines, such as Dymamos and F'ans, or for Driving General Machinery by Belts or 
Gearing. It is now fully established that they possess Extraordinary Freedom from Wrear, a all 
Bearings are in “ constant thrust ” (which is not the case with many Single-Acting Engines), and are Self-Lubricated. Their Small 
Size and Weight, while advantageons in all cases, fit them for uses to which the majority of engines are inapplicable. Al 
except the smallest sizes are made either Simple, Compound, or to we 
pressure available, and recent trials show that they work with a . 


~ SMALLER CONSUMPTION OF STEAM 


Than amy other type of engine in the market indicating equal power. Non-Condensing, a consumption of steam as low as 18:2 Ibe, 
per [.H.P. per hour has been recorded, and the Makers are prepared to Guaramtee that the larger Condensing Engines 
shall. work, at least, as economically as the best class of Compound Corliss Engines, while possessing enormous advantages in 
Lightness, Compactness and Cheapness. 

THE WILLANS CENTRAL-VALVE ENGINE IS WITHOUT RIVAL 


FOR ELECTRIC LIGHTING, 


For which purpose several hundreds have already been applied with the utmost success. Engines are on order at the ae 
time for nearly all the most important Public Lighting Stations now under construction in England, and the indicated qegsh of the 
Engines already supplied, or now on order, exceeds 


Thirty-Thousand Horse-Power. 


PRICE LISTS WITH FULL PARTICULARS ON APPLICATION. 


TEAMES DILT'TON, SURREY. w 


THE NEWTON ELECTRICAL ENGINEERING 
WORKS, 


DYNAMOS 


Highest Efficiency ; Beauty of Design ; Moderate 
Speeds; Best Workmanship and Materials. 


NEWTON & HAWKINS’ 
PATENT 7 | 


AUTOMATIC SWITCHES. 


NEWTON ARC Lanes. 


And every Requisite for Electric Lighting =} 
and Transmission of Power. 


Telegrams: “ARC,” TAUNTON. 
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WESTERN ELECTRIC CO.; 


 TELEPHONIC ArFrARATUS. 
ARC LAMPS AND DYNAMOS. @ 
PATTERSON CABLES FOR TELEPHONES, TELEGRAPHS AND ELECTRIC LIGHT. 4 


79, COLEMAN STREET, LONDON, E.G] 
CHICAGO, NEW YORK AND ANTWERP. “4 


CROMPTON & COMPANY, LIMITED, have erected, or are now [IR 
erecting, Central Stations, and manufacturing machinery for — _ - 
to supply | 


821, 000 LAMPS. 


This represents two-thirds of the total horse-power being put down | | LI 2. 
in this Country for Continuous Electric Supply, or in other words, | | 


100,000 
MORE THAN ALL LOW PRESSURE SYSTEMS 


Full information on the latest developments of Electrical Engineering and Tenders for Central Stations of 1 | 
_ any magnitude, can be obtained by applying to— 


MANSION HOUSE BUILDINGS, LONDON, E.C. BI 


Works :—-CHELMSFORD "A 


M. HOLROYD SMITH, 


Crossley Street, HALIFAX, and 18, Abingdon St, WESTMINSTER, i. 


ENGINEER DURING CONSTRUCTION OF 


THE BLACKPOOL ELECTRIC TRAMWAY, 


AND PATENTEE OF THE SYSTEM. 


{| Contracts undertaken for ‘UNDERGROUND CHANNELS, 


equipping and working Rail- 
ways or Tramways with 


‘Electricity by means of OVERHEAD CONDUCTORS. 
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